
 

 
 

 

FACTSHEET 

(pursuant to NAC 445A.236) 

Permittee Name: RIVIERA HOTEL AND CASINO  

2901 LAS VEGAS BLVD. SOUTH  

LAS VEGAS, NV - 89109 

  

Permit Number: NV0023248 

  

Location: RIVIERA HOTEL AND CASINO, CLARK 

  2901 LAS VEGAS BLVD. SOUTH, LAS VEGAS, NV - 89109 

LATITUDE: 36.136111, LONGITUDE: -115.1625 

TOWNSHIP: T21S, RANGE: R61E, SECTION: S9 
  

Outfall / 
Well Num

Outfall / Well 
Name

Location 
Type

Well 
Log 
Num

Outfall 
City

Outfall 
State

Outfall 
Zip

Outfall 
County

Latitude Longitude Receiving Water

001 

VALET PARKING 
GARAGE 
DISCHARGE 

External 
Outfall 

LAS 
VEGAS  

NV 89109 CLARK 36.1353 -115.162039 
FLAMINGO WASH 
VIA STORM DRAIN  

 

General: 

The Riviera Hotel and Casino has applied for a National Pollutant Discharge Elimination System (NPDES)
permit to continue to discharge shallow groundwater encountered in the vicinity of the building's foundation,
and discharge any stormwater runoff collected in the parking garage's floor drains.  The permit was
originally issued in 2003 and renewed in 2008.  The 2,100-room hotel and casino is located at 2901 South
Las Vegas Blvd. in Las Vegas, Clark County, Nevada. 
 
In 2002, improvements made to the property included an underground valet parking garage.  To protect the
structural integrity of the parking garage, the facility installed a dewatering system.  The two basement sump
pits (North and South) collect groundwater seepage and any runoff collected in the garage's floor drains. 
Each sump pit is outfitted with a 2,500-gallon capacity oil/water separator for the removal of sediment, oil
and grease.  Water from the sumps is pumped into a main collection line, which then discharges to a Clark
County storm drain inlet. 
 
In 2007, construction commenced on the Fontainebleau site, which is just north of the Riviera.  The
dewatering activities from the Fontainebleau (discharge permit NV0023566) have lowered the water table
approximately 20 feet.  Consequently, there has been no dewatering flow at the Riviera since January
2007.  The Permittee has elected to renew this permit at this time because of the uncertainty of
the completion of the Fontainebleau project and the small amounts of stormwater runoff that are collected in
the garage's floor drains.
  

Discharge Characteristics: 

This facility has only discharged small amounts of stormwater runoff since January 2007.  The small
concentrations of oils accumulated in the runoff are treated by the two oil/water separators.
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Receiving Water: 

Groundwater and stormwater runoff will continue to be authorized for discharged into the Flamingo Wash via
the Clark County Storm Drain System.  Water quality standards for the nearest downstream control point,
Las Vegas Wash at Telephone Line Road, are designated in NAC 445A.2142, and specified in NAC
445A.2156.
  

Summary of Changes From Previous Permit: 

Quarterly monitoring and reporting of nitrate plus nitrite has been removed from the permit because it is only
used to calculate the total nitrogen value. 
 
Quarterly sampling of total trihalomethanes, trichloroethylene (TCE), and tetrachloroethylene (PCE) has
been reduced to annually because there is no evidence that these constituents are in the groundwater in
this area. 
 
Quarterly Volatile Organic Compound (VOC) analysis has been reduced to annually to be consistent with
other dewatering permits. 
 

 

Proposed Effluent Limitations: 

The water discharged from the groundwater dewatering system to the Flamingo Wash shall be limited, and
sampled and monitored by the Permittee as specified below.
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Discharge Limitations Table for Sample Location 001 (External Outfall) To Be Reported Monthly
  

  Discharge Limitations Monitoring Requirements

Parameter Base Quantity Concentration
M o n i t o r i n g  
Loc

Sample 
Loc

Measurement 
Frequency

S a m p l e  
Type

Flow rate 
30 Day 
Average 

<= .216 
Million 
Gallons 
per Day 
(Mgal/d) 

Effluent 
Gross 

001 Continuous METER 

Flow rate 
Daily 
Maximum 

M&R 
Million 
Gallons 
per Day 
(Mgal/d) 

Effluent 
Gross 

001 Continuous METER 
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Discharge Limitations Table for Sample Location 001 (External Outfall) To Be Reported Quarterly
[1]  

  

  Discharge Limitations Monitoring Requirements

Parameter Base Quantity Concentration
M o n i t o r i n g  
Loc

Sample 
Loc

Measurement 
Frequency

S a m p l e  
Type

Hydrocarbons, total 

petroleum[2]
 

Daily 
Maximum 

<= 10 
Milligrams 
per Liter 
(mg/L) 

Effluent 
Gross 

001 Quarterly DISCRT 

Nitrogen, inorganic 
total 

Daily 
Maximum 

<= 20 
Milligrams 
per Liter 
(mg/L) 

Effluent 
Gross 

001 Quarterly DISCRT 

Nitrogen, ammonia, 
total (as NH3) 

Daily 
Maximum 

<= 1.0 
Pounds 
per Day 
(lb/d) 

Effluent 
Gross 

001 Quarterly DISCRT 

Phosphorus, total 
(as P) 

Daily 
Maximum 

<= 1.0 
Pounds 
per Day 
(lb/d) 

Effluent 
Gross 

001 Quarterly DISCRT 

Solids, total 
dissolved 

Daily 
Maximum 

M&R 
Milligrams 
per Liter 
(mg/L) 

Effluent 
Gross 

001 Quarterly DISCRT 

pH, maximum Maximum 

<= 9.0 
Standard 
Units (SU) 

Effluent 
Gross 

001 Quarterly DISCRT 

pH, minimum Minimum 

>= 6.5 
Standard 
Units (SU) 

Effluent 
Gross 

001 Quarterly DISCRT 

Benzene 
Daily 
Maximum 

<= 5 
Micrograms 
per Liter 
(ug/L) 

Effluent 
Gross 

001 Quarterly DISCRT 

Ethylbenzene 
Daily 
Maximum 

<= 100 
Micrograms 
per Liter 
(ug/L) 

Effluent 
Gross 

001 Quarterly DISCRT 

Toluene 
Daily 
Maximum 

<= 100 
Micrograms 
per Liter 
(ug/L) 

Effluent 
Gross 

001 Quarterly DISCRT 

Xylene[3]
 

Daily 
Maximum 

<= 200 
Micrograms 
per Liter 
(ug/L) 

Effluent 
Gross 

001 Quarterly DISCRT 
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Discharge Limitations Table for Sample Location 001 (External Outfall) To Be Reported Quarterly
[1]  

  

  Discharge Limitations Monitoring Requirements

Parameter Base Quantity Concentration
M o n i t o r i n g  
Loc

Sample 
Loc

Measurement 
Frequency

S a m p l e  
Type

 

Methyl tert-butyl 
ether 

Daily 
Maximum 

<= 20 
Micrograms 
per Liter 
(ug/L) 

Effluent 
Gross 

001 Quarterly DISCRT 

Notes (Discharge Limitations Table): 

   
1. Discharge to be sampled prior to the sumps in the garage. 
2. EPA Method 8015B, full range, purgeable and extractable 
3. Total Xylenes 
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Discharge Limitations Table for Sample Location 001 (External Outfall) To Be Reported Annually
[1]  

  

  Discharge Limitations Monitoring Requirements

Parameter Base Quantity Concentration
Monitoring 
Loc

Sample 
Loc

Measurement 
Frequency

S a m p l e  
Type

1,1,1-Trichloroethane 
Daily 
Maximum 

M&R 
Micrograms 
per Liter 
(ug/L) 

Effluent 
Gross 

001 Annual DISCRT 

1,1,2,2-
Tetrachloroethane 

Daily 
Maximum 

M&R 
Micrograms 
per Liter 
(ug/L) 

Effluent 
Gross 

001 Annual DISCRT 

1,1,2-Trichloroethane 
Daily 
Maximum 

M&R 
Micrograms 
per Liter 
(ug/L) 

Effluent 
Gross 

001 Annual DISCRT 

1,1-Dichloroethane 
Daily 
Maximum 

M&R 
Micrograms 
per Liter 
(ug/L) 

Effluent 
Gross 

001 Annual DISCRT 

1,1-Dichloroethylene 
Daily 
Maximum 

M&R 
Micrograms 
per Liter 
(ug/L) 

Effluent 
Gross 

001 Annual DISCRT 

1,2-Dichlorobenzene 
Daily 
Maximum 

M&R 
Micrograms 
per Liter 
(ug/L) 

Effluent 
Gross 

001 Annual DISCRT 

1,2-Dichloroethane 
Daily 
Maximum 

M&R 
Micrograms 
per Liter 
(ug/L) 

Effluent 
Gross 

001 Annual DISCRT 

1,2-Dichloropropane 
Daily 
Maximum 

M&R 
Micrograms 
per Liter 
(ug/L) 

Effluent 
Gross 

001 Annual DISCRT 

1,3-Dichlorobenzene 
Daily 
Maximum 

M&R 
Micrograms 
per Liter 
(ug/L) 

Effluent 
Gross 

001 Annual DISCRT 

1,4-Dichlorobenzene 
Daily 
Maximum 

M&R 
Micrograms 
per Liter 
(ug/L) 

Effluent 
Gross 

001 Annual DISCRT 

2-Chloroethyl vinyl 
ether, (mixed) 

Daily 
Maximum 

M&R 
Micrograms 
per Liter 

Effluent 
Gross 

001 Annual DISCRT 
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Discharge Limitations Table for Sample Location 001 (External Outfall) To Be Reported Annually
[1]  

  

  Discharge Limitations Monitoring Requirements

Parameter Base Quantity Concentration
Monitoring 
Loc

Sample 
Loc

Measurement 
Frequency

S a m p l e  
Type

(ug/L) 

Dichlorobromomethane
Daily 
Maximum 

M&R 
Micrograms 
per Liter 
(ug/L) 

Effluent 
Gross 

001 Annual DISCRT 

Bromoform 
Daily 
Maximum 

M&R 
Micrograms 
per Liter 
(ug/L) 

Effluent 
Gross 

001 Annual DISCRT 

Methyl bromide 
(Bromomethane) 

Daily 
Maximum 

M&R 
Micrograms 
per Liter 
(ug/L) 

Effluent 
Gross 

001 Annual DISCRT 

Carbon tetrachloride 
Daily 
Maximum 

M&R 
Micrograms 
per Liter 
(ug/L) 

Effluent 
Gross 

001 Annual DISCRT 

Chlorobenzene 
Daily 
Maximum 

M&R 
Micrograms 
per Liter 
(ug/L) 

Effluent 
Gross 

001 Annual DISCRT 

Chloroethane 
Daily 
Maximum 

M&R 
Micrograms 
per Liter 
(ug/L) 

Effluent 
Gross 

001 Annual DISCRT 

Chloroform 
Daily 
Maximum 

M&R 
Micrograms 
per Liter 
(ug/L) 

Effluent 
Gross 

001 Annual DISCRT 

Methyl chloride 
(Chloromethane) 

Daily 
Maximum 

M&R 
Micrograms 
per Liter 
(ug/L) 

Effluent 
Gross 

001 Annual DISCRT 

cis-1,3-
Dichloropropene 

Daily 
Maximum 

M&R 
Micrograms 
per Liter 
(ug/L) 

Effluent 
Gross 

001 Annual DISCRT 

Dibromochloromethane
Daily 
Maximum 

M&R 
Micrograms 
per Liter 
(ug/L) 

Effluent 
Gross 

001 Annual DISCRT 

M&R 
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Discharge Limitations Table for Sample Location 001 (External Outfall) To Be Reported Annually
[1]  

  

  Discharge Limitations Monitoring Requirements

Parameter Base Quantity Concentration
Monitoring 
Loc

Sample 
Loc

Measurement 
Frequency

S a m p l e  
Type

Methylene chloride 
Daily 
Maximum 

Micrograms 
per Liter 
(ug/L) 

Effluent 
Gross 

001 Annual DISCRT 

trans-1,2-
Dichloroethylene 

Daily 
Maximum 

M&R 
Micrograms 
per Liter 
(ug/L) 

Effluent 
Gross 

001 Annual DISCRT 

trans-1,3-
Dichloropropene 

Daily 
Maximum 

M&R 
Micrograms 
per Liter 
(ug/L) 

Effluent 
Gross 

001 Annual DISCRT 

Trichlorofluoromethane 
Daily 
Maximum 

M&R 
Micrograms 
per Liter 
(ug/L) 

Effluent 
Gross 

001 Annual DISCRT 

Vinyl chloride 
Daily 
Maximum 

M&R 
Micrograms 
per Liter 
(ug/L) 

Effluent 
Gross 

001 Annual DISCRT 

Trihalomethane, tot. 
Daily 
Maximum 

M&R 
Micrograms 
per Liter 
(ug/L) 

Effluent 
Gross 

001 Annual DISCRT 

Trichloroethylene 
Daily 
Maximum 

M&R 
Micrograms 
per Liter 
(ug/L) 

Effluent 
Gross 

001 Annual DISCRT 

Tetrachloroethylene 
Daily 
Maximum 

M&R 
Micrograms 
per Liter 
(ug/L) 

Effluent 
Gross 

001 Annual DISCRT 

Antimony, total (as Sb) 
Daily 
Maximum 

M&R 
Milligrams 
per Liter 
(mg/L) 

Effluent 
Gross 

001 Annual DISCRT 

Arsenic, total (as As) 
Daily 
Maximum 

M&R 
Milligrams 
per Liter 
(mg/L) 

Effluent 
Gross 

001 Annual DISCRT 

Beryllium, total (as Be) 
Daily 
Maximum 

M&R 
Milligrams 
per Liter 

Effluent 
Gross 

001 Annual DISCRT 

FACT SHEET
NV0023248

                                             901 S. Stewart Street, Suite 4001 • Carson City, Nevada 89701­5249 • p: 775.687.4670 • f: 775.687.5856 • ndep.nv.gov Page  8 / 12



Discharge Limitations Table for Sample Location 001 (External Outfall) To Be Reported Annually
[1]  

  

  Discharge Limitations Monitoring Requirements

Parameter Base Quantity Concentration
Monitoring 
Loc

Sample 
Loc

Measurement 
Frequency

S a m p l e  
Type

 

(mg/L) 

Cadmium, total (as Cd) 
Daily 
Maximum 

M&R 
Milligrams 
per Liter 
(mg/L) 

Effluent 
Gross 

001 Annual DISCRT 

Chromium, total (as Cr) 
Daily 
Maximum 

M&R 
Milligrams 
per Liter 
(mg/L) 

Effluent 
Gross 

001 Annual DISCRT 

Copper, total (as Cu) 
Daily 
Maximum 

M&R 
Milligrams 
per Liter 
(mg/L) 

Effluent 
Gross 

001 Annual DISCRT 

Lead, total (as Pb) 
Daily 
Maximum 

M&R 
Milligrams 
per Liter 
(mg/L) 

Effluent 
Gross 

001 Annual DISCRT 

Mercury, total (as Hg) 
Daily 
Maximum 

M&R 
Milligrams 
per Liter 
(mg/L) 

Effluent 
Gross 

001 Annual DISCRT 

Nickel, total (as Ni) 
Daily 
Maximum 

M&R 
Milligrams 
per Liter 
(mg/L) 

Effluent 
Gross 

001 Annual DISCRT 

Selenium, total (as Se) 
Daily 
Maximum 

M&R 
Milligrams 
per Liter 
(mg/L) 

Effluent 
Gross 

001 Annual DISCRT 

Silver, total (as Ag) 
Daily 
Maximum 

M&R 
Milligrams 
per Liter 
(mg/L) 

Effluent 
Gross 

001 Annual DISCRT 

Thallium, total (as Tl) 
Daily 
Maximum 

M&R 
Milligrams 
per Liter 
(mg/L) 

Effluent 
Gross 

001 Annual DISCRT 

Zinc, total (as Zn) 
Daily 
Maximum 

M&R 
Milligrams 
per Liter 
(mg/L) 

Effluent 
Gross 

001 Annual DISCRT 
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Notes (Discharge Limitations Table): 

   
1. Discharge to be sampled prior to the sumps in the garage. 
   

  

  

Rationale for Permit Requirements: 

Total Petroleum Hydrocarbons (TPH):  Quarterly analysis for TPH has been retained from the previous
permit.  The TPH discharge limit has of 1 mg/L if included to verify TPH in the discharge is being properly
treated. 
 
Volatile Organic Compounds (VOCs):  Quarterly analysis for benzene, toluene, ethylbenzene, xylenes
(BTEX), and methyl tert-butyl ether (MTBE) has been retained from the previous permit.  The Division's
technology based standards for VOCs are as follows: BTEX 5 μg/L, 100 μg/L, 100 μg/L, and 200 μg/L,
respectively; and MTBE 20 μg/L.  Historical data shows that there may be some minor concentrations of
petroleum contamination in the groundwater.  Continued monitoring of BTEX and MTBE is included in case
the water table rises and dewatering is once again required.  Annual monitoring of all other VOCs is
required to verify no other VOCs are in the discharge. 
 
Total Dissolved Solids (TDS):  Quarterly analysis for TDS has been retained from the previous permit.  This
discharge of shallow groundwater with naturally occurring elevated TDS levels will be well below the
Colorado River Basin Salinity Control Forum's policy of 366 tons per year of salinity.  Therefore, the TDS
standard is not applied to dewatering discharges in this area.  This permit is for the interception and
passage of groundwater and thus is exempted under the Colorado River Basin Control Forum's policy on
groundwater interception. 
 
Total Inorganic Nitrogen (TIN) and pH:  Quarterly analysis for TIN and pH has been retained from the
previous permit due to the inclusion in NAC 445A.2156. 
 
Total Phosphorus and Total Ammonia as Nitrogen:  Totatl maximum daily loads (TMDLs) for the Las Vegas
Wash have been established for phosphorus and ammonia.  The dicharge from this facility is considered
deminimus and limits of 1.0 lb/day have been established in accordance with the TMDL.   
 
Priority Pollutant Metals:  Annual monitoring and reporting of these metals are included because of possible
natural occurrences. 
  

Special Conditions: 

SA – Special Approvals / Conditions Table 

Item 
#

Description

1 

Each oil/water separator shall be visually inspected on a quarterly basis, and the results of the
inspection be recorded in a log book.  A schedule for cleaning (removal) of any accumulated sediment
and oil/grease shall be adopted and included in the facility's O&M Manual. 

Reasonable Potential Analysis and Antidegradation Review: 

The discharge shall meet the applicable standards listed in NAC 445A.1236 and NAC 445A.2156,
therefore no degradation of existing water in the Wash is expected.
  

Flow: 
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Flow will be limited to a 30-day average of 0.216 million gallons per day (MGD).
  

 

Corrective Action Sites: 

There are five (5) Bureau of Corrective Actions (BCA) remediation sites located within one mile of this
facility.  The BCA case officers don't expect the remediation sites to be impacted by the discharge from
this site.
  

Wellhead Protection Program: 

This facility is not located within an established Drinking Water Protection Area or Wellhead Protection
Area.
  

Schedule of Compliance:  
 

 

SOC – Schedule of Compliance Table 

Item
#

Description Due Date

1 

The Permittee shall submit for review and approval two (2) copies of an updated Operations 
and Maintenance (O&M) Manual, compiled in accordance with the appropriate sections of 
Nevada Division of Environmental Protection (NDEP) guidance document WTS-2, "Minimum 
Information Required for an Operation and Maintenance Manual for a Wastewater Treatment 
Plant." The O&M Manual shall be prepared by a Nevada Registered Professional Engineer or
Division-approved qualified person. If prepared by a Nevada Registered Professional 

Engineer, the O&M Manual shall be wet stamped.[1]
 

6/1/2014

Notes (Schedule of Compliance Table): 

   
1. If no updates or revisions are required, the Permittee shall submit a letter by the above due date stating that there have been no changes to the 

previous approved O&M Manual. 

  

Deliverable Schedule:  
 

 

DLV– Deliverable Schedule for Reports, Plans, and Other Submittals 

Item # Description Interval First Scheduled Due Date

1 Quarterly DMRs Quarterly 7/28/2014 

2 Annual Report Annually 1/28/2015 

  

Procedures for Public Comment: 

The Notice of the Division's intent to reissue a permit authorizing the facility to discharge to surface waters
of the State of Nevada subject to the conditions contained within the permit, is being sent to the Las Vegas
Review Journal for publication. The notice is being mailed to interested persons on our mailing list.
Anyone wishing to comment on the proposed permit can do so in writing until 5:00 P.M. 3/31/2014 , a
period of 30 days following the date of the public notice. The comment period can be extended at the
discretion of the Administrator. 
  

A public hearing on the proposed determination can be requested by the applicant, any affected State, any
affected interstate agency, the Regional Administrator of EPA Region IX or any interested agency, person
or group of persons. The request must be filed within the comment period and must indicate the interest of
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the person filing the request and the reasons why a hearing is warranted. Any public hearing determined by
the Administrator to be held must be conducted in the geographical area of the proposed discharge or any
other area the Administrator determined to be appropriate. All public hearings must be conducted to
accordance with NAC 445A.238. 
  

The final determination of the Administrator may be appealed to the State Environmental Commission
pursuant to NRS 445A.650. 
  

Proposed Determination: 

The Division has made the tentative determination to issue / re-issue the proposed 5-year permit. 
  

Prepared by:  Jason Ferrin 

Date:                  6/9/2012 

Title:                   E.I., Staff II Associate 
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