
TABLE 2
EXCAVATION ANALYSIS BY LOCATION

TITANIUM METALS CORPORATION PLANT SITE
HENDERSON NEVADA

Notes:  Concentrations are in milligrams/kilogram (mg/kg) except radio isotopes which are in piC/g, and dioxins/furans which are in ng/kg. Yellow = Stormwater Catchment Basin Locations; Upgradient of Slurry Wall NS=No BCL or LSSL Std.  Blank Box = No Data for this Analyte/Depth
* = Duplicate sample interval; U = analyte not detected Tan = Outside Stormwater Basin, Within Planned Groundwater Extraction Area Orange  = Soil to be excavated (indicates actual depth)
a = Value is sum of Dioxin/Furan toxic equivalents and PCB congener toxic equivalents where available Green = Soil to remain in place; exceeds for Ra226, Ra228, and/or Th228 only
Red Font = Value exceeds human health threshold (Outdoor Industrial BCL); Proposed analyte for confirmation sample Purple = Soil to remain in place; exceeds LSSLs for one or more compounds and Ra226, Ra228, and/or Th228.  
Light Blue Shading =  Value exceeds LSSL (DAF 2.5 or DAF 66)
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Outdoor Industrial Worker BCLs 795 100,000 454 283 100,000 100,000 1,360 337 42200 100,000 800 2,270 100,000 24,900 341 5,680 114 5,680 74.9 205 174 1.2 24.6 60 1,730 3.3 53.9 0.023 0.041 0.025 8.3 7.4 11 0.35 1.4 2,700 0.826
Stormwater Catchment Scr. Level (<10 feet) 0.06 15.43 0.68 7.2 445 213 3.53 16.3 119 19700 35.1 54.8 17500 863 0.11 9.20 3.24 0.60 1.80 0.0863 0.0129 0.25 0.22 0.00198 1.05 0.00711 0.0149 2.36 2.92 2.28 3.01 2.23 35 35 35 NS NS
BD‐1 0.5 ft. 1.5 40 1.2 J‐ 7.5 320 29 1.3 U 30 45 17000 80 10 J 9500 3400 0.052 2.4 5.8 0.72 J 0.46 J+ 0.034 U 0.034 U 1.1 0.034 U 0.31 J 0.091 0.836 2.01 U 1.74 1.28 1.95 1.08 0.0586 0.966 2001.1 a 0.521
BD‐1 5 ft. 6 ft. 3.2 15 1.3 J‐ 23 230 45 1.6 U 17 360 16000 160 46 J 18000 6500 0.027 J 2.1 1.2 J 0.28 J+ 0.038 U 0.038 U 2.8 0.038 U 0.0043 J+ 0.45 0.0019 U 1.11 1.32 U 2.06 1.71 2.06 1.64 0.0586 1.44 320  2.2
Confirmation Sample 6 ft. 0.27 0.0549
BD‐1 10 ft. 5.3 5 0.32 UJ‐ 6.4 180 28 1.5 U 10 16 17000 9.3 19 J 12000 900 0.04 0.45 J 0.29 UJ‐ 0.16 J+ 0.037 U 0.037 U 0.55 0.037 U 0.0041 J+ 0.15 U 0.0019 U 0.0019 U 1.13 1.78 U 1.58 1.52 1.58 1.29 0.0691 1.16
BD‐1 10 ft. * 6.1 5.5 0.31 UJ‐ 6.1 160 27 1.5 U 10 16 16000 10 18 J 12000 790 0.034 J 0.32 J 0.28 UJ‐ 0.14 J+ 0.037 U 0.037 U 0.71 0.037 U 0.15 U 1.14 2.33 1.71 1.31 1.77 1.39 0.0759 1.19
BD‐1 20 ft. 6.1 4.4 0.34 UJ‐ 20 60 21 1.6 U 5.3 11 11000 5.6 35 J 12000 190 0.049 0.36 J 0.3 UJ‐ 0.099 J+ 0.11 J 0.038 U 0.00093 U 0.038 U 0.0046 J+ 0.15 U 0.0019 U 1.88 1.78 U 1.86 3.27 1.9 2.6 0.193 2.42
Term 20 ft.
BD‐2 0.5 ft. 0.99 6.1 5.2 J‐ 16 950 52 5.1 77 130 21000 300 12 J 7400 14000 0.17 5.8 13 2.7 UJ‐ 2.2 J+ 0.035 U 0.035 U 2.3 0.035 U 0.61 0.082 J+ 0.994 1.84 U 2.11 1.56 1.93 1.27 0.0772 1.35 2255a 1.35
BD‐2 5 ft. 0.23 2.3 U 3.2 J‐ 17 880 70 6.3 84 220 21000 140 19 J 12000 23000 0.48 8.5 4.3 J 1.8 J+ 0.039 U 0.039 U 0.32 0.49 0.005 J+ 1.1 0.002 U 0.993 2.12 U 1.85 1.22 1.83 1.39 0.0829 1.23 4651a 3.15
BD‐2 10 ft. 0.14 2.2 U 0.33 UJ‐ 31 190 490 8.6 12 510 19000 31 31 J 14000 440 0.18 0.74 J 0.3 UJ‐ 1.6 J+ 0.038 U 0.038 U 1.1 0.018 J 0.0051 J+ 0.55 0.0019 U 2.02 2.48 1.65 1.78 1.62 1.16 0.0497 U 1.14
BD‐2 17 ft. 17 ft. 0.046 U 2.3 U 0.34 UJ‐ 51 130 36 1.5 U 4.9 13 11000 5.9 36 J 17000 840 0.0018 U 0.63 J 0.3 UJ‐ 0.086 J+ 0.039 U 0.039 U 0.056 0.0049 J 0.0059 J+ 0.16 U 0.0019 U 1.93 2.36 1.83 2.64 1.88 2.12 0.0893 1.73
Confirmation Sample 17 ft. 6000 a 0.761
Duplicate Sample 17 ft. 4710a 0.515
Term 17 ft.
BD‐3 0.5 ft. 45 93 0.47 J‐ 10 160 17 1.4 U 7.8 31 20000 28 10 J 59000 1800 0.43 2.7 2.5 0.36 J 0.31 J+ 3 1.3 550 0.13 J 100 9.2 0.742 1.03 U 1.6 1.37 1.47 1.39 0.0905 1.39 261800a 46.3
BD‐3 1.5 ft. 2.5 ft. 61 56 0.31 UJ‐ 4.4 130 9 1.5 U 7.4 17 16000 13 9.5 J 16000 480 0.09 0.31 J 0.28 UJ‐ 0.17 J+ 1 0.44 130 0.036 U 0.006 J+ 25 0.0018 U 0.776 2.13 U 2.08 1.22 2.18 1.2 0.0659 1.18 69200a 9.71
Confirmation Sample 2.5 ft. 55 96500a 6.28
BD‐3 5 ft. 1.4 2.7 0.31 UJ‐ 3 210 7.8 1.4 U 8.2 21 17000 7.5 9.9 J 8600 920 0.0017 U 0.33 J 0.27 UJ‐ 0.28 J+ 0.035 U 0.035 U 0.055 0.035 U 0.0058 J+ 0.14 U 0.0017 U 0.81 1.31 U 1.96 1.07 1.81 0.991 0.0159 U 1.03 21.2  0.00207
BD‐3 9 ft. 1.3 2.2 0.31 UJ‐ 3.5 170 11 1.5 U 7.4 15 17000 8.2 14 J 8600 340 0.0017 U 0.24 J 0.28 UJ‐ 0.11 J+ 0.036 U 0.036 U 0.11 0.036 U 0.0069 J+ 0.15 U 0.0018 U 0.721 2.52 U 1.95 1.14 2.02 0.948 0.0529 U 1.19
BD‐3 19 ft. 15 4 0.32 UJ‐ 4.7 120 18 1.5 U 7.1 13 16000 7.2 17 J 10000 930 0.0017 U 0.28 J 0.29 UJ‐ 0.094 J+ 0.037 U 0.037 U 0.029 0.037 U 0.0075 J+ 0.15 U 0.0018 U 1.59 2.76 1.91 1.29 1.89 1.07 0.0718 1.08
BD‐3 28 ft. 1.2 2.7 0.32 UJ‐ 30 110 44 2.9 5.1 13 12000 6 46 J 14000 1400 0.0018 U 0.24 J 0.29 UJ‐ 0.13 J+ 0.04 J 0.038 U 0.019 0.0029 J 0.008 J+ 0.15 U 0.0019 U 1.93 1.9 U 1.86 3.01 1.61 1.96 0.0618 1.68
Term 28 ft.
BD‐4 0.5 ft. 19 27 1.7 J‐ 83 1000 26 3.4 12 J 52 17000 790 13 J 10000 6200 J 0.1 19 J 3.5 0.92 2.5 J 0.041 U 0.041 U 9.9 0.047 J 1.4 0.0021 U 1.25 1.97 2.07 1.54 1.82 1.24 0.0936 1.25 5722a 1.5
BD‐4 1.5 ft. 1.1 9.4 3.5 J‐ 48 1700 77 7.5 73 120 21000 470 20 J 15000 11000 J 0.35 9.4 J 1.9 3 J 0.038 U 0.038 U 7.1 0.038 U 0.0037 J+ 1.6 0.0019 U 1.08 2.8 1.81 1.55 2.05 1.43 0.116 1.4 4423a 2.34
BD‐4 5 ft. 7.5 ft.  4.7 12 36 J‐ 190 4300 160 27 19 130 22000 1200 11 J 7900 10000 J 0.27 19 J 2.8 U 10 J 0.096 J 0.036 U 32 0.37 0.0039 J+ 4.3 0.0092 1.71 2.9 1.97 J‐ 2.31 J‐ 2.02 J‐ 2.2 0.113 2.14 13000  4.56
Confirmation Sample 7.5 ft. 10500a 1.06
BD‐4 15 ft. 0.5 2.3 0.32 UJ‐ 10 160 26 2.4 6.4 13 14000 7.4 23 J 11000 260 J 0.031 J+ 0.39 J 0.28 U 0.15 J 0.037 U 0.037 U 0.046 0.037 U 0.0031 J+ 0.15 U 0.0019 U 1.37 1.23 U 2.18 1.87 2.18 1.24 0.0664 1.12
BD‐4 22 ft. 1.2 5.7 0.38 UJ‐ 27 210 21 1.8 U 3.4 9.8 9000 6.1 83 J 20000 140 J 0.022 J+ 0.14 U 0.34 U 0.15 J 0.044 U 0.044 U 0.0011 U 0.029 J 0.0038 J+ 0.18 U 0.0096 3.1 0.934 U 1.32 4.9 1.41 2.45 0.0923 1.85
Term 22 ft.
BD‐16 6 ft. 1.33
BD‐16 8 ft. 5.96
BD‐16 10 ft. 10.5
BD‐16 13 ft. 0.35 UJ‐ 45 2000 410 100 27 71 20000 130 12 J 19000 5600 0.45 6.5 11 J‐ 2.2 3 0.59 0.45 120 5.6 15 J 2.59
BD‐16 16 ft. 0.3 UJ‐ 19 390 100 23 9.8 26 15000 24 21 J 11000 1900 0.25 1.4 3.2 J‐ 1.3 0.55 0.27 J 0.19 J 75 3.4 15 J 2.08
BD‐16 16 ft. * 18 ft. 0.47 J‐ 39 1300 290 51 21 54 19000 86 17 J 15000 4300 J 0.43 3.8 7.3 J‐ 1.4 1.6 J 0.19 J 0.1 J 53 2.1 8.6 J 4.35
Confirmation Sample 18 ft. 5810a  0.513
BD‐16 20 ft. 0.33 UJ‐ 50 160 49 4.1 6.3 17 12000 11 43 J 17000 6300 0.063 1.1 J 1.1 J‐ 1.8 0.48 0.055 J 0.038 U 21 0.46 2.2 J 0.759
Term 20 ft.
BD‐17 6 ft. 0.55 J‐ 8.8 290 13 1.9 U 8 18 17000 58 18 J 10000 720 0.016 J 1.1 0.73 J‐ 0.7 0.38 0.07 U 0.07 U 64 0.07 U 0.0016 U 7.5 J 0.0016 U 3.26
BD‐17 6 ft. * 0.069 U 0.069 U 53 0.069 U 0.0016 U 6.9 J 0.0016 U 2.71
BD‐17 8 ft. 1 J‐ 36 790 31 3.3 9.2 J 36 20000 400 13 J 11000 3000 0.07 6 3.2 J‐ 1.7 1 0.0017 U 0.0017 U 1.7
BD‐17 8 ft. * 0.73 J‐ 31 700 25 3.8 8.2 31 17000 320 11 J 9500 2500 J 0.059 4.6 2.8 J‐ 1.5 0.93 J
BD‐17 10 ft. 0.63 J‐ 23 510 20 2.4 8.7 27 17000 210 13 J 9700 2100 0.039 4.1 2.1 J‐ 1.2 1.2 0.038 U 0.038 U 26 0.038 U 0.0017 U 3 J 0.0017 U 1.23
BD‐17 13 ft. 0.95 J‐ 28 650 26 1.9 U 8.3 30 19000 280 11 J 8800 2700 0.049 5.3 2.1 J‐ 1.5 1.1 0.04 U 0.04 U 26 0.04 U 0.0018 U 3.3 J 0.0017 U 2.44
BD‐17 16 ft. 18 ft. 0.6 J‐ 15 410 24 1.9 U 7.7 23 19000 110 17 J 11000 1300 0.031 J 2.6 1.2 J‐ 1.2 0.51 0.038 U 0.038 U 28 0.038 U 0.0017 U 2.3 J 0.0017 U 1.87
Confirmation Sample 18 ft. 5390a 0.814
BD‐17 20 ft. 0.34 J‐ 9.5 220 21 1.9 U 7.4 17 16000 23 21 J 12000 510 0.019 J 1.2 0.8 J‐ 0.82 0.13 0.038 U 0.038 U 4.6 0.038 U 0.0017 U 0.76 J 0.0017 U 0.615
Term 20 ft.
NW‐1 0.5 ft. 0.48 38 5.9 J‐ 69 1800 71 J‐ 7 J 39 62 20000 310 12 J 9800 9600 0.38 7.1 12 2.1 4.8 0.047 J 0.034 U 9.1 0.034 U 2 0.0086 U 0.952 1.96 1.96 1.83 1.64 2.16 0.0738 1.8 10506a 1.74
NW‐1 5 ft. 0.18 J‐ 2.7 19 J‐ 210 4700 J 77 14 20 70 19000 1300 11 J 7600 27000 J 0.28 23 7.2 21 0.038 U 0.038 U 0.48 0.038 U 0.0021 U 0.52 0.0018 U 0.762 0.469 U 1.41 2.17 1.48 5.83 0.203 4.88 2390  2.29
NW‐1 10 ft. 10 ft. 0.094 J‐ 2.1 U 0.32 UJ‐ 6.6 160 J 8.5 1.5 U 6.8 15 12000 8.1 23 J 12000 310 J 0.0042 J 0.29 J 0.29 U 0.085 0.037 U 0.037 U 0.017 0.037 U 0.0021 U 0.15 U 0.0018 U 0.956 1.82 1.38 1.56 1.56 1.29 0.0367 U 1.35
Confirmation Sample 10 ft. 0.883
NW‐1 20 ft. 0.15 J‐ 2.2 U 0.33 UJ‐ 15 170 J 11 1.5 U 4.2 12 7900 5.4 77 J 15000 190 J 0.0018 U 0.32 J 0.3 U 0.069 0.038 U 0.038 U 0.00094 U 0.038 U 0.0022 U 0.16 U 0.0019 U 2.63 1.6 U 1.38 2.59 1.46 2.86 0.16 2.53
Term 20 ft.

NW‐2 0.5 ft. 5.4 58 2 20 850 35 3.6 27 43 J 15000 99 15 J 9700 J 4700 0.24 J+ 4.1 0.92 1.7 0.035 U 0.041 J 10 0.035 U 2.9 0.2 J+ 0.815 2.16 1.87 1.11 J+ 1.65 2.21 0.11 1.89 8821a 2.57
NW‐2 0.5 ft. * 0.035 U 0.045 J 6.9 0.035 U 2.7 0.741 2.16 1.91 1.29 J+ 1.8 1.75 0.0836 1.53 15682a  1.99
NW‐2 5 ft. 0.49 6 19 200 4500 240 53 23 97 J 20000 1200 14 J 21000 J 22000 1.4 J+ 37 5.1 17 0.063 J 0.039 U 9.6 0.055 J 0.0077 6.3 0.026 0.558 1.7 1.08 1.39 J+ 1.14 11.7 0.591 8.58 14300  3.36
NW‐2 5 ft. * 0.0045 J 0.0088 0.033
NW‐2 10 ft. 0.11 2.2 U 0.4 J 9 200 14 1.5 U 7 13 J 14000 9.9 21 J 12000 J 340 0.0018 U 0.35 J 0.29 U 0.15 0.037 U 0.037 U 0.083 0.037 U 0.008 0.15 U 0.0018 U 1.16 1.4 1.93 1.7 J+ 1.68 1.43 0.0639 1.33
NW‐2 10 ft. * 10 ft. 0.11 2.2 U 0.33 U 7.8 150 12 1.5 U 6.4 16 J 14000 8.2 20 J 11000 J 270 0.0018 U 0.12 U 0.3 U 0.12 0.037 U 0.037 U 0.06 0.037 U 0.0081 0.15 U 0.0019 U 1.14 1.59 1.93 1.27 J+ 1.69 1.54 0.116 1.46
Confirmation Sample 10 ft. 10600a 0.885
NW‐2 20 ft. 0.2 2.4 U 0.36 U 36 270 32 1.7 U 3.8 12 J 9200 5.2 160 J 34000 J 140 0.0019 U 0.13 U 0.32 U 0.096 0.04 U 0.04 U 0.00099 U 0.04 U 0.009 0.16 U 0.036 0.0011 U 3.34 1.79 1.43 5.6 J+ 1.39 3.5 0.178 3.29
NW‐2 20 ft. * 0.041 U 0.041 U 0.0011 U 0.041 U 0.0091 0.17 U 0.037
Term 20 ft.
NW‐20 6 ft. 4.1 J 43 1300 51 J+ 6.4 26 J+ 47 J+ 17000 210 6.7 J 11000 J+ 6700 0.28 J+ 5.6 J 9.1 2.8 U 3.4 J 0.035 J 0.035 U 4 0.068 J 0.0016 U 2.9 0.0083 1.63
NW‐20 8 ft. 28 150 6400 140 J+ 12 14 J+ 87 J+ 19000 390 7.4 J 6600 J+ 1.3 U 0.11 J+ 18 16 6.9 26 J 0.036 U 0.036 U 0.16 0.036 U 0.0018 U 0.45 0.0017 U 0.331
NW‐20 10 ft. 10 ft. 3.1 U 10 280 21 J+ 1.9 U 7.9 J+ 17 J+ 17000 14 12 12000 J+ 530 0.012 J+ 1.7 J 0.87 2.8 U 0.41 J 0.036 U 0.036 U 1 0.036 U 0.0017 U 0.33 J 0.0016 U 0.157
Confirmation Sample 10 ft. 14800
NW‐20 13 ft. 3.2 U 12 400 21 J+ 1.9 U 9.5 J+ 21 J+ 18000 23 14 12000 J+ 1300 0.015 J+ 1.2 U 0.77 2.9 U 1.1 J 0.036 U 0.036 U 0.049 0.036 U 0.15 U 150.24a 0.0369
NW‐20 16 ft. 14 J 93 4000 100 J+ 10 13 J+ 76 J+ 19000 240 11 8100 J+ 19000 0.076 J+ 9.6 J 4.4 5.8 16 J 0.039 U 0.039 U 0.27 0.039 U 0.43
NW‐20 20 ft. 3.3 U 24 310 17 J+ 2 U 4.6 J+ 13 J+ 11000 7.3 80 24000 J+ 370 0.00054 U 1.2 U 0.61 3 U 0.44 J 0.037 U 0.037 U 0.0093 0.037 U 0.15 U
Term 20 ft.
Note on BD‐3:  The concentration of pentachlorobenzene at BD‐3 at 0.5 ft and 1.5 ft (110 and 46 mg/kg , respectively), exceed the stormwater catchment basin screening level of 4.39 mg/kg and will be excavated.  
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TABLE 2
EXCAVATION ANALYSIS BY LOCATION

TITANIUM METALS CORPORATION PLANT SITE
HENDERSON NEVADA

Notes:  Concentrations are in milligrams/kilogram (mg/kg) except radio isotopes which are in piC/g, and dioxins/furans which are in ng/kg. Yellow = Stormwater Catchment Basin Locations; Upgradient of Slurry Wall NS=No BCL or LSSL Std.  Blank Box = No Data for this Analyte/Depth
* = Duplicate sample interval; U = analyte not detected Tan = Outside Stormwater Basin, Within Planned Groundwater Extraction Area Orange  = Soil to be excavated (indicates actual depth)
a = Value is sum of Dioxin/Furan toxic equivalents and PCB congener toxic equivalents where available Green = Soil to remain in place; exceeds for Ra226, Ra228, and/or Th228 only
Red Font = Value exceeds human health threshold (Outdoor Industrial BCL); Proposed analyte for confirmation sample Purple = Soil to remain in place; exceeds LSSLs for one or more compounds and Ra226, Ra228, and/or Th228.  
Light Blue Shading =  Value exceeds LSSL (DAF 2.5 or DAF 66)
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Outdoor Industrial Worker BCLs 795 100,000 454 283 100,000 100,000 1,360 337 42200 100,000 800 2,270 100,000 24,900 341 5,680 114 5,680 74.9 205 174 1.2 24.6 60 1,730 3.3 53.9 0.023 0.041 0.025 8.3 7.4 11 0.35 1.4 2,700 0.826
Backfill Areas Screening Level (<10 feet) 1.63 408 18 21 6879 5611 93 32.8 3152 19700 800 1446 63082 863 1.35 243 85.5 7.65 12.7 2.28 0.339 1.2 5.82 0.522 27.6 0.188 0.393 2.36 2.92 2.28 3.01 2.23 NS NS NS NS NS
Backfill Areas Screening Level (>10 feet) 1.63 408 18 21 6879 5611 93 32.8 3152 22,500 891 1446 63082 579 1.35 243 85.5 7.65 12.7 2.28 0.339 6.6 5.82 0.522 27.6 0.188 0.393 2.29 2.31 2.3 2.72 2.01 NS NS NS NS NS
BD‐5 0.5 ft. 42 130 2.5 J‐ 91 1500 52 6.8 13 J 51 20000 1100 11 J 11000 20000 J 0.13 14 J 8.6 4.2 4.3 J 0.11 J 0.11 J 27 0.035 U 8.4 0.0087 U 0.831 3.29 1.89 1.27 2.18 1.27 0.0663 1.43 16002a 5.6
Confirmation Sample 2.5 ft. 0.49 J+ 1370a 0.118
BD‐5 5 ft. 2.6 9.3 0.32 UJ‐ 3.9 190 9.2 1.5 U 7.7 17 16000 8.5 13 J 9600 390 J 0.019 J+ 0.29 J 0.28 U 0.13 J 0.036 U 0.036 U 0.11 0.036 U 0.0069 J+ 0.14 U 0.0018 U 0.893 2.56 2 1.14 1.57 1.15 0.0667 1.19 8.63  0.0017
BD‐5 10 ft. 1 3 0.31 UJ‐ 4.4 190 8.8 1.4 U 6.8 15 14000 10 16 J 8900 360 J 0.017 J+ 0.4 J 0.28 U 0.12 J 0.036 U 0.036 U 0.11 0.036 U 0.0025 J+ 0.15 U 0.0018 U 0.912 2.12 1.91 1.57 1.81 1.37 0.111 1.04
BD‐5 20 ft. 4.6 9 0.32 UJ‐ 4.6 120 9.3 1.5 U 6.5 13 13000 7.3 18 J 9800 290 J 0.013 J+ 0.49 J 0.29 U 0.093 J 0.036 U 0.036 U 0.0091 0.036 U 0.0025 J+ 0.15 U 0.0018 U 1 1.42 U 2.33 2.39 1.84 1.36 0.0959 1.29
BD‐5 28 ft. 1.4 8.8 0.33 UJ‐ 26 96 14 1.5 U 4.8 12 11000 6 53 J 14000 190 J 0.015 J+ 0.39 J 0.3 U 0.098 J 0.038 U 0.038 U 0.00093 U 0.038 U 0.0022 U 0.15 U 0.0019 U 1.89 2.07 1.76 2.84 1.66 2.5 0.135 2.18
Term 28 ft.
BD‐6 0.5 ft. 0 ft. 5 4.3 160 0.3 UJ‐ 5.1 250 25 1.4 U 14 40 17000 20 13 J 20000 2300 J 0.041 3.8 J 5.3 0.28 J 0.21 J 0.035 U 0.035 U 0.091 0.035 U 0.14 U 0.0058 J+ 1.35 1.97 2.48 1.44 2.05 1.1 0.0189 U 1.13 235.2 a 0.239
BD‐6 5 ft. 3.1 160 0.32 UJ‐ 4.9 160 9.9 1.5 U 6.5 14 14000 7.2 16 J 14000 290 J 0.018 J+ 0.42 J 0.28 U 0.099 J 0.036 U 0.036 U 0.0039 J 0.036 U 0.0021 U 0.15 U 0.0018 U 0.864 2.71 1.76 1.38 1.76 1.04 0.039 U 1.12
BD‐6 10 ft. 1.2 98 0.31 UJ‐ 4 120 8.9 1.4 U 6.5 14 13000 6.7 17 J 11000 290 J 0.014 J+ 0.46 J 0.28 U 0.075 J 0.038 U 0.038 U 0.21 0.038 U 0.0023 J+ 0.15 U 0.0018 U 0.811 0.878 U 1.95 1.45 1.76 1.27 0.0862 1.3
BD‐6 20 ft. 0.079 3.3 0.31 UJ‐ 7.4 97 7.6 1.4 U 5.9 14 14000 5.5 16 J 8500 210 J 0.014 J+ 0.5 J 0.28 U 0.059 J 0.035 U 0.035 U 0.00087 U 0.035 U 0.0023 J+ 0.14 U 0.0018 U 0.941 2.83 2.31 1.46 1.89 1.42 0.0881 1.45
BD‐6 23 ft. 0.73 40 0.36 UJ‐ 31 180 25 1.7 U 2.9 6.9 7000 3.7 290 J 47000 130 J 0.027 J+ 0.22 J 0.32 U 0.086 J 0.042 U 0.042 U 0.12 0.042 U 0.0031 J+ 0.17 U 0.0021 U 2.76 1.19 U 0.757 8.16 1.01 4.14 0.175 3.53
Term 23 ft.
BD‐7 0.5 ft. 0 ft. 1 0.091 J‐ 2 U 0.29 UJ‐ 3.4 J 170 12 J 1.4 U 8.5 18 J 16000 9.8 J 9.8 J 7200 740 J 0.037 0.66 J 0.26 U 0.14 J 0.034 U 0.034 U 0.011 0.034 U 0.14 U 0.0018 1.33 2.13 2.07 1.07 1.81 0.828 0.0668 0.861 20.62 a 0.00729
BD‐7 1.5 ft. 1.9 J‐ 7.6 0.36 UJ‐ 3.9 J 160 8.9 J 1.7 U 8.4 22 J 18000 8.3 J 14 J 9800 410 J 0.026 J+ 0.26 J 0.33 U 0.11 J 0.035 U 0.035 U 0.059 0.035 U 0.0076 J+ 0.14 U 0.0021 U 0.783 2.49 1.79 1.25 2.05 1.05 0.045 U 1.09 1.24 a 0.00008
BD‐7 5 ft. 4 J‐ 21 0.32 UJ‐ 3.8 J 160 9.1 J 1.4 U 6.6 14 J 14000 7.4 J 13 J 10000 320 J 0.016 J+ 0.19 J 0.29 U 0.095 J 0.036 U 0.036 U 0.01 0.036 U 0.0065 J+ 0.15 U 0.0018 U 0.949 1.92 1.52 1.12 1.67 0.993 0.0467 0.915
BD‐7 10 ft. 1.9 J‐ 47 0.32 UJ‐ 4.2 J 170 9.2 J 1.4 U 7.4 15 J 14000 7 J 16 J 9600 440 J 0.011 J+ 0.85 J 0.29 U 0.2 J 0.036 U 0.036 U 0.00089 U 0.036 U 0.0063 J+ 0.15 U 0.0018 U 1.1 0.201 U 2.17 1.17 2 1.31 0.0858 1.18
BD‐7 20 ft. 0.63 J‐ 20 0.31 UJ‐ 5.5 J 220 9.7 J 1.4 U 6.8 14 J 15000 6.5 J 18 J 10000 260 J 0.013 J+ 0.58 J‐ 0.28 U 0.073 J 0.036 U 0.036 U 0.00088 U 0.036 U 0.0066 J+ 0.15 U 0.0018 U 0.95 1.6 1.68 1.29 1.59 1.17 0.0618 1.17
BD‐7 25 ft. 0.47 J‐ 15 0.32 UJ‐ 5.7 J 92 6.7 J 1.4 U 6 12 J 13000 5.5 J 19 J 8700 230 J 0.017 J+ 0.25 J‐ 0.29 U 0.065 J 0.036 U 0.036 U 0.00088 U 0.036 U 0.0062 J+ 0.15 U 0.0018 U 1.32 1.58 1.82 1.64 2.12 1.25 0.0736 1.47
Term 25 ft.
BD‐8 0.5 ft. 0 ft. 1 5.7 J‐ 73 0.3 UJ‐ 4.2 J 200 25 J 1.3 U 12 28 J 16000 15 J 12 J 10000 1900 J 0.03 J+ 2.7 6.9 0.27 U 0.18 J 0.034 U 0.034 U 0.17 0.034 U 0.14 U 0.0036 1.34 1.82 1.91 1.01 1.64 1.15 0.027 U 1.21 229.5 a 0.0553
BD‐8 0.5 ft. * 15 J‐ 210 0.3 UJ‐ 4.5 J 190 16 J 1.4 U 9.1 25 J 17000 11 J 15 J 11000 850 J 0.034 1.7 2.7 0.27 U 0.16 J 0.034 U 0.034 U 0.081 0.034 U 0.14 U 0.0036 0.771 1.67 1.93 1.29 2.11 1.21 0.0581 1.16 78.1 a 0.0434
BD‐8 1.5 ft. 30 J‐ 530 0.33 UJ‐ 4.1 J 170 12 J 1.5 U 9.4 27 J 14000 17 J 12 J 10000 900 J 0.067 1.9 0.29 U 0.23 J 0.037 U 0.037 U 0.061 0.037 U 0.0025 J 0.15 U 0.0019 U 1.42 1.36 1.76 1.1 1.85 0.869 0.0357 U 1.13 88.7 a 0.106
BD‐8 1.5 ft. * 30 J‐ 550 0.32 UJ‐ 4.6 J 180 14 J 1.5 U 9.3 28 J 15000 19 J 13 J 11000 930 J 0.059 1.8 0.37 J 0.25 J 0.037 U 0.037 U 0.07 0.037 U 0.0035 J 0.15 U 0.0019 U 0.96 1.04 1.96 1.05 1.94 0.91 0.0384 0.991 108.5 a 0.0974
BD‐8 5 ft. 14 J‐ 120 0.31 UJ‐ 3.4 J 190 9.8 J 1.4 U 7.8 17 J 17000 8.2 J 11 J 8600 430 J 0.024 J+ 0.5 J‐ 0.28 U 0.11 J 0.036 U 0.036 U 0.00089 U 0.036 U 0.0033 J 0.15 U 0.0018 U 0.552 1.43 1.9 1.07 1.79 1 0.0488 1.04
BD‐8 5 ft. * 14 J‐ 110 0.32 UJ‐ 3.3 J 240 10 J 1.5 U 8.5 16 J 16000 8.8 J 10 J 8100 1400 J 0.024 J+ 0.65 J‐ 0.28 U 2.5 J 0.036 U 0.036 U 0.00088 U 0.036 U 0.0032 J 0.15 U 0.0018 U 0.57 2.46 1.87 1.32 1.89 0.905 0.0175 U 0.972
BD‐8 10 ft. 9.6 J‐ 8 0.32 UJ‐ 4.2 J 160 9.2 J 1.4 U 7.6 16 J 15000 7.5 J 16 J 10000 450 J 0.018 J+ 0.81 J‐ 0.29 U 0.17 J 0.037 U 0.037 U 0.00091 U 0.037 U 0.0034 J 0.15 U 0.0018 U 1.17 2.16 1.72 0.957 1.75 1.04 0.0889 1.21
BD‐8 10 ft. * 11 J‐ 10 0.32 UJ‐ 4 J 150 8.4 J 1.5 U 7 15 J 15000 8.2 J 16 J 9500 430 J 0.019 J+ 0.71 J‐ 0.28 U 0.12 J 0.036 U 0.036 U 0.00089 U 0.036 U 0.0033 J 0.15 U 0.0018 U 0.954 2.01 1.99 1.14 1.65 1.13 0.0595 1.19
BD‐8 20 ft. 2.6 J‐ 26 0.42 J‐ 4.5 J 160 10 J 1.5 U 6.9 14 J 16000 7.6 J 17 J 9700 310 J 0.014 J+ 0.6 J‐ 0.28 U 0.091 J 0.037 U 0.037 U 0.013 0.037 U 0.0033 J 0.15 U 0.0018 U 1.17 2.05 1.66 1.42 1.88 1.09 0.058 1.16
BD‐8 20 ft. * 2.7 26 0.32 UJ‐ 4.6 120 9.3 1.5 U 7.4 15 15000 7.2 17 J 9600 300 J 0.012 J+ 0.77 J 0.28 U 0.074 J 0.036 U 0.036 U 0.0091 0.036 U 0.0031 J 0.15 U 0.0018 U 1.49 2.39 1.65 1.26 1.72 1.17 0.0659 1.16
BD‐8 29 ft. 0.28 4 0.32 UJ‐ 4.8 110 8.1 1.5 U 6.1 13 13000 6.1 19 J 9400 250 J 0.01 J+ 0.2 J 0.28 U 0.078 J 0.037 U 0.037 U 0.0009 U 0.037 U 0.0039 J 0.15 U 0.0018 U 1.22 1.18 U 1.94 1.62 1.57 1.35 0.0658 1.36
BD‐8 29 ft. * 0.31 4.3 0.31 UJ‐ 5.4 110 8.9 1.5 U 6.7 14 15000 7.2 21 J 10000 250 J 0.01 J+ 0.32 J 0.28 U 0.088 J 0.037 U 0.037 U 0.0009 U 0.037 U 0.0039 J 0.15 U 0.0018 U 1.05 1.99 1.84 1.49 1.9 1.47 0.0592 1.31
Term 29 ft.
BD‐9 0.5 ft. 0 ft. 1 0.077 J‐ 2.8 0.58 J‐ 4.3 J 170 16 J 1.4 U 9.7 100 J 20000 24 J 10 J 8500 1000 J 0.055 1.6 4.2 2.6 U 0.21 J 0.034 U 0.034 U 0.043 0.034 U 0.14 U 0.0025 1.58 1.95 1.3 1.13 1.5 0.903 0.0574 1.02 39.51 a 0.0963
BD‐9 5 ft. 0.054 J‐ 2.1 U 0.36 J‐ 3.4 J 160 9.1 J 1.5 U 8.2 19 J 18000 7.3 J 12 J 9600 400 J 0.02 J+ 0.43 J 0.28 J 0.093 J 0.035 U 0.035 U 0.00086 U 0.035 U 0.0076 J+ 0.14 U 0.0018 U 1.26 2.18 2.18 1.23 1.99 1.08 0.0831 1.05
BD‐9 10 ft. 0.41 J‐ 6.3 0.31 UJ‐ 5.3 J 170 9.5 J 1.5 U 7.2 16 J 15000 7.1 J 15 J 8700 350 J 0.017 J+ 0.36 J 0.28 U 0.11 J 0.037 U 0.037 U 0.0009 U 0.037 U 0.0071 J+ 0.15 U 0.0018 U 0.949 1.9 2.32 1.4 1.74 1.21 0.0455 1.18
BD‐9 20 ft. 0.81 J‐ 7.9 0.32 UJ‐ 4.2 J 170 9.1 J 1.5 U 7.3 16 J 16000 7.2 J 16 J 9800 340 J 0.016 J+ 0.26 J 0.29 U 0.1 J 0.037 U 0.037 U 0.0009 U 0.037 U 0.0075 J+ 0.15 U 0.0018 U 1.22 2.19 1.59 1.19 1.71 1.31 0.0279 U 1.28
BD‐9 31 ft. 0.33 J‐ 7.3 0.36 UJ‐ 20 J 110 9.4 J 1.7 U 3.1 9 J 6700 3.7 J 48 J 25000 110 J 0.013 J+ 0.13 U 0.32 U 0.076 J 0.042 U 0.042 U 0.0011 U 0.042 U 0.0082 J+ 0.17 U 0.0043 J 1.87 1.63 1.07 3.53 0.989 2.74 0.0699 2.08
Term 31 ft.
BD‐10 0.5 ft.  0 ft. 0 5.3 160 0.57 J‐ 4.1 210 29 2.8 14 49 J+ 15000 36 10 11000 1800 0.067 9.6 20 2.6 U 0.31 0.034 U 0.034 U 0.075 0.034 U 0.14 U 0.01 1.25 1.79 2.15 1.31 1.85 1.19 0.0391 U 1.09 425.2 a 0.146
BD‐10 5 ft. 0.34 6.6 0.33 J‐ 3.4 170 11 1.4 U 8.8 16 J+ 18000 8.4 11 9400 470 0.017 J 0.46 J‐ 0.28 J 0.12 0.036 U 0.036 U 0.00088 U 0.036 U 0.0021 U 0.15 U 0.0018 U 0.702 1.64 2.17 1.17 1.79 0.908 0.0597 1 0.278  0.000237
BD‐10 10 ft. 0.97 13 0.32 UJ‐ 4 150 11 1.6 U 8.1 20 J+ 17000 8.5 13 9300 370 0.015 J 0.38 J‐ 0.29 U 0.12 0.037 U 0.037 U 0.00091 UJ‐ 0.037 U 0.0022 U 0.15 U 0.0019 U 0.645 1.65 1.89 1.32 1.86 1.01 0.0368 0.921
BD‐10 20 ft. 1.4 5.1 0.31 UJ‐ 4 140 8.8 1.4 U 6.5 15 J+ 15000 6.6 15 8600 290 0.011 J 0.22 J‐ 0.28 U 0.079 0.042 U 0.042 U 0.0011 U 0.042 U 0.0021 U 0.17 U 0.0018 U 0.93 2.15 1.93 1.45 2.16 1.31 0.0619 1.17
BD‐10 36 ft. 0.19 2.9 0.35 UJ‐ 23 140 12 1.6 U 4.9 11 J+ 11000 5.4 57 17000 200 0.0074 J 0.25 J‐ 0.32 U 0.087 0.038 U 0.038 U 0.00094 U 0.038 U 0.0032 J 0.16 U 0.0052 J 0.723 1.11 1.7 1.88 1.44 2.21 0.0779 2
Term 36 ft.
BD‐11 0.5 ft. 0 ft. 0 0.056 2 0.3 UJ‐ 3.1 150 10 1.4 U 8.5 25 J+ 16000 11 9.8 9300 660 0.017 J 3.6 0.27 U 0.14 0.034 U 0.034 U 0.076 0.034 U 0.14 U 0.00086 U 0.752 1.58 2.46 1.38 2.21 0.96 0.0848 1.17 55.75 a 0.0637
BD‐11 1.5 ft. 0.044 2.1 U 0.31 UJ‐ 2.6 180 8.3 1.4 U 7.3 14 J+ 16000 8.2 8 6800 400 0.014 J 0.39 J‐ 0.27 U 0.072 0.036 U 0.036 U 0.00088 U 0.036 U 0.0022 J 0.15 U 0.0018 U 0.564 1.83 2.06 1.25 1.99 1.05 0.0597 1.09 1.08 a 0.00143
BD‐11 5 ft. 0.46 11 0.38 J‐ 3.8 160 10 1.5 U 7.9 17 J+ 16000 7.5 13 9600 350 0.017 J 0.39 J‐ 0.28 U 0.094 0.036 U 0.036 U 0.00089 U 0.036 U 0.0023 J 0.15 U 0.0018 U 0.685 1.52 2.38 1.3 2.02 0.881 0.056 1.04
BD‐11 10 ft. 4.2 15 0.31 UJ‐ 3.6 150 11 1.5 U 7.5 17 J+ 18000 7.9 14 9000 350 0.016 J 0.31 J‐ 0.28 U 0.12 0.037 U 0.037 U 0.0009 U 0.037 U 0.0021 U 0.15 U 0.0018 U 0.646 1.84 2.15 J‐ 1.09 J‐ 2.24 J‐ 0.97 0.0236 U 0.847
BD‐11 20 ft. 0.88 2.1 U 0.32 UJ‐ 4.3 160 9.5 1.4 U 7.9 16 J+ 17000 8 17 9700 390 0.009 J 0.12 J‐ 0.28 U 0.084 0.036 U 0.036 U 0.00088 U 0.036 U 0.0021 J 0.15 U 0.0018 U 0.848 1.88 1.72 1.3 1.81 1.31 0.1 1.16
BD‐11 30 ft. 0.65 2.8 0.32 UJ‐ 5.6 130 9.7 1.5 U 6.8 15 J+ 16000 7 19 10000 290 0.0079 J 0.26 J‐ 0.29 U 0.072 0.036 U 0.036 U 0.00089 U 0.036 U 0.0021 J 0.15 U 0.0018 U 0.899 1.39 1.78 1.38 1.9 1.37 0.0271 U 1.24
BD‐11 35 ft. 0.21 2.9 0.33 UJ‐ 17 160 9.8 1.6 U 5.6 12 J+ 14000 6.1 26 10000 210 0.011 J 0.21 J‐ 0.3 U 0.068 0.039 U 0.039 U 0.00096 U 0.039 U 0.0031 J 0.16 U 0.0019 U 2.17 1.7 1.65 J‐ 1.68 J‐ 1.4 J‐ 1.71 0.0719 1.62
Term 35 ft.
BD‐12 0.5 ft. 0 ft. 0 4.5 56 0.29 UJ‐ 4 150 18 1.4 U 8.1 26 J+ 17000 12 13 11000 700 0.024 J 4.8 0.26 U 0.15 0.034 U 0.034 U 0.042 0.034 U 0.14 U 0.023 1.07 1.74 1.87 1.14 1.78 0.938 0.0621 1.03 76.68 a 0.0287
BD‐12 1.5 ft. 0.97 12 0.3 UJ‐ 3.2 150 8.1 1.5 U 8.1 16 J+ 16000 7.8 9.8 8700 390 0.011 J 0.21 J‐ 0.27 U 0.08 0.035 U 0.035 U 0.00087 U 0.035 U 0.0021 J 0.14 U 0.0018 U 0.849 1.86 2.11 1.01 1.76 1.05 0.0102 U 1.06
BD‐12 5 ft. 2 20 0.31 UJ‐ 2.8 190 7.8 1.5 U 8.1 16 J+ 17000 8.4 8.9 7400 490 0.0084 J 0.28 J‐ 0.28 U 0.1 0.035 U 0.035 U 0.00087 U 0.035 U 0.0023 J 0.14 U 0.0018 U 0.94 2.11 2.07 1.32 2.28 1.09 0.0371 1.05
BD‐12 10 ft. 2.5 16 0.32 UJ‐ 3.6 150 11 1.5 U 6.9 14 J+ 16000 7.8 13 8700 320 0.018 J 0.28 J‐ 0.29 U 0.092 0.036 U 0.036 U 0.00089 U 0.036 U 0.0021 J 0.15 U 0.0018 U 0.621 1.46 1.59 1.09 1.88 1.05 0.0751 0.933
BD‐12 20 ft. 0.31 2.3 0.32 UJ‐ 4.5 170 9.1 1.5 U 7.3 16 J+ 16000 7.1 16 9400 320 0.0096 J 0.21 J‐ 0.28 U 0.081 0.036 U 0.036 U 0.00088 U 0.036 U 0.0021 J 0.15 U 0.0018 U 0.894 1.64 1.95 1.79 1.83 1.1 0.079 1.16
BD‐12 30 ft. 0.3 2.1 U 0.32 UJ‐ 5.6 170 10 1.5 U 7 15 J+ 16000 6.8 17 9900 280 0.0083 J 0.25 J‐ 0.28 U 0.078 0.036 U 0.036 U 0.00089 U 0.036 U 0.0021 U 0.15 U 0.0018 U 1.43 1.11 1.67 1.53 1.59 1.41 0.0203 U 1.19
BD‐12 37 ft. 0.25 2.2 0.32 UJ‐ 4.5 150 8.2 1.5 U 7.1 13 J+ 14000 6.8 19 9600 320 0.0087 J 0.33 J‐ 0.28 U 0.074 0.037 U 0.037 U 0.0009 U 0.037 U 0.0021 U 0.15 U 0.0018 U 1.2 1.92 1.97 1.39 1.94 1.13 0.076 1.24
Term 37 ft.
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TABLE 2
EXCAVATION ANALYSIS BY LOCATION

TITANIUM METALS CORPORATION PLANT SITE
HENDERSON NEVADA

Notes:  Concentrations are in milligrams/kilogram (mg/kg) except radio isotopes which are in piC/g, and dioxins/furans which are in ng/kg. Yellow = Stormwater Catchment Basin Locations; Upgradient of Slurry Wall NS=No BCL or LSSL Std.  Blank Box = No Data for this Analyte/Depth
* = Duplicate sample interval; U = analyte not detected Tan = Outside Stormwater Basin, Within Planned Groundwater Extraction Area Orange  = Soil to be excavated (indicates actual depth)
a = Value is sum of Dioxin/Furan toxic equivalents and PCB congener toxic equivalents where available Green = Soil to remain in place; exceeds for Ra226, Ra228, and/or Th228 only
Red Font = Value exceeds human health threshold (Outdoor Industrial BCL); Proposed analyte for confirmation sample Purple = Soil to remain in place; exceeds LSSLs for one or more compounds and Ra226, Ra228, and/or Th228.  
Light Blue Shading =  Value exceeds LSSL (DAF 2.5 or DAF 66)
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Outdoor Industrial Worker BCLs 795 100,000 454 283 100,000 100,000 1,360 337 42200 100,000 800 2,270 100,000 24,900 341 5,680 114 5,680 74.9 205 174 1.2 24.6 60 1,730 3.3 53.9 0.023 0.041 0.025 8.3 7.4 11 0.35 1.4 2,700 0.826
Backfill Areas Screening Level (<10 feet) 1.63 408 18 21 6879 5611 93 32.8 3152 19700 800 1446 63082 863 1.35 243 85.5 7.65 12.7 2.28 0.339 1.2 5.82 0.522 27.6 0.188 0.393 2.36 2.92 2.28 3.01 2.23 NS NS NS NS NS
Backfill Areas Screening Level (>10 feet) 1.63 408 18 21 6879 5611 93 32.8 3152 22,500 891 1446 63082 579 1.35 243 85.5 7.65 12.7 2.28 0.339 6.6 5.82 0.522 27.6 0.188 0.393 2.29 2.31 2.3 2.72 2.01 NS NS NS NS NS
BD‐13 0.5 ft. 0.18 2.4 0.8 J‐ 5.6 J 210 12 1.3 U 7 25 13000 27 37 J 20000 2100 0.049 2.5 5.9 0.34 J 0.23 J+ 0.34 U 0.34 U 0.11 0.34 U 1.4 U 0.0085 U 0.792 1.59 1.02 1.2 1.07 0.815 0.0337 U 0.823 31.55 a 0.105
BD‐13 0.5 ft. * 0.17 2.4 0.29 UJ‐ 3.7 J 110 7.8 1.4 U 5.2 19 11000 11 32 J 28000 570 0.038 1.3 3.9 0.26 U 0.1 J+ 0.34 U 0.34 U 0.089 0.34 U 1.4 U 1.5 1.4 1.6 1.26 1.48 1.14 0.0674 1.23
BD‐13 5 ft. 0.29 8.6 0.32 UJ‐ 3.3 J 180 9.9 1.5 U 7.8 20 19000 12 11 J 11000 420 0.025 J 0.22 J 0.28 U 0.1 J+ 0.036 U 0.036 U 17 0.036 U 0.0021 U 2.6 0.0018 U 1.43 1.47 1.99 1.05 1.6 1 0.0467 U 1.21
BD‐13 5 ft. *  7 ft.  0.3 8.6 0.31 UJ‐ 3.3 J 150 8.3 1.4 U 7.4 16 16000 11 9.4 J 10000 400 0.021 J 0.2 J 0.28 U 0.09 J+ 0.036 U 0.036 U 15 0.036 U 0.0021 U 2.7 0.0018 U 1.27 1.29 2.06 1.06 1.74 0.921 0.0256 0.89
Confirmation Sample 7 ft. <0.35 U 2.04 a 0.0202
BD‐13 10 ft. 0.42 6.4 0.32 UJ‐ 3.7 J 150 9.6 1.5 U 7.9 16 16000 8.1 12 J 9300 430 0.016 J 0.31 J 0.29 U 0.1 J+ 0.036 U 0.036 U 0.0047 J 0.036 U 0.0021 U 0.15 U 0.0018 U 0.488 1.3 1.94 0.882 1.62 1.06 0.0529 0.984
BD‐13 10 ft. * 0.54 8 0.31 UJ‐ 3.6 J 150 9.1 1.4 U 7.6 13 15000 7.4 12 J 9200 420 0.014 J 0.27 J 0.4 J 0.085 J+ 0.036 U 0.036 U 0.0036 J 0.036 U 0.0021 U 0.15 U 0.0018 U 0.711 1.83 1.98 1.18 2.01 1.07 0.0703 0.945
BD‐13 20 ft. 0.045 U 2.3 U 0.33 UJ‐ 3.3 J 140 7.9 1.5 U 7.2 16 15000 6 13 J 8400 340 0.011 J 0.12 U 0.42 J 0.077 J+ 0.035 U 0.035 U 0.00087 U 0.035 U 0.0022 U 0.14 U 0.0019 U 0.523 1.31 2.13 1.21 2.09 1.12 0.0376 1.07
BD‐13 20 ft. * 0.041 U 2.1 U 0.3 UJ‐ 3.3 J 170 8.8 1.4 U 7.5 16 17000 7.1 14 J 8100 360 0.0093 J 0.11 U 0.27 U 0.089 J+ 0.035 U 0.035 U 0.00087 U 0.035 U 0.0021 U 0.14 U 0.0018 U 0.733 2.2 1.76 1.33 1.66 1.21 0.0999 1.12
BD‐13 37 ft. 0.49 2.7 0.32 UJ‐ 5.1 J 150 9.4 1.5 U 7.3 13 16000 7.2 18 J 9700 320 0.0071 J 0.12 U 0.29 U 0.076 J+ 0.037 U 0.037 U 0.0009 U 0.037 U 0.0021 U 0.15 U 0.0018 U 0.967 1.38 1.7 1.34 1.5 1.18 0.0685 1.04
BD‐13 37 ft. * 0.54 2.7 0.32 UJ‐ 4.9 J 140 8.7 1.5 U 7 14 15000 6.8 16 J 10000 320 0.0087 J 0.12 U 0.29 U 0.074 J+ 0.037 U 0.037 U 0.0009 U 0.037 U 0.0021 U 0.15 U 0.0018 U 1.15 1.58 1.75 1.47 1.7 1.13 0.0506 1.02
Term 37 ft.
BD‐14 0.5 ft. 0 2.2 77 0.3 UJ‐ 4.6 J 120 11 1.4 U 5.3 28 9500 16 79 J 29000 670 0.039 3.9 0.26 U 0.13 J+ 1.7 U 1.7 U 0.042 U 1.7 U 6.7 U 0.0086 U 0.675 1.76 J‐ 1.02 0.985 1 1.03 0.0296 U 0.917 33.52 a 0.0985
BD‐14 1.5 ft. 0.72 21 0.36 J‐ 3.3 J 170 9.2 1.4 U 8.4 16 18000 14 10 J 11000 550 0.055 0.73 J 0.3 J 0.12 J+ 0.036 U 0.036 U 0.3 0.036 U 0.0021 U 0.14 U 0.0018 U 0.706 1.73 1.65 1.13 1.69 1.01 0.0614 0.943 24.05 a 0.0393
BD‐14 5 ft. 0.44 12 0.44 J‐ 3.1 J 180 8.4 1.4 U 8 24 18000 11 9.1 J 9200 450 0.022 J 0.2 J 0.28 U 0.072 J+ 0.035 U 0.035 U 0.42 0.035 U 0.002 U 0.14 U 0.0018 U 1.09 1.77 1.79 0.755 1.71 0.987 0.089 1.01
BD‐14 10 ft. 0.52 2.1 U 0.32 UJ‐ 3.3 J 160 9.4 1.4 U 7 14 15000 8.5 12 J 8500 330 0.015 J 0.35 J 0.28 U 0.075 J+ 0.035 U 0.035 U 0.0049 J 0.035 U 0.0021 U 0.14 U 0.0018 U 1.42 2.25 1.99 1.23 1.67 0.893 0.069 1.08
BD‐14 20 ft. 0.042 U 2.1 U 0.31 UJ‐ 3.1 130 J 7.8 1.4 U 7.7 14 14000 J 6.4 11 J 7700 340 0.012 J+ 0.11 U 0.27 U 0.068 J+ 0.037 U 0.037 U 0.0009 U 0.037 U 0.0021 U 0.15 U 0.0018 U 0.845 1.45 2.06 1.42 1.99 1.42 0.0812 1.07
BD‐14 37 ft. 0.78 2.1 U 0.31 UJ‐ 5.2 120 J 9.7 1.5 U 7.2 16 17000 J 6.7 15 J 9200 360 0.015 J+ 0.11 U 0.28 U 0.091 J+ 0.036 U 0.036 U 0.00089 U 0.036 U 0.0021 U 0.15 U 0.0018 U 1.09 1.67 1.69 1.35 1.62 1.11 0.061 0.965
Term 37 ft.
BD‐15 0.5 ft. 0 ft. 1 1.8 33 0.3 UJ‐ 4.1 J 120 9 1.4 U 4.8 21 9200 12 37 J 34000 640 0.03 J 1.8 0.27 U 0.14 J+ 0.84 U 0.84 U 0.12 0.84 U 3.4 U 0.0086 U 1.09 1.53 1.22 0.831 1.1 0.708 0.0291 U 0.907 46.04 a 0.0938
BD‐15 1.5 ft. 0.46 11 0.52 J‐ 4.1 J 1100 14 1.5 U 7.8 J 27 17000 25 13 J 12000 4600 0.041 1.9 1 0.14 J+ 0.036 U 0.036 U 0.81 0.036 U 0.0075 J+ 0.39 0.0018 U 1.02 1.79 1.85 1.06 1.81 1.08 0.0562 1.21 2246.1a 0.514
BD‐15 5 ft. 0.36 8.4 0.31 UJ‐ 3.1 J 170 8.7 1.4 U 8.9 19 19000 8 9.9 J 10000 480 0.023 J 0.19 J 0.28 U 0.098 J+ 0.04 U 0.04 U 0.0044 J 0.04 U 0.007 J+ 0.16 U 0.0018 U 1.29 1.86 2.02 1.13 2.12 0.981 0.039 U 1.1 3.08  0.00554
BD‐15 10 ft. 0.78 13 0.31 UJ‐ 3.1 J 160 9.2 1.5 U 7.3 15 16000 7.6 9.9 J 8400 410 0.013 J 0.11 U 0.28 U 0.089 J+ 0.041 U 0.041 U 0.0011 U 0.041 U 0.0062 J+ 0.17 U 0.0018 U 0.78 1.37 1.8 0.986 1.61 0.938 0.0576 1.04
BD‐15 20 ft. 0.046 2.1 U 0.31 UJ‐ 4.1 J 150 9.5 1.5 U 7.1 16 17000 7.2 14 J 8900 340 0.014 J 0.11 U 0.28 U 0.09 J+ 0.035 U 0.035 U 0.00086 U 0.035 U 0.0072 J+ 0.14 U 0.0018 U 0.536 1.5 1.83 0.915 1.77 1.16 0.0603 1.17
BD‐15 38 ft. 0.042 U 2.1 U 0.32 UJ‐ 3.9 J 150 9.8 1.4 U 7.1 15 16000 7.5 15 J 9300 360 0.0084 J 0.12 J 0.28 U 0.097 J+ 0.036 U 0.036 U 0.00087 U 0.036 U 0.0062 J+ 0.14 U 0.0018 U 0.503 1.39 1.76 1.49 1.81 1.13 0.011 U 1.13
Term 38 ft.
BD‐18 2 ft. 0 ft. 2 3 U 3.7 170 18 1.8 U 11 16 15000 12 5.5 J 8800 550 0.012 J 1.1 U 1.6 J‐ 2.7 U 0.13 J
BD‐18 4 ft. 3 U 3.6 220 14 1.9 U 12 23 18000 13 7.7 J 11000 580 0.0047 J 1.6 J 0.75 J‐ 2.7 U 0.13 J
Term 4 ft.
BD‐19 6 ft. 2 ft. 5 0.56 J‐ 5.8 260 92 2.2 9.8 120 20000 78 11 J 9300 300 0.47 1.3 38 J‐ 0.72 0.22 0.036 U 0.036 U 0.015 0.036 U
BD‐19 6 ft. * 0.51 J‐ 5.4 220 73 4.2 9.6 93 20000 63 12 J 8800 370 J 0.42 1.3 30 J‐ 1.3 0.22 J
BD‐19 8 ft. 0.63 J‐ 3.4 180 26 1.9 U 9.5 110 21000 15 11 J 8900 660 0.09 2.9 16 J‐ 1.2 0.24 0.035 U 0.035 U 0.061 0.035 U
BD‐19 10 ft. 0.57 J‐ 3.6 190 21 1.8 U 8.4 38 21000 20 13 J 9300 360 0.075 0.95 J 2.9 J‐ 1.3 U 0.13 0.037 U 0.037 U 0.19 0.037 U
Term 10 ft.
BD‐20 5 ft. 0 ft 0 0.56 J‐ 3.8 190 34 1.8 U 9.4 90 22000 28 10 J 9800 530 0.13 2.3 17 J‐ 1.4 U 0.27 0.035 U 0.035 U 0.046 0.035 U
BD‐20 8 ft. 0.41 J‐ 3.8 140 33 2 U 8.1 73 18000 14 16 J 9500 530 0.076 2.5 17 J‐ 1.2 0.19 0.039 U 0.039 U 0.88 0.039 U
BD‐20 10 ft. 0.77 J‐ 3.7 200 13 1.9 U 8.7 19 18000 8.6 14 J 10000 480 0.011 J 0.68 J 0.79 J‐ 1.2 0.14 0.036 U 0.036 U 0.0029 J 0.036 U
Term 10 ft.
NW‐3 0.5 ft. 7.6 9.9 0.31 J‐ 5.6 240 17 J‐ 1.5 U 8 18 17000 19 17 J 11000 490 0.02 J+ 0.55 J 2.1 0.28 U 0.29 0.26 J 0.32 J 130 0.034 U 24 0.018 U 0.761 2.08 1.95 1.23 1.94 1.21 0.051 1.02 77270a  11.4
NW‐3 1.5 ft. 2 ft. 9.4 J‐ 12 0.31 UJ‐ 2.9 180 J 9.1 1.5 U 8 17 13000 9.8 9.9 J 7200 440 J 0.014 J 0.12 J 0.28 U 0.11 0.036 U 0.036 U 0.22 0.036 U 0.0021 U 0.14 U 0.0018 U 0.747 2.27 1.91 1 2.17 1.14 0.0334 U 0.979 62.72 a 0.024
NW‐3 5 ft. 2.7 J‐ 4.4 0.31 UJ‐ 3.6 150 J 7.4 1.5 U 6.6 15 12000 7.5 12 J 8900 310 J 0.013 J 0.11 U 0.28 U 0.082 0.036 U 0.036 U 0.078 0.036 U 0.0021 U 0.14 U 0.0018 U 0.661 1.8 2.07 1.13 1.83 0.903 0.0436 0.987
NW‐3 11 ft. 1.7 J‐ 2.4 0.32 UJ‐ 4.2 200 J 9.4 1.5 U 7.1 16 13000 8.5 18 J 9900 340 J 0.0089 J 0.36 J 0.29 U 0.11 0.037 U 0.037 U 0.19 0.037 U 0.0021 U 0.15 U 0.0019 U 0.778 2.75 2.07 1.3 2 1.35 0.0589 1.18
NW‐3 21 ft. 2.2 J‐ 5 0.32 UJ‐ 6.7 150 J 14 1.4 U 7.1 15 13000 6.6 21 J 12000 280 J 0.0073 J 1.1 0.28 U 0.068 0.037 U 0.037 U 0.00091 U 0.037 U 0.0021 U 0.15 U 0.0018 U 0.954 3.2 1.69 1.56 1.71 1.43 0.0533 1.33
NW‐3 28 ft. 0.29 J‐ 2.4 U 0.37 UJ‐ 29 120 J 28 1.6 U 3.5 8.4 7700 4.7 280 J 43000 160 J 0.0058 J 0.13 U 0.33 U 0.098 0.04 U 0.04 U 0.00099 U 0.014 J 0.0024 U 0.16 U 0.0021 U 2.03 1.73 U 1.2 3.87 1.11 2.81 0.134 2.56
Term 28 ft.
NW‐4 0.5 ft. 0.18 2 U 0.36 J‐ 4.4 200 17 J‐ 1.4 U 9.9 31 23000 41 12 J 10000 1100 0.025 J+ 1.3 1.6 1.3 U 0.27 0.034 U 0.034 U 0.11 0.034 U 0.14 U 0.012 1.2 2.18 1.51 0.892 2.34 0.95 0.0816 0.936 513.5 a 0.107
NW‐4 1.5 ft. 5.5 J‐ 120 0.33 J‐ 3.6 200 J 8 1.5 U 7.5 21 11000 50 11 J 9700 530 J 0.017 J 18 0.27 U 0.16 0.035 U 0.035 U 0.096 0.035 U 0.002 U 0.14 U 0.0018 U 1 1.75 U 2.08 1.17 1.78 0.914 0.0834 0.91 324.17a 0.0771
NW‐4 5 ft. 2.5 J‐ 97 0.47 J‐ 3.2 260 J 7.9 1.4 U 7.1 15 12000 12 11 J 8200 350 J 0.011 J 1.1 0.27 U 0.15 0.036 U 0.036 U 0.019 0.036 U 0.002 U 0.14 U 0.0018 U 0.681 2.38 1.92 1.14 1.85 0.93 0.0448 1.04
NW‐4 11 ft. 0.83 J‐ 160 0.31 UJ‐ 4.3 190 J 6.9 1.4 U 6.5 14 11000 7.6 15 J 11000 280 J 0.015 J 0.14 J 0.28 U 0.084 0.037 U 0.037 U 0.0009 U 0.037 U 0.0021 U 0.15 U 0.0018 U 0.759 1.27 U 1.85 1.55 1.86 1.41 0.036 U 1.29
NW‐4 21 ft. 1.7 J‐ 19 0.35 J‐ 6.6 210 J 16 1.5 U 6.1 16 15000 14 21 J 12000 280 J 0.008 J 2.1 0.3 U 0.093 0.038 U 0.038 U 0.31 0.038 U 0.0021 U 0.15 U 0.0019 U 0.979 1.97 U 2.01 2.02 2 1.54 0.0795 1.35
NW‐4 29 ft. 0.18 J‐ 3.6 0.34 UJ‐ 30 130 J 19 1.6 U 4.3 10 7300 4.7 65 J 19000 130 J 0.0082 J 0.15 J 0.31 U 0.07 0.04 U 0.04 U 0.0044 J 0.04 U 0.0023 U 0.16 U 0.002 U 3.04 1.17 U 1.64 4.24 1.13 2.84 0.0612 2.7
Term 29 ft.
NW‐5 0.5 ft. 0.32 2 U 1.2 J 7.7 350 J+ 16 1.4 U 15 24 15000 40 9.5 J+ 7400 1700 J 0.043 1.5 3 0.27 U 0.67 J 0.034 U 0.034 U 1.6 0.034 U 0.25 J 0.021 J+ 0.735 1.94 1.82 1.01 1.76 1.15 0.0774 1.23 3040.9 a  0.363
NW‐5 5 ft. 7.5 ft. 0.32 2.1 U 5.2 78 1700 J+ 59 17 10 J‐ 43 20000 320 12 J+ 9500 6800 J 0.39 5.8 1.8 3.1 J 0.035 U 0.035 U 14 0.035 U 0.0021 U 2.4 0.0018 U 1.07 2.16 1.99 1.26 1.91 2.61 0.128 2.39 11900  3.8
Confirmation Sample 7.5 ft. <0.37 U 41.2 a 0.00515
NW‐5 10 ft.  0.25 2.1 U 0.74 J 8.1 190 J+ 12 1.4 U 7 16 18000 7.6 17 J+ 9400 310 J 0.012 J+ 0.42 J‐ 0.28 U 0.19 J 0.035 U 0.035 U 0.14 0.035 U 0.0021 U 0.14 U 0.0018 U 1.17 2.11 1.58 1.09 1.52 1.53 0.101 1.24
NW‐5 20 ft. 1.2 2.7 0.33 U 10 110 J+ 8.1 1.6 U 5.6 13 13000 6.2 24 J+ 10000 220 J 0.0093 J+ 0.24 J‐ 0.29 U 0.16 J 0.076 J 0.038 U 0.0034 J 0.012 J 0.0022 U 0.15 U 0.0019 U 1.8 2.43 1.92 2.28 1.95 1.74 0.0337 U 1.64
NW‐5 21 ft. 1.7 3.4 0.34 U 11 140 8.8 1.6 U 6.8 14 J 15000 7.2 19 J 8800 J 280 0.0018 U 0.13 J 0.3 U 0.14 0.038 U 0.038 U 0.0046 J 0.038 U 0.012 0.15 U 0.0019 U 1.12 2.25 1.9 1.94 J+ 1.87 1.72 0.0731 1.56
Term 21 ft.
NW‐6 0.5 ft. 0 ft. 3 0.21 2 U 0.81 J‐ 4.1 160 14 1.4 U 7.7 17 14000 9.2 49 J 9700 620 J 0.012 J 0.83 J 0.27 U 0.13 0.04 U 0.04 U 0.096 0.04 U 0.16 U 0.0074 1.11 1.76 1.62 0.975 1.63 0.835 0.0711 1.02 170.99a 0.0288
NW‐6 0.5 ft. * 0.0077
NW‐6 1.5 ft. 1.6 3.8 0.42 J‐ 3.8 190 10 1.4 U 8.3 15 17000 8.8 15 J 8700 500 J 0.0075 J 0.11 U 0.28 U 0.14 0.036 U 0.036 U 0.00088 U 0.036 U 0.0021 U 0.15 U 0.0018 U 0.492 1.61 1.57 1.07 1.72 0.912 0.0178 U 0.931 2.13 a 0.000605
NW‐6 5 ft.  43 8.5 0.56 J‐ 3.9 160 12 1.5 U 6.8 14 14000 8.1 15 J 13000 310 J 0.016 J 0.3 J 0.29 U 0.13 0.038 U 0.038 U 0.00092 U 0.038 U 0.0022 U 0.15 U 0.0019 U 0.906 1.17 U 1.65 1.09 1.58 1.11 0.0443 1.13
NW‐6 13 ft. 2.5 2.1 U 0.6 J‐ 6.5 170 11 1.5 U 6.8 15 17000 8.3 19 J 8800 280 J 0.0073 J 0.48 J 0.29 U 0.11 0.037 U 0.037 U 0.00092 U 0.037 U 0.0039 J 0.15 U 0.0018 U 1.44 1.28 U 1.98 1.48 1.87 1.46 0.0431 1.39
NW‐6 23 ft. 2.7 7.7 0.33 UJ‐ 26 64 12 1.5 U 4.7 13 11000 5.8 43 J 15000 170 J 0.0032 J 0.12 U 0.3 U 0.12 0.038 U 0.038 U 0.00094 U 0.016 J 0.0022 U 0.15 U 0.0019 U 1.75 1.54 U 1.63 2.89 1.58 2.34 0.128 2.37
NW‐6 25 ft. 2.9 5.9 0.34 UJ‐ 15 130 12 1.6 U 5.3 12 13000 6.3 34 J 12000 210 J 0.0025 J 0.24 J 0.3 U 0.11 0.039 U 0.039 U 0.00096 U 0.039 U 0.0023 U 0.16 U 0.002 U 1.88 2.62 1.83 2.6 1.83 2.39 0.0868 2.36
Term 25 ft.
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TABLE 2
EXCAVATION ANALYSIS BY LOCATION

TITANIUM METALS CORPORATION PLANT SITE
HENDERSON NEVADA

Notes:  Concentrations are in milligrams/kilogram (mg/kg) except radio isotopes which are in piC/g, and dioxins/furans which are in ng/kg. Yellow = Stormwater Catchment Basin Locations; Upgradient of Slurry Wall NS=No BCL or LSSL Std.  Blank Box = No Data for this Analyte/Depth
* = Duplicate sample interval; U = analyte not detected Tan = Outside Stormwater Basin, Within Planned Groundwater Extraction Area Orange  = Soil to be excavated (indicates actual depth)
a = Value is sum of Dioxin/Furan toxic equivalents and PCB congener toxic equivalents where available Green = Soil to remain in place; exceeds for Ra226, Ra228, and/or Th228 only
Red Font = Value exceeds human health threshold (Outdoor Industrial BCL); Proposed analyte for confirmation sample Purple = Soil to remain in place; exceeds LSSLs for one or more compounds and Ra226, Ra228, and/or Th228.  
Light Blue Shading =  Value exceeds LSSL (DAF 2.5 or DAF 66)
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Outdoor Industrial Worker BCLs 795 100,000 454 283 100,000 100,000 1,360 337 42200 100,000 800 2,270 100,000 24,900 341 5,680 114 5,680 74.9 205 174 1.2 24.6 60 1,730 3.3 53.9 0.023 0.041 0.025 8.3 7.4 11 0.35 1.4 2,700 0.826
Backfill Areas Screening Level (<10 feet) 1.63 408 18 21 6879 5611 93 32.8 3152 19700 800 1446 63082 863 1.35 243 85.5 7.65 12.7 2.28 0.339 1.2 5.82 0.522 27.6 0.188 0.393 2.36 2.92 2.28 3.01 2.23 NS NS NS NS NS
Backfill Areas Screening Level (>10 feet) 1.63 408 18 21 6879 5611 93 32.8 3152 22,500 891 1446 63082 579 1.35 243 85.5 7.65 12.7 2.28 0.339 6.6 5.82 0.522 27.6 0.188 0.393 2.29 2.31 2.3 2.72 2.01 NS NS NS NS NS
NW‐7 0.5 ft. 0 ft. 1 5.4 9.2 0.56 J 3.7 170 J+ 12 1.3 U 7.7 32 18000 21 9.9 J+ 9200 640 J 0.017 J+ 0.68 J‐ 0.27 U 0.19 J 0.034 U 0.034 U 0.029 0.034 U 0.14 U 0.034 0.992 1.95 2.05 1.04 2.14 0.82 0.0352 1.04 116.69a 0.0352
NW‐7 1.5 ft. 25 40 0.65 J 3 170 J+ 8.8 1.5 U 7.9 17 18000 8.3 11 J+ 9500 450 J 0.014 J+ 0.18 J‐ 0.27 U 0.089 J 0.035 U 0.035 U 0.00087 U 0.035 U 0.002 U 0.14 U 0.0018 U 0.669 2.5 2.41 1.28 2.52 1.11 0.0602 0.997 1.44 a 0.00127
NW‐7 5 ft.  5.6 9.5 0.32 U 3.7 160 J+ 10 1.4 U 7.1 16 16000 8 11 J+ 8400 370 J 0.019 J+ 0.2 J‐ 0.29 U 0.17 J 0.036 U 0.036 U 0.026 0.036 U 0.0021 U 0.14 U 0.0018 U 0.582 1.93 1.63 0.921 1.82 1.08 0.0263 U 1.12
NW‐7 15 ft. 2.7 7.6 0.5 J 5.4 180 J+ 14 1.5 U 6.9 17 18000 8 19 J+ 11000 310 J 0.009 J+ 0.89 J‐ 0.28 U 0.11 J 0.036 U 0.036 U 0.00088 U 0.036 U 0.0021 U 0.15 U 0.0018 U 0.802 2.54 2.05 1.32 1.66 1.34 0.038 U 1.28
NW‐7 25 ft. 1.6 4.4 0.54 J 5.7 150 J+ 10 1.5 U 5.5 15 14000 6.6 20 J+ 9300 240 J 0.011 J+ 0.23 J‐ 0.3 U 0.072 J 0.036 U 0.036 U 0.0032 J 0.036 U 0.0021 U 0.15 U 0.0018 U 0.853 1.82 U 1.8 1.68 1.51 1.41 0.0709 1.75
NW‐7 27 ft. 1.9 3.8 0.33 J 8.7 64 J+ 8.4 1.5 U 6.9 16 14000 5.6 18 J+ 8600 220 J 0.0073 J+ 0.2 J‐ 0.3 U 0.063 J 0.036 U 0.036 U 0.00089 U 0.036 U 0.0021 U 0.15 U 0.0018 U 1 1.89 U 1.8 1.79 1.72 1.29 0.0624 1.14
Term 27 ft.
NW‐8 0.5 ft. 0.43 2.4 5.7 32 1400 J+ 74 4.5 27 53 17000 170 17 J+ 13000 5900 J 0.1 6.9 12 1.2 2.5 J 0.047 J 0.041 J 11 0.037 U 3.4 0.26 J+ 1.19 1.07 1.65 1.44 1.73 3.65 0.196 2.71 8078a  3.17
NW‐8 5 ft. 5 ft. 0.56 2.2 U 0.48 J 7.7 200 J+ 13 1.5 U 6.9 16 17000 11 16 J+ 9200 440 J 0.018 J+ 0.48 J‐ 0.29 U 0.59 J 0.037 U 0.037 U 6.2 0.037 U 0.0021 U 0.4 0.0019 U 0.662 1.71 U 1.77 1.24 2.27 1.31 0.0982 1.21 2880  0.24
Confirmation Sample 5 ft. 5.2 6320
NW‐8 10 ft.  0.76 2.3 0.32 U 5.9 130 J+ 9.8 1.5 U 7.5 14 15000 7.3 15 J+ 9300 340 J 0.009 J+ 0.32 J‐ 0.29 U 0.37 J 0.037 U 0.037 U 0.2 0.037 U 0.0021 U 0.15 U 0.0018 U 0.819 3.01 1.69 1.34 1.73 1.43 0.119 1.34
NW‐8 20 ft. 5.7 9.3 0.39 J 6.1 160 J+ 11 1.5 U 6.1 14 16000 7 23 J+ 11000 270 J 0.009 J+ 0.24 J‐ 0.28 U 0.077 J 0.036 U 0.036 U 0.025 0.036 U 0.0021 U 0.15 U 0.0018 U 1.54 1.59 1.97 1.43 1.94 1.34 0.0784 1.31
NW‐8 23 ft. 5.2 6.8 0.32 U 8.9 87 J+ 8.9 1.5 U 5.6 13 12000 6.6 20 J+ 9100 240 J 0.0093 J+ 0.19 J‐ 0.29 U 0.087 J 0.045 J 0.037 U 0.0092 0.037 U 0.0022 U 0.15 U 0.0019 U 2.29 1.59 1.79 1.61 1.73 1.92 0.109 1.68
Term 23 ft.
NW‐9 0.5 ft. 2 ft. 2 3 2.5 J‐ 19 860 27 2.5 7.8 26 15000 110 13 J 12000 2900 0.061 5.2 2 J‐ 0.27 U 2 0.024 U 0.025 U 1.1 0.034 U 0.42 0.19 J+ 0.766 2.34 1.56 1.04 1.53 1.08 0.0696 1.08 3770.9 a  0.647
Confirmation Sample 2 ft. 1460
NW‐9 1.5 ft. 39 35 1.6 J‐ 9.6 470 13 1.5 U 7.8 19 16000 40 11 J 8000 1500 0.035 J+ 1.5 0.56 1.2 0.024 U 0.025 U 0.26 0.035 U 0.002 U 0.14 U 0.0018 U 0.56 1.64 2 1.15 1.98 1.04 0.0504 1.01 347.78a 0.0966
NW‐9 1.5 ft. * 44 38 0.31 UJ‐ 4.9 270 11 1.5 U 6.7 15 14000 20 10 J 7900 700 0.029 J+ 0.77 J 0.28 U 0.57 0.025 U 0.026 U 0.34 0.035 U 0.002 U 0.14 U 0.0018 U 1.21 2.07 2.05 1.16 1.97 1.04 0.0653 1.18 165 a 0.157
NW‐9 5 ft. 26 17 0.31 UJ‐ 4.4 160 9.1 1.4 U 6.9 15 15000 7.5 12 J 9100 320 0.016 J+ 0.18 J 0.28 U 0.11 0.025 U 0.026 U 0.012 0.036 U 0.0021 U 0.15 U 0.0018 U 0.457 1.38 U 1.94 0.993 1.94 1.03 0.069 1.08
NW‐9 13 ft. 6.7 3.6 0.32 UJ‐ 5.6 150 9.4 1.4 U 7.3 15 15000 8 17 J 9900 330 0.014 J+ 0.49 J 0.29 U 0.097 0.036 U 0.036 U 0.00089 U 0.036 U 0.0021 U 0.15 U 0.0018 U 1.08 2.4 2.15 1.48 2.06 1.32 0.0479 1.27
NW‐9 27 ft. 1.6 2.5 0.32 UJ‐ 9.1 120 7.8 1.4 U 5.4 12 13000 6.9 17 J 8300 260 0.016 J+ 0.24 J 0.29 U 0.077 0.036 U 0.036 U 0.00088 U 0.036 U 0.0021 U 0.15 U 0.0018 U 1.33 2.05 1.81 1.7 1.64 1.32 0.0915 1.42
Term 27 ft.
NW‐10 0.5 ft. 0.72 8.2 0.29 UJ‐ 4.8 150 8.6 1.4 U 4.5 12 11000 8.2 16 J 7700 240 0.015 J+ 0.25 J 1.8 J‐ 0.26 U 0.11 0.024 U 0.025 U 0.012 0.034 U 0.14 U 0.014 0.903 3.87 1.88 1.36 1.62 1.44 0.0524 U 1.36 15.22 a 0.00824
NW‐10 1.5 ft. 2 ft. 2.7 25 0.49 J‐ 6 300 16 1.4 U 7.7 20 15000 23 17 J 11000 1200 0.033 J+ 1.5 0.27 U 0.48 0.025 U 0.026 U 0.11 0.035 U 0.002 U 0.14 U 0.0018 U 1.06 2.48 1.93 1.2 1.86 0.969 0.0643 1.08 643.4 a 0.0991
NW‐10 5 ft. 4.4 27 0.32 UJ‐ 3.6 180 9.4 1.5 U 7 15 15000 7.6 12 J 8700 380 0.031 J+ 0.19 J 0.28 U 0.1 0.027 U 0.028 U 0.00094 U 0.038 U 0.0021 U 0.15 U 0.0018 U 0.834 1.72 U 2.02 1.04 1.8 0.865 0.0888 1.04 0.36 0.000717
NW‐10 5 ft. * 4.3 26 0.32 UJ‐ 3.8 160 9.1 1.4 U 6.6 14 14000 8.4 11 J 8200 340 0.026 J+ 0.48 J 0.29 U 0.091 0.036 U 0.036 U 0.00089 U 0.036 U 0.0021 U 0.15 U 0.0018 U 0.621 2.59 1.98 1.11 1.76 0.835 0.0543 0.995
NW‐10 14 ft. 3.4 9.7 0.33 UJ‐ 7.7 190 9.5 1.5 U 6.8 14 14000 7.1 16 J 9200 340 0.015 J+ 0.52 J 0.29 U 0.24 0.036 U 0.036 U 0.0054 J 0.036 U 0.0021 U 0.15 U 0.0018 U 0.795 2.36 2.17 1.52 1.95 1.5 0.0643 1.41
NW‐10 29 ft. 2.6 5.4 0.32 UJ‐ 8.9 100 7.6 1.5 U 5.5 13 13000 6.5 18 J 8800 230 0.013 J+ 0.12 U 0.29 U 0.084 0.053 J 0.037 U 0.0009 U 0.037 U 0.0021 U 0.15 U 0.0019 U 0.904 2.63 1.97 1.64 1.83 1.33 0.0513 1.37
Term 29 ft.
NW‐11 0.5 ft. 0.31 7 1.4 J‐ 7.2 390 82 1.5 U 13 43 18000 31 18 J 12000 1600 J 0.07 7.2 120 0.41 J 0.59 0.036 U 0.036 U 0.41 0.036 U 0.16 J 0.1 2.11 2.41 1.93 J‐ 2.71 J‐ 1.93 J‐ 1.87 0.0641 1.84 2580a 2.07
Confirmation Sample 2 ft. 34 1.03 J
NW‐11 5 ft. 0.48 8.3 0.41 J‐ 4.2 180 14 1.5 U 7.2 460 16000 44 15 J 10000 390 J 0.01 J 5.3 0.28 U 0.14 0.036 U 0.036 U 0.16 0.036 U 0.0021 U 0.15 U 0.0018 U 0.477 1.6 U 1.83 1.12 1.74 0.963 0.0827 1.13 11.7  0.00725
NW‐11 10 ft. 1.2 11 0.38 J‐ 5.8 180 12 1.5 U 6.9 15 15000 8.2 17 J 10000 300 J 0.018 J 2.2 0.28 U 0.11 0.037 U 0.037 U 0.0092 0.037 U 0.0021 U 0.15 U 0.0018 U 0.884 2.05 1.85 1.35 1.83 1.54 0.0538 1.31
NW‐11 20 ft. 5.9 23 0.31 UJ‐ 7.6 140 9.9 1.4 U 8.5 15 16000 8.5 19 J 11000 400 J 0.0029 J 0.85 J 0.28 U 0.11 0.037 U 0.037 U 0.0009 U 0.037 U 0.0022 U 0.15 U 0.0019 U 1.28 1.78 1.66 1.5 1.58 1.75 0.0828 1.47
NW‐11 26 ft. 1.9 6.9 0.37 J‐ 7.1 160 28 1.4 U 6.8 61 15000 16 20 J 9500 410 J 0.014 J 13 0.29 U 0.17 0.026 U 0.027 U 0.52 0.037 U 0.0021 U 0.15 U 0.0019 U 2.05 2.48 2.01 J‐ 1.93 J‐ 1.84 J‐ 1.69 0.065 1.55
Term 26 ft.
NW‐12 0.5 ft. 83 160 0.38 J 3.2 170 J+ 12 1.4 U 7.6 18 18000 12 10 J+ 9500 530 J 0.022 J+ 1.1 0.87 0.27 U 0.14 J 0.034 U 0.034 U 0.13 0.034 U 0.14 U 0.064 0.527 2.36 1.91 1.12 2.14 1.12 0.0551 1.07 76.34 a 0.0384
NW‐12 1.5 ft. 19 37 0.31 U 2.8 170 J+ 6 1.4 U 6.5 15 14000 7.7 8.1 J+ 8000 390 J 0.01 J+ 0.21 J‐ 0.27 U 0.077 J 0.035 U 0.035 U 0.072 0.035 U 0.002 U 0.14 U 0.0017 U 1.08 2.29 2.18 1.29 1.71 0.904 0.0626 0.969 94.91 a 0.0136
NW‐12 5 ft.  8.6 21 0.4 J 3.8 170 J+ 11 1.4 U 7.2 16 17000 8.3 12 J+ 8600 380 J 0.021 J+ 0.12 U 0.29 U 0.11 J 0.036 U 0.036 U 0.00088 U 0.036 U 0.0021 U 0.15 U 0.0018 U 0.81 1.91 1.8 1.08 1.76 0.957 0.028 U 1.07
NW‐12 10 ft. 2.2 6 0.72 J 4.8 220 J+ 11 1.4 U 7.2 16 17000 7.6 17 J+ 9700 360 J 0.02 J+ 0.8 J‐ 0.29 U 0.14 J 0.036 U 0.036 U 0.00088 U 0.036 U 0.0021 U 0.15 U 0.0018 U 0.746 2.41 1.79 1.42 1.99 1.26 0.03 U 1.16
NW‐12 20 ft. 2.6 7.4 0.38 J 5.4 160 J+ 12 1.4 U 7.7 17 18000 8.4 18 J+ 10000 330 J 0.012 J+ 0.52 J‐ 0.28 U 0.089 J 0.036 U 0.036 U 0.00089 U 0.036 U 0.0021 U 0.15 U 0.0018 U 0.762 1.48 U 2.06 1.34 1.85 1.3 0.0534 1.31
NW‐12 27 ft. 1.5 5 0.32 U 6.3 140 J+ 8.3 1.5 U 6 13 13000 7.5 20 J+ 8900 250 J 0.0073 J+ 0.16 J‐ 0.28 U 0.12 J 0.036 U 0.036 U 0.00089 U 0.036 U 0.0021 U 0.15 U 0.0018 U 1.01 2.1 1.7 1.76 1.67 1.52 0.0819 1.82
Term 27 ft.
NW‐13 0.5 ft. 1.3 10 0.3 UJ‐ 4.4 150 7.9 1.4 U 4.5 12 11000 8.1 15 J 6900 240 0.012 J+ 0.52 J 2 J‐ 0.27 U 0.11 0.024 U 0.025 U 0.016 0.034 U 0.14 U 0.0041 1.45 2.2 1.63 1.41 1.63 1.44 0.0411 U 1.17 18.70 a 0.00517
NW‐13 1.5 ft. 2 ft. 0.57 8.1 0.3 UJ‐ 4.4 120 8.1 1.5 U 4.4 11 10000 6.4 16 J 8000 240 0.016 J+ 0.27 J 0.27 U 0.18 0.025 U 0.026 U 0.0059 J 0.035 U 0.002 U 0.14 U 0.0018 U 0.836 1.78 U 1.99 1.41 1.84 1.77 0.0427 U 1.63 18.56 a 0.0057
NW‐13 5 ft. 1.3 11 0.31 UJ‐ 2.9 160 8.3 1.4 U 7.4 15 16000 8.2 9.7 J 8400 400 0.028 J+ 0.17 J 0.27 U 0.085 0.036 U 0.036 U 0.00087 U 0.036 U 0.002 U 0.14 U 0.0018 U 0.631 1.4 U 1.91 0.948 1.64 1.08 0.0447 U 1.21
NW‐13 10 ft. 3.7 43 0.33 UJ‐ 3.8 180 9.4 1.5 U 7.8 15 15000 9.2 14 J 9400 510 0.022 J+ 1.1 J 0.3 U 0.18 0.037 U 0.037 U 0.0009 U 0.037 U 0.0022 U 0.15 U 0.0019 U 0.803 2.41 1.82 1.18 1.73 1.15 0.0328 U 0.986
NW‐13 20 ft. 2 11 0.33 UJ‐ 6.4 150 12 1.5 U 6.4 14 15000 7.2 18 J 10000 310 0.017 J+ 0.45 J 0.3 U 0.083 0.036 U 0.036 U 0.00089 U 0.036 U 0.0022 U 0.15 U 0.0019 U 1.23 3.59 1.48 1.34 1.55 1.37 0.0575 1.19
NW‐13 29 ft. 2.3 7.2 0.33 UJ‐ 5.6 120 8.4 1.5 U 5.1 13 12000 6.3 20 J 9600 230 0.013 J+ 0.18 J 0.29 U 0.065 0.037 U 0.037 U 0.00091 U 0.037 U 0.0022 U 0.15 U 0.0019 U 1 3.17 1.62 1.34 1.77 1.66 0.0466 1.37
Term 29 ft.
NW‐14 0.5 ft. 0.96 41 0.66 J 6 290 J+ 29 1.4 U 14 32 17000 32 12 J+ 11000 2400 J 0.094 3.3 20 0.5 J 0.39 J 0.036 U 0.036 U 0.34 0.036 U 0.15 U 0.035 J+ 1.24 2.59 1.85 1.46 2 1.05 0.051 1.24 1079.6a 0.354
NW‐14 0.5 ft. * 2 ft. 0.037 J+
NW‐14 5 ft. 0.051 5.9 0.3 U 3.9 170 J+ 11 1.5 U 7.2 17 18000 9.1 14 J+ 7800 190 J 0.016 J+ 0.69 J‐ 0.27 U 0.098 J 0.036 U 0.036 U 0.00089 U 0.036 U 0.0021 U 0.15 U 0.0018 U 0.91 2.3 1.79 1.15 1.67 1.03 0.0523 1.09 0.14 0.00139
NW‐14 5 ft. *  0.062 6 0.57 J 4.1 210 14 1.5 U 7.8 16 19000 9.4 16 8300 250 0.016 J 1 0.28 U 0.11 0.036 U 0.036 U 0.0039 J 0.036 U 0.0021 U 0.15 U 0.0018 U 0.839 2.37 2.04 1.3 1.8 1.13 0.00565 U 1.27 0.14  0.000951
NW‐14 10 ft. 0.14 11 0.65 J 4.9 170 J+ 11 1.4 U 6.6 15 15000 7 19 J+ 10000 290 J 0.018 J+ 0.81 J‐ 0.27 U 0.092 J 0.036 U 0.036 U 0.029 0.036 U 0.0021 U 0.14 U 0.0018 U 1.09 2.25 1.77 1.4 1.71 1.3 0.0522 U 1.18
NW‐14 20 ft. 13 32 0.32 U 7.3 110 10 1.5 U 6.5 14 J 14000 7.3 21 J 10000 J 380 0.0018 U 0.57 J 0.29 U 0.096 0.037 U 0.037 U 0.0009 U 0.037 U 0.0077 0.15 U 0.0018 U 1.51 1.52 1.86 1.62 J+ 1.76 1.34 0.0485 1.22
NW‐14 22 ft. 0.9 30 0.31 U 6.4 110 9.6 1.5 U 5.7 14 J 13000 6.9 21 J 9800 J 230 0.0017 U 0.14 J 0.28 U 0.074 0.037 U 0.037 U 0.0009 UJ‐ 0.037 U 0.011 0.15 U 0.0018 U 1.74 2.01 2.28 1.72 J+ 1.89 1.45 0.0755 1.34
Term 22 ft.
NW‐15 0.5 ft. 0.23 1.9 U 1.1 J 4.3 200 J+ 12 1.4 U 8.1 21 15000 30 9 J+ 9200 1000 J 0.023 J+ 1.7 0.31 J 0.35 J 0.034 U 0.034 U 0.049 0.034 U 0.14 U 0.038 0.998 1.59 1.68 1.07 1.62 0.954 0.0594 0.891 433.3 a 0.0949
NW‐15 1.5 ft. 2 ft. 6.7 12 0.3 U 3.1 140 J+ 8.4 1.5 U 7.9 16 17000 9.5 10 J+ 8600 460 J 0.02 J+ 0.11 U 0.27 U 0.1 J 0.035 U 0.035 U 0.00086 U 0.035 U 0.002 U 0.14 U 0.0018 U 0.437 1.89 1.79 1.04 1.67 0.993 0.0217 U 0.967 1.07 a 0.000485
NW‐15 5 ft. 7.6 14 0.55 J 4.2 170 J+ 9.4 1.5 U 6.8 15 16000 7.8 14 J+ 9200 330 J 0.012 J+ 0.23 J‐ 0.27 U 0.11 J 0.036 U 0.036 U 0.00088 U 0.036 U 0.0021 U 0.14 U 0.0018 U 0.885 2.53 1.76 0.894 1.6 1.11 0.0167 U 1.1
NW‐15 10 ft. 2.9 4.7 0.42 J 4.3 200 J+ 9.8 1.4 U 7.4 17 17000 8 17 J+ 9500 440 J 0.014 J+ 0.32 J‐ 0.28 U 0.11 J 0.036 U 0.036 U 0.00088 U 0.036 U 0.0021 U 0.15 U 0.0018 U 0.625 1.67 1.95 1.23 1.97 1.25 0.0778 1.18
NW‐15 20 ft. 1.2 11 0.45 J 8.1 140 J+ 11 1.5 U 6.9 15 16000 8.1 19 J+ 11000 290 J 0.011 J+ 0.57 J‐ 0.28 U 0.083 J 0.037 U 0.037 U 0.00091 U 0.037 U 0.0021 U 0.15 U 0.0019 U 1.14 2.62 1.64 1.6 1.73 1.77 0.0759 1.46
NW‐15 30 ft. 0.23 7.5 0.36 J 9.4 110 J+ 11 1.4 U 6.5 15 16000 6.5 18 J+ 8900 240 J 0.0088 J+ 0.16 J‐ 0.28 U 0.069 J 0.036 U 0.036 U 0.00087 U 0.036 U 0.0021 U 0.14 U 0.0018 U 1.07 2.03 1.88 1.69 1.96 1.68 0.0917 1.55
Term 30 ft.

1

6

3

10

3

5

6

3
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TABLE 2
EXCAVATION ANALYSIS BY LOCATION

TITANIUM METALS CORPORATION PLANT SITE
HENDERSON NEVADA

Notes:  Concentrations are in milligrams/kilogram (mg/kg) except radio isotopes which are in piC/g, and dioxins/furans which are in ng/kg. Yellow = Stormwater Catchment Basin Locations; Upgradient of Slurry Wall NS=No BCL or LSSL Std.  Blank Box = No Data for this Analyte/Depth
* = Duplicate sample interval; U = analyte not detected Tan = Outside Stormwater Basin, Within Planned Groundwater Extraction Area Orange  = Soil to be excavated (indicates actual depth)
a = Value is sum of Dioxin/Furan toxic equivalents and PCB congener toxic equivalents where available Green = Soil to remain in place; exceeds for Ra226, Ra228, and/or Th228 only
Red Font = Value exceeds human health threshold (Outdoor Industrial BCL); Proposed analyte for confirmation sample Purple = Soil to remain in place; exceeds LSSLs for one or more compounds and Ra226, Ra228, and/or Th228.  
Light Blue Shading =  Value exceeds LSSL (DAF 2.5 or DAF 66)
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Outdoor Industrial Worker BCLs 795 100,000 454 283 100,000 100,000 1,360 337 42200 100,000 800 2,270 100,000 24,900 341 5,680 114 5,680 74.9 205 174 1.2 24.6 60 1,730 3.3 53.9 0.023 0.041 0.025 8.3 7.4 11 0.35 1.4 2,700 0.826
Backfill Areas Screening Level (<10 feet) 1.63 408 18 21 6879 5611 93 32.8 3152 19700 800 1446 63082 863 1.35 243 85.5 7.65 12.7 2.28 0.339 1.2 5.82 0.522 27.6 0.188 0.393 2.36 2.92 2.28 3.01 2.23 NS NS NS NS NS
Backfill Areas Screening Level (>10 feet) 1.63 408 18 21 6879 5611 93 32.8 3152 22,500 891 1446 63082 579 1.35 243 85.5 7.65 12.7 2.28 0.339 6.6 5.82 0.522 27.6 0.188 0.393 2.29 2.31 2.3 2.72 2.01 NS NS NS NS NS
NW‐16 0.5 ft. 0.17 3.1 0.29 U 3.8 190 26 1.4 U 11 20 J 15000 14 15 J 9100 J 1400 0.025 J+ 1.4 0.32 J 0.17 0.035 U 0.035 U 0.098 0.035 U 0.14 U 0.0092 1.23 1.58 2.02 1.21 J+ 1.89 1.12 0.0653 1.09 595.7 a 0.121
NW‐16 0.5 ft. * 0.17 3.1 0.3 U 3.8 190 27 1.4 U 12 22 J 17000 15 14 J 10000 J 1500 0.028 J+ 2.1 0.39 J 0.2 0.012
NW‐16 1.5 ft. 0.041 U 2.1 U 0.31 U 2.8 170 9.4 1.5 U 7.5 20 J 15000 8.6 12 J 8700 J 440 0.0021 J+ 0.16 J 0.28 U 0.11 0.035 U 0.035 U 0.0028 J 0.035 U 0.0093 0.14 U 0.0018 U 1.07 1.96 1.89 0.97 J+ 1.85 0.881 0.0461 0.99 5.45 a 0.00854
NW‐16 1.5 ft. * 2 ft. 0.042 U 2.1 U 0.33 J 2.6 140 8.9 1.5 U 7.3 14 J 15000 8 11 J 9400 J 410 0.0017 U 0.13 J 0.28 U 0.091 0.035 U 0.035 U 0.0053 J 0.035 U 0.013 0.14 U 0.0018 U 0.932 1.88 1.91 1.03 J+ 1.81 0.729 0.04 U 0.868 10.82 a 0.0101
NW‐16 5 ft. 0.045 5.2 0.37 J 3.5 160 8.9 1.5 U 7.6 15 J 16000 7.6 13 J 9400 J 350 0.0017 U 0.17 J 0.29 U 0.087 0.036 U 0.036 U 0.00089 U 0.036 U 0.0098 0.15 U 0.0018 U 0.659 2.06 1.81 1.01 J+ 1.78 0.902 0.0277 U 1
NW‐16 10 ft. 0.042 U 2.1 U 0.32 U 4.3 190 10 1.5 U 7.1 15 J 15000 8.1 18 J 9500 J 330 0.0017 U 0.34 J 0.29 U 0.1 0.037 U 0.037 U 0.0009 U 0.037 U 0.0042 J 0.15 U 0.0018 U 0.813 2.24 1.95 1.23 J+ 1.97 1.21 0.0635 1.05
NW‐16 20 ft. 0.91 17 0.31 U 5.1 130 10 1.5 U 7.6 14 J 15000 8.2 20 J 9400 J 310 0.0017 U 0.45 J 0.28 U 0.075 0.037 U 0.037 U 0.0009 U 0.037 U 0.0043 J 0.15 U 0.0018 U 1.11 1.73 1.81 1.74 J+ 1.9 1.55 0.101 1.32
NW‐16 29 ft. 0.7 13 0.32 U 6.5 120 7.4 1.5 U 5.5 11 J 12000 6.1 19 J 8300 J 240 0.0018 U 0.11 U 0.28 U 0.062 0.037 U 0.037 U 0.0009 U 0.037 U 0.0049 J 0.15 U 0.0018 U 0.778 1.8 1.84 1.69 J+ 1.98 1.45 0.0736 1.38
Term 29 ft.
NW‐17 0.5 ft. 8.4 35 1.8 J‐ 4.9 210 25 J‐ 1.4 U 8.4 31 18000 80 9.7 J 12000 1100 0.027 J+ 9.4 3.1 0.26 U 0.6 0.035 U 0.035 U 0.063 0.035 U 0.14 U 0.058 0.925 1.74 1.59 1.09 1.85 1.22 0.0864 1.12 821 a 1.43
NW‐17 0.5 ft. * 1 ft. 8.9 38 1.1 J‐ 5.2 210 20 J‐ 1.4 U 8.3 29 18000 60 11 J 13000 1200 0.039 4.6 3.4 0.27 U 0.55 0.034 U 0.034 U 0.069 0.034 U 0.14 U 0.068 J+ 0.743 2.1 2 1.18 1.86 0.955 0.0607 0.996 574 a 0.661
Confirmation Sample 1 ft. 0.523
NW‐17 5 ft. 1 2 U 0.34 J‐ 3.1 170 9.2 1.4 U 8.3 17 17000 8.2 11 J 11000 420 0.014 J 0.44 J 0.28 U 0.08 J+ 0.036 U 0.036 U 0.0096 0.036 U 0.0024 J 0.15 U 0.0018 U 0.714 1.76 1.85 0.952 1.56 0.99 0.107 0.865 0.00438
NW‐17 5 ft. * 1.4 2.1 U 0.51 J‐ 3.2 130 9 1.5 U 6.8 16 14000 7.4 11 J 10000 350 0.0096 J 0.4 J 0.28 U 0.091 J+ 0.036 U 0.036 U 0.0082 0.036 U 0.0021 U 0.14 U 0.0018 U 0.832 1.88 1.93 1.11 1.76 0.977 0.0387 U 0.91 0.00296
NW‐17 10 ft. 2.4 2.7 0.48 J‐ 3.9 190 11 1.5 U 7.9 18 16000 7.9 17 J 12000 340 0.016 J 0.34 J 0.29 U 0.097 J+ 0.037 U 0.037 U 0.01 0.037 U 0.0021 U 0.15 U 0.0018 U 0.883 2.13 1.75 1.34 1.5 1.13 0.0346 U 1.1
NW‐17 10 ft. * 2.7 2.8 0.5 J‐ 4.3 210 9.5 1.5 U 8.2 18 17000 8.6 16 J 10000 320 0.0085 J 0.4 J 0.29 U 0.092 J+ 0.036 U 0.036 U 0.011 0.036 U 0.0021 U 0.15 U 0.0018 U 0.926 1.34 1.68 1.13 1.66 1.07 0.0809 0.99
NW‐17 20 ft. 1.3 11 0.39 J‐ 6.5 210 12 1.5 U 7.6 17 17000 8.2 20 J 11000 350 0.0095 J 0.42 J 0.28 U 0.21 J+ 0.037 U 0.037 U 0.0009 U 0.037 U 0.0021 U 0.15 U 0.0018 U 0.92 1.33 1.83 1.31 1.62 1.24 0.0797 1.1
NW‐17 20 ft. * 1.4 9.9 0.34 J‐ 6.3 200 11 1.5 U 7.8 17 18000 8.7 20 J 10000 390 0.012 J 0.64 J 0.28 U 0.1 J+ 0.036 U 0.036 U 0.00089 U 0.036 U 0.0021 U 0.15 U 0.0018 U 0.899 0.921 2.04 1.67 1.85 1.47 0.0992 1.4
NW‐17 29 ft. 0.45 15 0.39 J‐ 9.1 140 8.3 1.5 U 6.6 16 14000 7 26 J 11000 250 0.0086 J 0.34 J 0.28 U 0.077 J+ 0.037 U 0.037 U 0.0069 J 0.037 U 0.0021 U 0.15 U 0.0018 U 1.14 1.68 1.54 1.66 1.66 1.51 0.0747 1.45
Term 29 ft.
NW‐18 0.5 ft. 95 190 0.5 J‐ 4.8 200 15 J‐ 1.4 U 8 22 19000 25 15 J 15000 750 0.038 1.6 1.7 0.27 U 0.34 0.034 U 0.034 U 0.056 0.034 U 0.14 U 0.056 J+ 0.96 2.21 1.85 1.04 1.7 0.925 0.0657 1.05 1219a 0.715
NW‐18 1.5 ft. 3.1 16 0.36 J‐ 2.8 170 9.7 1.5 U 8.9 18 17000 7.8 11 J 10000 420 0.016 J 0.33 J 0.28 U 0.097 J+ 0.035 U 0.035 U 0.00087 U 0.035 U 0.002 U 0.14 U 0.0018 U 0.937 1.54 1.96 0.924 1.8 0.869 0.0503 0.968 5.63 a 0.0126
NW‐18 5 ft. 7.2 33 0.32 UJ‐ 4.5 160 10 1.4 U 7.4 16 16000 8.5 14 J 9800 330 0.0084 J 0.22 J 0.28 U 0.094 J+ 0.036 U 0.036 U 0.00089 U 0.036 U 0.0021 U 0.15 U 0.0018 U 1.12 1.92 1.76 0.97 1.67 1.23 0.056 1.05
NW‐18 10 ft. 3.7 13 0.32 UJ‐ 4.8 210 9.3 1.4 U 6.9 16 15000 7.9 17 J 8800 310 0.011 J 0.28 J 0.29 U 0.11 J+ 0.036 U 0.036 U 0.00088 U 0.036 U 0.0021 U 0.15 U 0.0018 U 0.6 1.48 U 1.92 1.27 2.06 1.16 0.104 1.19
NW‐18 20 ft. 1.2 4 0.41 J‐ 4.9 200 9.8 1.5 U 6.6 16 15000 7.7 20 J 9700 270 0.0045 J 0.37 J 0.29 U 0.086 J+ 0.036 U 0.036 U 0.00089 U 0.036 U 0.0021 U 0.15 U 0.0018 U 1.18 1.64 U 1.53 1.64 1.56 1.55 0.12 1.47
NW‐18 29 ft. 0.67 23 0.35 UJ‐ 14 100 11 1.6 U 4.4 12 10000 6 58 J 18000 140 0.0043 J 0.19 J 0.32 U 0.095 J+ 0.041 U 0.041 U 0.0011 U 0.041 U 0.0023 U 0.17 U 0.002 U 1.02 1.92 1.19 J‐ 2.17 J‐ 0.959 J‐ 2.02 0.108 1.97
Term 29 ft.
NW‐19 0.5 ft. 0 ft. 1 0.41 3.4 0.31 UJ‐ 3 150 13 J‐ 1.4 U 8.6 18 19000 11 63 J 13000 570 0.027 J+ 0.82 J 1.1 0.27 U 0.13 0.035 U 0.035 U 0.0056 J 0.035 U 0.14 U 0.0082 0.911 1.72 U 1.98 1.06 1.75 0.915 0.0302 U 1.03 11.91 a 0.013
NW‐19 1.5 ft. 1.6 7.4 0.39 J‐ 2.8 170 12 1.4 U 8.8 17 19000 9.4 11 J 8000 460 0.015 J 0.11 U 0.27 U 0.1 J+ 0.035 U 0.035 U 0.00087 U 0.035 U 0.002 U 0.14 U 0.0018 U 0.737 0.784 U 2.09 0.968 1.78 0.982 0.0569 1.07 1.45a 0.00578
NW‐19 5 ft. 5.4 20 0.47 J‐ 3.9 170 11 1.5 U 7.1 16 17000 8.3 12 J 8600 350 0.01 J 0.12 U 0.29 U 0.12 J+ 0.036 U 0.036 U 0.00089 U 0.036 U 0.0021 U 0.15 U 0.0018 U 1.4 2.25 1.76 0.866 1.74 1.03 0.0547 0.8
NW‐19 10 ft. 4.6 15 0.32 UJ‐ 3.8 190 9.9 1.4 U 7.6 16 16000 8.1 17 J 11000 350 0.0097 J 0.4 J 0.29 U 0.09 J+ 0.036 U 0.036 U 0.00089 U 0.036 U 0.0021 U 0.15 U 0.0018 U 0.86 1.63 U 1.8 1.08 1.6 1 0.0915 1.07
NW‐19 20 ft. 1.4 5.8 0.52 J‐ 6.8 190 11 1.5 U 8.6 16 17000 9.2 18 J 9600 400 0.0061 J 0.55 J 0.29 U 0.089 J+ 0.037 U 0.037 U 0.0009 U 0.037 U 0.0021 U 0.15 U 0.0018 U 1.33 1.47 U 1.74 1.73 1.62 1.37 0.0638 1.14
NW‐19 30 ft. 0.28 19 0.33 J‐ 11 82 8.7 1.5 U 5.6 12 12000 6.8 21 J 10000 250 0.0082 J 0.3 J 0.29 U 0.085 J+ 0.036 U 0.036 U 0.00089 U 0.036 U 0.0021 U 0.15 U 0.0018 U 1.71 0.565 U 2 1.56 1.61 1.27 0.0764 1.28
Term 30 ft.
NW‐21 6 ft. 0.936
NW‐21 8 ft. 1.85
NW‐21 10 ft. 10 ft.  0.161
NW‐21 13 ft. 3 U 17 570 46 1.9 U 11 28 18000 62 10 J 10000 2200 0.025 J 2.6 J 1.7 J‐ 2.7 U 1.3 J 0.036 U 0.036 U 0.21 0.036 U 0.14 U 794.52a 0.097
NW‐21 13 ft.*  2.9 U 12 180 19 1.9 U 7 J 17 17000 13 17 13000 540 0.002 J 1.1 U 0.71 J‐ 2.6 U 0.26 J 0.036 U 0.036 U 0.18 0.036 U 0.15 U 1680 .01a 0.0118
NW‐21 16 ft. 3 U 7.8 120 11 1.9 U 6.3 J 16 14000 6.6 14 11000 320 0.00051 U 1.1 U 0.68 J‐ 2.7 U 0.18 J 0.036 U 0.036 U 0.0021 J 0.036 U 0.14 U
NW‐21 20 ft. 3.2 U 11 130 12 1.9 U 6.3 J 14 14000 6.5 15 9300 310 0.00052 U 1.2 U 0.69 J‐ 2.9 U 0.11 J 0.037 U 0.037 U 0.0062 J 0.037 U 0.15 U
Term 20 ft.
NW‐22 0.5 ft. 3 U 4.3 230 24 1.8 U 9.4 J 20 18000 16 9.2 J 9200 900 0.016 J 1.1 U 3.7 J‐ 2.6 U 0.2 J 0.0865
NW‐22 1.5 ft. 2.9 U 3.5 230 17 1.8 U 8.8 J 20 19000 9.8 7.6 J 9000 630 0.015 J 1.1 U 1.6 J‐ 2.6 U 0.15 J 0.0186
NW‐22 4 ft. 3 U 3.6 170 12 1.8 U 7.4 J 17 17000 7.6 6.1 J 8000 450 0.0052 J 1.1 U 0.86 J‐ 2.7 U 0.11 J 0.000252
Term 4 ft.
NW‐23 6 ft. 3.2 U 6.9 210 15 1.9 U 6.8 J 15 16000 8.9 8.9 J 10000 470 0.0079 J 1.2 U 0.6 J‐ 2.9 U 0.41 J 0.036 U 0.036 U 0.49 0.036 U 0.15 U
NW‐23 8 ft. 9 ft. 3.3 U 26 800 56 2 U 11 J 34 19000 130 6.8 J 11000 3200 0.047 3.7 J 4.9 J‐ 2.9 U 2.1 J 0.098 J 0.039 U 19 0.039 U 3.9
Confirmation Sample 9 ft. 0.16 J 88.2 0.00931 J
NW‐23 10 ft. 3 U 9.5 280 29 1.8 U 8 J 24 19000 18 9.6 J 10000 840 0.0071 J 2 J 0.97 J‐ 2.7 U 0.64 J 0.035 U 0.035 U 0.56 0.035 U 0.14 U
Term 10 ft.
NW‐24 0.5 ft. 3 U 7 380 81 1.8 U 14 81 19000 25 14 14000 1800 0.17 7.1 J 98 J‐ 2.7 U 0.48 J 1.33
NW‐24 1.5 ft. 3 U 8.9 520 130 1.8 U 17 130 21000 55 17 18000 2500 0.21 9.3 J 150 J‐ 2.8 J 0.79 J 1.27
Confirmation Sample 2 ft. 14 < 0.37 U 542 0.384 J
Duplicate Sample 2 ft. 12 < 0.36 U 468 0.359 J
NW‐24 4 ft. 3.1 U 3.8 190 17 1.8 U 8.2 J 27 16000 11 8.2 J 11000 590 0.025 J 1.7 J 5.3 J‐ 2.8 U 0.19 J 0.0463
Term 4 ft.
NW‐25 2 ft. 3.1 U 4.5 250 18 1.8 U 9.4 J 25 17000 25 6.5 J 11000 1100 0.036 4.4 J 5.1 J‐ 2.8 U 0.4 J 0.316
NW‐25 4 ft. 3 U 4.8 230 14 1.8 U 7.7 J 20 16000 18 7.8 J 9200 680 0.02 J 1.1 U 2.4 J‐ 2.7 U 0.22 J 0.146
NW‐25 4 ft. * 2.9 U 4.2 250 15 1.8 U 8.8 J 1100 16000 79 8.1 J 10000 720 0.016 J 1.1 J 2.6 J‐ 2.6 U 0.24 J 0.139
Term 4 ft.
NW‐26 2 ft. 0 ft. 2 2.8 U 4.1 240 21 1.8 U 12 25 19000 19 6.8 J 11000 1400 0.032 J 1.7 J 6.2 J‐ 2.5 U 0.32 J 0.235
NW‐26 4 ft. 3 U 3.5 180 15 1.8 U 8.9 J 18 19000 11 6.2 J 10000 540 0.015 J 1.1 U 1.6 J‐ 2.9 J 0.16 J 0.583
Term 4 ft.
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