
 NEVADA DIVISION OF ENVIRONMENTAL PROTECTION  
 FACT    SHEET 
 (Pursuant to NAC 445A.236) 
 
Permittee Name:  HQ, 63D Regional Support Command, U.S. Army Reserve 
   Attn: Directorate of Public Works 

P.O. Box 63 
   Moffett Field, CA 94035  
    
Permit Number:  NEV2010504 
 
Location:   U.S. Army Reserve Center  
   Roark Ave. & Hinson St., Sloan, Clark County NV 89054  
   Wastewater Treatment Facility Leach Field: 
   Latitude: 35° 56' 25" N, Longitude: 115° 11' 50" W 
   Township 23S, Range 61E, NW¼ NE¼ Section 19 
 
Bureau of Corrective Actions Sites:  There is no remediation site managed by the NDEP Bureau 
of Corrective Actions (BCA), which is located within a one-mile radius of the proposed 
wastewater treatment facility. 
  
Wellhead Protection Area:  The proposed wastewater treatment facility is located within the 
2,000 ft., Drinking Water Protection Area #2 (DWPA #2), of a community supply well operated 
for the Roark Estates Water Association (Well #1).  This community supply well is ranked as 
being vulnerable to Inorganic Contaminants (e.g., radionuclide). 
 
General:  The applicant has proposed construction of a U.S. Army Reserve Training Center on a 45-
acre parcel in Sloan (pop. 93), Clark County NV.  This facility will include training, maintenance, 
and storage buildings and a vehicle wash pad.  Community sewer is unavailable and limited to 
individual septic systems.  For wastewater treatment and disposal, the applicant will construct and 
operate a government (federal) owned and operated wastewater treatment facility.  No residential 
housing units will be served.  Pre-treatment of the wastewater from the shop floor drains and the 
vehicle wash pad will be by sand-oil interceptor to minimize oil and grease levels being discharged 
into the collection system.  No industrial wastewater will be discharged.  The bulk of the wastewater 
is domestic (sanitary) strength generated from the center’s lavatory sinks, water closets, shower 
stalls, kitchen fixtures and janitorial mop sinks.  
  
Proposed Wastewater Treatment Facility:  BWPC approved the engineer’s plans (VTN 
Consulting) on September 17, 2009.  The approved plant capacity is 7,500 gallons per day (GPD) on 
a 30-day average basis.  The design includes: a lift station (wet well), trash rack (bar screen), anoxic 
zone (denitrifying), extended aeration compartment, clarifier and air supply (blowers).  Flow will be 
tracked by the lift station pumping time recorder or a flow meter.  Waste activated sludge will be 
stored in an aerated digester compartment and hauled periodically by pumper truck to the Apex 
regional landfill.  Effluent reuse is not planned so disposal is to a 13-trench leach field.  Effluent 
quality is tertiary and required to meet the treatment standards of 30/30/10 mg/l for BOD5/TSS/TN.  
To ensure the effectiveness of pre-treatment in removal of oil and grease, the groundwater Total 
Petroleum Hydrocarbon (TPH) limit of 1.0 mg/l applies in the treated effluent and to be demonstrated 
quarterly.  The plant’s basis of design is a MAR-WOOD, Inc. extended aeration plant.  The U.S. 
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 The U.S. Army will contract operations of the treatment plant to a Grade 3 (or higher) certified 
wastewater operator.   
      
Flow:  At build out, estimated daily flow from the center is 5,700 GPD, which is within the 85% 
plant capacity rating.  Nighttime flow is minimal.  Thus, equalization (storage) is provided in the wet 
well.      
             
Receiving Water Characteristics:  Well log data for this quarter-quarter section (Township 23S, 
Range 61E, NW¼ NE¼ Section 19), indicates a depth to groundwater range of 516 to 525 ft. below 
ground surface.  Based on the groundwater depth and effluent quality, a monitoring well is not 
required. 
                
Proposed Effluent Limitations and Special Conditions: 
 

Table 1: Discharge Limits 

 
 

PARAMETER DISCHARGE LIMITATIONS MONITORING REQUIREMENTS 
 

 
 
30-Day Average 

 
Daily 

Maximum 

 
Measurement 

Frequency 

 
Sample 
Type 

Flow, Gallons per Day 
(Influent)  

7,500 M&R Continuous 
Lift Station 

Pumping Time 
or Flow Meter  

BOD5, mg/L (Effluent) 

30 45 Monthly Discrete 

TSS, mg/L (Effluent) 30 45 Monthly Discrete 
Total Nitrogen as N, 
mg/l (Effluent) 10 10 Monthly Discrete 

pH, Std. Units 
(Effluent)   6.0 – 9.0 6.0 – 9.0 Monthly Discrete 

Total Petroleum 
Hydrocarbons, (mg/L) 
(Full-range Purge & 
Extract – 8015B) 
(Effluent) 

1.0 1.0 Quarterly Discrete 

 
 

Schedule of Compliance:  (all compliance deliverables shall be addressed to the attention of 
the Compliance Coordinator, Bureau of Water Pollution Control): 
 
 The Permittee shall notify the Division in writing not more than fourteen (14) calendar days 

upon construction and startup of the wastewater treatment facility. 
 
 Within thirty (30) days of construction and startup of the wastewater treatment facility, the 

Permittee shall submit a copy of the engineer’s Construction Quality Assurance (CQA) letter 
indicating that the wastewater treatment facility was constructed in accordance with the 
approved design plans.  
 

 Within ninety (90) days of completion and startup of the wastewater treatment facility, the 
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Permittee shall submit a copy of an Operations & Maintenance (O&M) Manual that was 
prepared under the supervision of a Nevada Professional Engineer (P.E.) in accordance with 
NDEP Water Technical Sheet No. WTS-2: Minimum Information Required for an Operation 
and Maintenance Manual.   

 
Procedures for Public Comment:  The Notice of the Division’s intent to issue this discharge 
permit, subject to the conditions contained within the permit conditions is being sent to the Las 
Vegas Review-Journal newspaper for publication.  The notice is also being electronically mailed to 
all interested persons requesting listing on our public notification mailing list.  Anyone wishing to 
comment on the proposed permit can do so in writing within a period of thirty (30) calendar days of 
the date of publication of the public notice in the newspaper.  The comment period can be extended 
at the discretion of the Administrator.  The deadline date and time by which all comments are to be 
submitted (via postmarked mail or time-stamped faxes, e-mails, or hand-delivered items) to the 
Division is Friday, April 30, 2010, by 5:00 P.M. PST. 
 
A public hearing on the proposed determination can be requested by the applicant, any affected State, 
any affected interstate agency, the Regional Administrator or any interested agency, person or group 
of persons. 
 
The request must be filed within the comment period and must indicate the interest of the person 
filing the request and the reasons why a hearing is warranted. 
 
Any public hearing determined by the Administrator to be held must be conducted in the 
geographical area of the proposed discharge or any other area the Administrator determines to be 
appropriate.  All public hearings must be conducted in accordance with NAC 445A.238. 
 
The final determination of the Administrator may be appealed to the State Environmental 
Commission pursuant to NRS 445A.605. 
 
Proposed Determination:  The Division has made the tentative determination to issue the proposed 
water pollution control discharge permit for a period of five (5) years. 
 
Prepared by: Mark A. Kaminski, P.E., Staff Engineer III  
  Bureau of Water Pollution Control 
 
Date:  March 24, 2010 


