STATE OF NEVADA s souner

Department of Conservation & Natural Resources LS Dsoeco 1 DIGEtn

ndep’

NEVADA IVISION oF

ENVIRONMENTAL PROTECTION DlVlSlON OF ENVlRONMENTAL PROTECT'ON Colleen Cripps, Ph.D., Administrator

protecting the future for generations

FACTSHEET
(pursuant to NAC 445A.236)

Permittee Name: CLARK COUNTY WATER RECLAMATION DISTRICT
5857 E. FLAMINGO ROAD
LAS VEGAS, NV - 89122

Permit Number: NV0021261

Location: FLAMINGO WATER RESOURCE CENTER, CLARK
5857 E. FLAMINGO ROAD, LAS VEGAS, NV - 89122
LATITUDE: 36.114090, LONGITUDE: -115.046793
TOWNSHIP: T21S, RANGE: R62E, SECTION: S22

Outfall / Well| Outfall / Well | Location | Well Log | Outfall | Outfall |Outfall | Outfall . . Receiving
. - Latitude|Longitude
Num Name Type Num City State Zip County Water

EAST CAMPUS  |External LAS LAS VEGAS

001 OUTFALL outtall vecas WV 89122  |CLARK 36.111767 |-115.024005 |\ e\
WEST CAMPUS  |External LAS LAS VEGAS

002 OUTFALL Outtall vecas [NV 89122  |CLARK 36.111984|-115.034015 |
Influent LAS LAS VEGAS

INF INFLUENT Structure vecas WV 89122  |CLARK 36.114752|-115.041867 |\ e\,
LAS LAS VEGAS

SUM SUM-A Sum vecas WV 89122  |CLARK 36.109250 |-115.023550 |\ v e\,

General:

The Permittee has applied for a National Pollutant Discharge Elimination System (NPDES) permit renewal
to extend the authorization to discharge to the Las Vegas Wash. The discharge is from the 150 million
gallons per day (MGD) tertiary wastewater treatment facility located at 5857 E. Flamingo Road, Las Vegas
NV 89122. Treatment at the plant consists of preliminary treatment, primary sedimentation, advanced
activated sludge, secondary clarification, filtration and ultraviolet disinfection. The facility utilizes Biological
Nutrient Removal (BNR) in the activated sludge process. This process provides for significant phosphorus
removal, as well as conversion of ammonia to nitrates (nitrification) and partial removal of nitrogen
(denitrification). Supplemental phosphorus removal can also be achieved by chemical coagulation prior to
filtration. Filtration is accomplished at two separate facilities and discharged through separate outfalls,
Outfall 001 - East Campus and Outfall 002 - West Campus. Filtered effluent is disinfected by ultraviolet light
disinfection, and is discharged to the Las Vegas Wash. A portion of the treated effluent flow is disinfected
with sodium hypochlorite and is distributed for reuse. The East Campus also includes a 30 MGD membrane
(filtration) and ozone (disinfection) facility. Solids removed from sedimentation and activated sludge
processes are thickened and dewatered for final disposal in a landfill.

Discharge Characteristics:
The long-term average discharges from the facility have the following characteristics:

Flow (89.43 MGD); Uninhibited BOD5 (<2 mg/L); pH (7.07 SU); Chlorine Residual (<0.05 mg/L); Total
Dissolved Solids (TDS)(1,100 mg/L); Total Suspended Solids (TSS) (<5 mg/L); Ammonia as N (<0.05
mg/L); Nitrate as N (15 mg/L); Total Kjeldahl Nitrogen (0.73 mg/L); Phosphorus as P (0.081 mg/L);
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PROPOSED DRAFT 2 Permit No. NV0021261

Orthophosphorous as P (0.028 mg/L); Dissolved Oxygen (5.17 mg/L); Fecal Coliforms (<2 MPN/100 ml)

Receiving Water:

The receiving water is the Las Vegas Wash. Pursuant to NAC 445A.2156, the designated beneficial uses
for the appropriate reach of the Las Vegas Wash are:

Irrigation

Watering of livestock

Recreation not involving contact with the water
Maintenance of a freshwater marsh
Propagation of wildlife

Propagation of aquatic life, excluding fish. This does not preclude the establishment of a fishery.

Summary of Changes From Previous Permit:

Except for renaming of outfalls from the Central and Main facility to the East and West Campus's, there are
no significant changes from the previous permit.

Proposed Effluent Limitations:
The Permittee is required to meet the following permit limits.

Note:

The load limits are calculated using the 30 day average flow and the permit limit is expressed as a
concentration. If higher flows are allowed in future permits, the load limits will increase accordingly.
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PROPOSED DRAFT 2 Permit No. NV0021261

Discharge Limitations Table for Sample Location 001 (External Outfall) To Be Reported Monthly

Discharge Limitations Monitoring Requirements
Parameter Base Quantity Concentration Monitoring Sample |Measurement | Sample
Loc Loc Frequency Type
M&R M&R
Solids, total 30 Day Pounds Milligrams per Effluent 001 |Daily COMPOS
suspended Average per Day . Gross
(Ib/d) Liter (mg/L)
Monthly >=6.5
pH, minimumil  |Average Standard Eéf:z:t 001 |Daily DISCRT
Minimum Units (SU)
M&R
Ozone - residual Z\Zag e Milligrams per Eéf:zigt 001 |Daily DISCRT
g Liter (mg/L)
M&R M&R
Phosph total - .
ospsorus, otal |30 Day Pounds Milligrams per Effluent 001 |Daily COMPOS
(as P)P! Average  |per Day : Gross
Liter (mg/L)
(Ib/d)
M&R
Million
Flow rate 7 Day Gallons Effluent 001 |[Continuous |METER
Average Gross
per Day
(Mgal/d)
M&R M&R
BOD, 5-day, 20 30 Day Pounds Milligrams per Effluent 001 |Daily COMPOS
deg. C Average per Day : Gross
Liter (mg/L)
(Ib/d)
M&R
S%DbS-day, 20 Z\/De?{;ge Milligrams per Eg:zigt 001 |Daily COMPOS
' Liter (mg/L)
. M&R
Solids, total 7 Day Milligrams per| YNt 1 601 |Daily COMPOS
suspended Average : Gross
Liter (mg/L)
Maximum =9 Effluent
pH, maximum[1] Monthly Standard Gross 001 |Daily DISCRT
Average Units (SU)
Minimum 7 >=6.5 Effluent
pH, minimumt4! Day Standard Gross 001 |Daily DISCRT
Average Units (SU)
Maximurm 7 =9 Effluent
pH, maximum{l  |Day Standard Gross 001 |Daily DISCRT
Average Units (SU)
<= 200 Most
; P Probable
Coliform, fecal Logarithmic .
2] M J 3] Number per E(l;f:l(;zgt 001 |Daily DISCRT
genera ean 100ml T
(MPN/100mL)
<= 400 Most
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PROPOSED DRAFT 2 Permit No. NV0021261

Discharge Limitations Table for Sample Location 001 (External Outfall) To Be Reported Monthly

Discharge Limitations Monitoring Requirements
Parameter Base Quantity Concentration I:/I;):itoring ie;lcmple grzzsuugsgem isg]eple
: Probable
Coliform, fecal _
generall?] I?’c;t:::entile Number per Ec];f:z:t 001 |Daily DISCRT
100mI T
(MPN/100mL)
Chlorine, total <=01
idual4l Z\/Dea:g e Milligrams per Eg:l;zzt 001 |Daily DISCRT
resiaua 9 Liter (mg/L)
M&R
Million
Flow rate 30 Day Gallons Effluent 001 |[Continuous |METER
Average per Day Gross
(Mgal/d)
M&R
Phosphorus, total o .
(as P;)[5] Z\/Deegge Milligrams per Eéf:zzgt 001 |Daily COMPOS
Liter (mg/L)
M&R M&R
Nit : [ . .
rogen argmonla 30 Day Pounds Milligrams per Effluent 001 |Daily COMPOS
total (as N)®! Average |per Day ) Gross
(Ib/d) Liter (mg/L)
: - M&R
Nitrogen, ammonia |7 Day - Effluent .
total (as NS Average [/ililel)lrgzan&sl_)per Gross 001 |Daily COMPOS
M&R M&R
Phosphate, ortho |30 Day Pounds Milligrams per Effluent 001 |Daily COMPOS
(as P) Average per Day : Gross
(Ib/d) Liter (mg/L)
M&R
Phosphate, ortho |7 Day Milligrams per Effluent 001 |Daily COMPOS
(as P) Average Liter (mg/L) Gross
M&R M&R
Ni [ [ -
'trogen, inorganic | 30 Day Pounds Milligrams per Effluent 001 [Weekly COMPOS
totall®l Average |per Day ) Gross
(Ib/d) Liter (mg/L)
: . : M&R
Nitrogen, inorganic o
total[g] g Z\Eﬁgge Milligrams per Eg:‘;igt 001 |Weekly COMPOS
Liter (mg/L)
M&R M&R
Nitrogen, Kjeldahl, |30 Day Pounds Milligrams per Effluent 001 |Weekly COMPOS
total (as N) Average per Day , Gross
(Ib/d) Liter (mg/L)
, . M&R
Nitrogen, Kjeldahl, |7 Day - Effluent
total (as N) Average m;g‘gz;rgi?er Gross 001 |Weekly COMPOS
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PROPOSED DRAFT 2 Permit No. NV0021261

Discharge Limitations Table for Sample Location 001 (External Outfall) To Be Reported Monthly

Discharge Limitations Monitoring Requirements
Parameter Base Quantity Concentration Ili/lonitoring S MEZSTIEIEE || SEnip e
oc Loc Frequency Type
M&R M&R
Nitrite plus nitrate |30 Day Pounds Milligrams per Effluent 001 |Weekly COMPOS
total 1 det. (as N) |Average per Day : Gross
Liter (mg/L)
(Ib/d)
- . M&R
Nitrite plus nitrate |7 Day Milligrams per Effluent 001 |Weekly COMPOS
total 1 det. (as N) |Average . Gross
Liter (mg/L)
M&R
Solids, total 30Day  |Pounds |MSR Effluent
_ . Milligrams per 001 [Weekly COMPOS
dissolved!”] Average |per Day ) Gross
Liter (mg/L)
(Ib/d)
- M&R
Solids, total o
dissolved!?] Z\Zag e Milligrams per Eg:z:t 001 |Weekly COMPOS
ISsolve 9 Liter (mg/L)
Temperature M&R
water deg. 30 Day Degr_ees Effluent 001 [Weekly DISCRT
centigrade Average Centigrade Gross
(deg C)
Temperature M&R
water deg. 7 Day Degrees Effluent 1 501 |weekly DISCRT
. Average Centigrade Gross
centigrade
(deg C)
. M&R
Oxygen, dissolved |30 Day Milligrams per Effluent 001 [Weekly DISCRT
(DO) Average ) Gross
Liter (mg/L)
. M&R
Oxygen, dissolved |7 Day Milligrams per| =HUeNt 1001 |weekly DISCRT
(DO) Average : Gross
Liter (mg/L)

Notes (Discharge Limitations Table):

L

Except as allowed in Part B.CH and Special Approvals/Conditions Table.

The discharge shall not exceed a log mean of 200 cfu or mpn per 100 ml over a 30 day period nor may more than 10 percent of the total samples
taken exceed 400 cfu or mpn per 100 ml.

Monthly Log Mean

Except as allowed by Part B.CH.

See Part B.WLA and Special Approvals/Conditions Table.

See Special Approvals/Conditions Table.

See Part B.SC.

N

Nook~o
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PROPOSED DRAFT 2 Permit No. NV0021261

Discharge Limitations Table for Sample Location 001 (External Outfall) To Be Reported
Quarterly[l]

Discharge Limitations Monitoring Requirements
Parameter Base Quantity [Concentration ASHTEY SR WP SIEE | SEnlEe
Loc Loc Frequency Type
M&R
Daily Micrograms | Effluent
Naphthalene Maximum per Liter Gross 001 |Quarterly COMPOS
(ug/L)
M&R
Daily Micrograms | Effluent
Isophorone Maximum per Liter Gross 001 |Quarterly COMPOS
(ug/L)
M&R
) Daily Micrograms | Effluent
Indeno(1,2,3-cd)pyrene Maximum per Liter Gross 001 |Quarterly COMPOS
(ug/L)
M&R
Hexachloroethane Da“Y Mlcrqgrams Effluent 001 |Quarterly COMPOS
Maximum per Liter Gross
(ugiL)
M&R
. Daily Micrograms | Effluent
Hexachlorocyclopentadiene Maximum per Liter Gross 001 |Quarterly COMPOS
(ug/L)
M&R
Hexachlorobutadiene Da"Y Mlcrqgrams Effluent 001 |Quarterly COMPOS
Maximum per Liter Gross
(ugiL)
M&R
Hexachlorobenzene Da")./ Mlcrqgrams Effluent 001 |Quarterly COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Fluorene Daily Micrograms | Effluent | n; |5 ey |coMPOS
Maximum per Liter Gross
(ug/L)
M&R
Fluoranthene Dally Mlcrqgrams Effluent 001 |Quarterly COMPOS
Maximum per Liter Gross
(ug/L)
M&R
: Daily Micrograms | Effluent
Di-n-octyl phthalate Maximum oer Liter Gross 001 |Quarterly COMPOS
(ug/L)
M&R
- Daily Micrograms | Effluent
Di-n-butyl phthalate Maximum per Liter Gross 001 |Quarterly COMPOS
(ug/L)
M&R
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PROPOSED DRAFT 2 Permit No. NV0021261

Discharge Limitations Table for Sample Location 001 (External Outfall) To Be Reported
Quarterlyll]

Discharge Limitations Monitoring Requirements
Parameter Base Quantity [Concentration E/Ionitoring SEID.E) ST | SEmpl
ocC Loc Frequency Type
. Daily Micrograms | Effluent
Dimethyl phthalate Maximum per Liter Gross 001 |Quarterly COMPOS
(ug/L)
M&R
. Daily Micrograms | Effluent
Diethyl phthalate Maximum per Liter Gross 001 |Quarterly COMPOS
(ug/L)
M&R
Dibenzo(a,h)anthracene Da"Y Mlcrqgrams Effluent 001 |Quarterly COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Daily Micrograms | Effluent
Chrysene Maximum per Liter Gross 001 |Quarterly COMPOS
(ug/L)
M&R
Daily Micrograms | Effluent
Butyl benzyl phthalate Maximum per Liter Gross 001 |Quarterly COMPOS
(ug/L)
M&R
. Daily Micrograms | Effluent
Bis(2-ethylhexyl) phthalate Maximum per Liter Gross 001 |Quarterly COMPOS
(ug/L)
M&R
. . Daily Micrograms | Effluent
Bis(2-chloroisopropyl) ether Maximum per Liter Gross 001 |Quarterly COMPOS
(ug/L)
M&R
. Daily Micrograms | Effluent
Bis(2-chloroethyl) ether Maximum per Liter Gross 001 |Quarterly COMPOS
(ug/L)
M&R
. Daily Micrograms | Effluent
Cyanide, total (as CN) Maximum per Liter Gross 001 |Quarterly DISCRT
(ug/L)
. M&R Fibers
Asbestos Dally per Milliliter Effluent 001 |Quarterly COMPOS
Maximum : Gross
(Fib/mL)
2,3,7,8- Dail m:%lr—\; rams | Effluent
Tetrachlorodibenzo-p- y 9 001 |Quarterly COMPOS
o Maximum per Liter Gross
dioxin
(ug/L)
M&R
Zinc, total recoverable Dally 'V“"'gfams Effluent 001 |Quarterly COMPOS
Maximum per Liter Gross

901 S. Stewart Street, Suite 4001 « Carson City, Nevada 89701-5249 « p: 775.687.4670 ¢ f: 775.687.5856 * ndep.nv.gov Page 7/ 46



Discharge Limitations Table for Sample Location 001 (External Outfall) To Be Reported

PROPOSED DRAFT 2 Permit No. NV0021261

Quarterlyll]
Discharge Limitations Monitoring Requirements
Parameter Base Quantity [Concentration MBI || SENiD C MESSUATMERTE | LNl
Loc Loc Frequency Type
(mg/L)
M&R
Thallium, total recoverable Da"Y 'V“"'gfams Effluent 001 |Quarterly COMPOS
Maximum per Liter Gross
(mg/L)
M&R
Silver total recoverable Dally 'V“"'gfams Effluent 001 |Quarterly COMPOS
Maximum per Liter Gross
(mg/L)
M&R
Selenium, total recoverable Da")./ 'V""'gfams Effluent 001 |Quarterly COMPOS
Maximum per Liter Gross
(mg/L)
M&R
Nickel, total recoverable Dally 'V""'gfams Effluent 001 |Quarterly COMPOS
Maximum per Liter Gross
(mg/L)
M&R
Mercury, total recoverable Da||y 'V“"'gfams Effluent 001 |Quarterly COMPOS
Maximum per Liter Gross
(mglL)
M&R
Lead, total recoverable Dally 'V“"'gfams Effluent 001 |Quarterly COMPOS
Maximum per Liter Gross
(mg/L)
M&R
Daily Milligrams Effluent
Copper, total recoverable Maximum per Liter Gross 001 |Quarterly COMPOS
(mglL)
M&R
Chromium, total Dally_/ Mllllgrams Effluent 001 |Quarterly COMPOS
recoverable Maximum per Liter Gross
(mglL)
M&R
Cadmium, total recoverable Dally 'V“"'gfams Effluent 001 |Quarterly COMPOS
Maximum per Liter Gross
(mglL)
M&R
Beryllium, total recoverable |Daily Milligrams Effluent
(as Be) Maximum per Liter Gross 001 |Quarterly COMPOS
(mglL)
M&R
Arsenic, total recoverable Da"Y 'V“"'gfams Effluent 001 |Quarterly COMPOS
Maximum per Liter Gross
(mglL)
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PROPOSED DRAFT 2 Permit No. NV0021261

Discharge Limitations Table for Sample Location 001 (External Outfall) To Be Reported

Quarterlyll]
Discharge Limitations Monitoring Requirements
Parameter Base Quantity [Concentration MBI || SENiD C MESSUATMERTE | LNl
Loc Loc Frequency Type
M&R
Antimony, total recoverable Da"Y 'V“"'gfams Effluent 001 |Quarterly COMPOS
Maximum per Liter Gross
(mg/L)
M&R
Daily Micrograms | Effluent
Phenol Maximum per Liter Gross 001 |Quarterly COMPOS
(ugiL)
M&R
Daily Micrograms | Effluent
Pentachlorophenol Maximum per Liter Gross 001 |Quarterly COMPOS
(ug/L)
M&R
: Daily Micrograms | Effluent
4-Nitrophenol Maximum per Liter Gross 001 |Quarterly COMPOS
(ug/L)
M&R
Daily Micrograms | Effluent
4-Chloro-3-methylphenol Maximum per Liter Gross 001 |Quarterly COMPOS
(ug/L)
M&R
: Daily Micrograms | Effluent
2-Nitrophenol Maximum per Liter Gross 001 |Quarterly COMPOS
(ug/L)
M&R
. Daily Micrograms | Effluent
2-Methyl-4,6-dinitrophenol Maximum oer Liter Gross 001 |Quarterly COMPOS
(ug/L)
M&R
) Daily Micrograms | Effluent
2-Chlorophenol Maximum per Liter Gross 001 |Quarterly COMPOS
(ug/L)
M&R
i Daily Micrograms | Effluent
2,4-Dinitrophenol Maximum per Liter Gross 001 |Quarterly COMPOS
(ug/L)
M&R
A Daily Micrograms | Effluent
2,4-Dimethylphenol Maximum per Liter Gross 001 |Quarterly COMPOS
(ug/L)
M&R
A Daily Micrograms | Effluent
2,4-Dichlorophenol Maximum per Liter Gross 001 |Quarterly COMPOS
(ug/L)
M&R
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PROPOSED DRAFT 2 Permit No. NV0021261

Discharge Limitations Table for Sample Location 001 (External Outfall) To Be Reported
Quarterlyll]

Discharge Limitations Monitoring Requirements
Parameter Base Quantity [Concentration MBI || SENiD C MESSUATMERTE | LNl
Loc Loc Frequency Type
2,4,6-Trichlorophenol Daily Micrograms | Effluent | 41 |5 aterly  |cOMPOS
Maximum per Liter Gross
(ug/L)
M&R
Daily Micrograms | Effluent
Toxaphene Maximum per Liter Gross 001 |Quarterly COMPOS
(ug/L)
M&R
PCB-1260 Daily Micrograms | Effluent | y; |5 ey |cOMPOS
Maximum per Liter Gross
(ug/L)
M&R
PCB-1254 Daily Micrograms | Effluent |y, |5 ey |cOMPOS
Maximum per Liter Gross
(ug/L)
M&R
4-Bromophenyl phenyl Dally Mlcrqgrams Effluent 001 |Quarterly COMPOS
ether Maximum per Liter Gross
(ug/L)
M&R
3,3-Dichlorobenzidine Da“Y Mlcrqgrams Effluent 001 |Quarterly COMPOS
Maximum per Liter Gross
(ug/L)
M&R
2-Chloronaphthalene Da"Y Mlcrqgrams Effluent 001 |Quarterly COMPOS
Maximum per Liter Gross
(ug/L)
M&R
2,6-Dinitrotoluene Daily Micrograms | Effluent | n; |5 ey |coMPOS
Maximum per Liter Gross
(ug/L)
M&R
2,4-Dinitrotoluene Daily Micrograms | Effluent | n; |5 ey |coMPOS
Maximum per Liter Gross
(ug/L)
M&R
1,4-Dichlorobenzene Dally Mlcrqgrams Effluent 001 |Quarterly DISCRT
Maximum per Liter Gross
(ug/L)
M&R
1,3-Dichlorobenzene Da")./ Mlcrqgrams Effluent 001 |Quarterly DISCRT
Maximum per Liter Gross
(ug/L)
M&R
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PROPOSED DRAFT 2 Permit No. NV0021261

Discharge Limitations Table for Sample Location 001 (External Outfall) To Be Reported

Quarterlyll]
Discharge Limitations Monitoring Requirements
Parameter Base Quantity [Concentration MBI || SENiD C MESSUATMERTE | LNl
Loc Loc Frequency Type
1.2-Diphenylhydrazine D21 Micrograms | Effluent | 451 |quarterly ~ |compos
' Maximum per Liter Gross
(ug/L)
M&R
1,2-Dichlorobenzene Dally Mlcrqgrams Effluent 001 |Quarterly DISCRT
Maximum per Liter Gross
(ug/L)
M&R
1,2,4-Trichlorobenzene Da"Y Mlcrqgrams Effluent 001 |Quarterly COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Daily Micrograms | Effluent
Tetrachloroethylene Maximum per Liter Gross 001 |Quarterly DISCRT
(ug/L)
M&R
. Daily Micrograms | Effluent
Methylene chloride Maximum per Liter Gross 001 |Quarterly DISCRT
(ug/L)
M&R
Methyl chloride Daily Micrograms | Effluent
(Chloromethane) Maximum per Liter Gross 001 |Quarterly DISCRT
(ug/L)
M&R
Methyl bromide Daily Micrograms | Effluent
(Bromomethane) Maximum per Liter Gross 001 |Quarterly DISCRT
(ug/L)
M&R
Daily Micrograms | Effluent
Ethylbenzene Maximum per Liter Gross 001 |Quarterly DISCRT
(ug/L)
M&R
Dichlorobromomethane Da")./ Mlcrqgrams Effluent 001 |Quarterly DISCRT
Maximum per Liter Gross
(ug/L)
M&R
Dibromochloromethane Dally Mlcrqgrams Effluent 001 |Quarterly DISCRT
Maximum per Liter Gross
(ug/L)
M&R
Chloroform Da")./ Mlcrqgrams Effluent 001 |Quarterly DISCRT
Maximum per Liter Gross
(ug/L)
M&R

901 S. Stewart Street, Suite 4001 « Carson City, Nevada 89701-5249 « p: 775.687.4670 ¢ f: 775.687.5856 * ndep.nv.gov

Page 11/ 46




PROPOSED DRAFT 2 Permit No. NV0021261

Discharge Limitations Table for Sample Location 001 (External Outfall) To Be Reported
Quarterlyll]

Discharge Limitations Monitoring Requirements
Parameter Base Quantity [Concentration MBI || SENiD C MESSUATMERTE | LNl
Loc Loc Frequency Type
Chloroethane Da"Y Mlcrqgrams Effluent 001 |Quarterly DISCRT
Maximum per Liter Gross
(ug/L)
M&R
Chlorobenzene Dally Mlcrqgrams Effluent 001 |Quarterly DISCRT
Maximum per Liter Gross
(ug/L)
M&R
Carbon tetrachloride Da"Y Mlcrqgrams Effluent 001 |Quarterly DISCRT
Maximum per Liter Gross
(ug/L)
M&R
Bromoform Da"Y Mlcrqgrams Effluent 001 |Quarterly DISCRT
Maximum per Liter Gross
(ug/L)
M&R
Daily Micrograms | Effluent
Benzene Maximum per Liter Gross 001 |Quarterly DISCRT
(ug/L)
M&R
. Daily Micrograms | Effluent
Acrylonitrile Maximum per Liter Gross 001 |Quarterly DISCRT
(ug/L)
M&R
. Daily Micrograms | Effluent
Acrolein Maximum per Liter Gross 001 |Quarterly DISCRT
(ug/L)
M&R
2-Chloroethyl vinyl ether, Daily Micrograms | Effluent
(mixed) Maximum per Liter Gross 001 |Quarterly DISCRT
(ug/L)
M&R
: Daily Micrograms | Effluent
1,3-Dichloropropene Maximum per Liter Gross 001 |Quarterly DISCRT
(ug/L)
M&R
trans-1,2-Dichloroethylene Dally Mlcrqgrams Effluent 001 |Quarterly DISCRT
Maximum per Liter Gross
(ug/L)
M&R
. Daily Micrograms | Effluent
1,2-Dichloropropane Maximunm per Liter Gross 001 |Quarterly DISCRT
(ug/L)
M&R
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PROPOSED DRAFT 2 Permit No. NV0021261

Discharge Limitations Table for Sample Location 001 (External Outfall) To Be Reported
Quarterlyll]

Discharge Limitations Monitoring Requirements
Parameter Base Quantity [Concentration MBI || SENiD C MESSUATMERTE | LNl
Loc Loc Frequency Type
1,2-Dichloroethane Dally_/ Mlcrqgrams Effluent 001 |Quarterly DISCRT
Maximum per Liter Gross
(ug/L)
M&R
. Daily Micrograms | Effluent
1,1-Dichloroethylene Maximum per Liter Gross 001 |Quarterly DISCRT
(ug/L)
M&R
1,1-Dichloroethane Da"Y Mlcrqgrams Effluent 001 |Quarterly DISCRT
Maximum per Liter Gross
(ug/L)
M&R
1,1,2-Trichloroethane Da"Y Mlcrqgrams Effluent 001 |Quarterly DISCRT
Maximum per Liter Gross
(ug/L)
M&R
1,1,2,2-Tetrachloroethane Da"Y Mlcrqgrams Effluent 001 |Quarterly DISCRT
Maximum per Liter Gross
(ug/L)
M&R
1,1,1-Trichloroethane Da“Y Mlcrqgrams Effluent 001 |Quarterly DISCRT
Maximum per Liter Gross
(ug/L)
M&R
Daily Micrograms | Effluent
Pyrene Maximum per Liter Gross 001 |Quarterly COMPOS
(ugiL)
M&R
Phenanthrene Dally Mlcrqgrams Effluent 001 |Quarterly COMPOS
Maximum per Liter Gross
(ug/L)
M&R
: : : Daily Micrograms | Effluent
N-Nitrosodiphenylamine Maximum per Liter Gross 001 |Quarterly COMPOS
(ug/L)
M&R
: : . Daily Micrograms | Effluent
N-Nitrosodi-N-propylamine Maximum per Liter Gross 001 |Quarterly COMPOS
(ug/L)
M&R
N-Nitrosodimethylamine Daily Micrograms | Effluent
(NDMA) Maximum per Liter Gross 001 |Quarterly COMPOS
(ug/L)
M&R
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PROPOSED DRAFT 2 Permit No. NV0021261

Discharge Limitations Table for Sample Location 001 (External Outfall) To Be Reported
Quarterlyll]

Discharge Limitations Monitoring Requirements
Parameter Base Quantity [Concentration MBI || SENiD C MESSUATMERTE | LNl
Loc Loc Frequency Type
Nitrobenzene Daily Micrograms | Effluent | o1 |0 arterly  |comPos
Maximum per Liter Gross
(ug/L)
M&R
PCB-1248 Daily Micrograms | Effluent | 4, |5 ey |coMPOS
Maximum per Liter Gross
(ug/L)
M&R
PCB-1242 Daily Micrograms | Effluent | 41 |5 ey |coMPOS
Maximum per Liter Gross
(ug/L)
M&R
PCB-1232 Daily Micrograms | Effluent | n; |5 ey |cOMPOS
Maximum per Liter Gross
(ug/L)
M&R
PCB-1221 Daily Micrograms | Effluent | y; |5 ey |cOMPOS
Maximum per Liter Gross
(ug/L)
M&R
PCB-1016 Daily Micrograms | Effluent | n; |5 aery  |coMPOS
Maximum per Liter Gross
(ug/L)
M&R
. Daily Micrograms | Effluent
Heptachlor epoxide Maximum per Liter Gross 001 |Quarterly COMPOS
(ug/L)
M&R
Daily Micrograms | Effluent
Heptachlor Maximum per Liter Gross 001 |Quarterly COMPOS
(ug/L)
M&R
Daily Micrograms | Effluent
.gamma.-BHC Maximurm per Liter Gross 001 |Quarterly COMPOS
(ug/L)
M&R
. Daily Micrograms | Effluent
Endrin aldehyde Maximum per Liter Gross 001 |Quarterly COMPOS
(ug/L)
M&R
. Daily Micrograms | Effluent
Endrin Maximum oer Liter Gross 001 |Quarterly COMPOS
(ug/L)
M&R
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PROPOSED DRAFT 2 Permit No. NV0021261

Discharge Limitations Table for Sample Location 001 (External Outfall) To Be Reported
Quarterlyll]

Discharge Limitations Monitoring Requirements
Parameter Base Quantity [Concentration MBI || SENiD C MESSUATMERTE | LNl
Loc Loc Frequency Type
Endosulfan sulfate Da"Y Mmo_grams Effluent 001 |Quarterly COMPOS
Maximum per Liter Gross
(ug/L)
M&R
L Daily Micrograms | Effluent
Dieldrin Maximum per Liter Gross 001 |Quarterly COMPOS
(ug/L)
M&R
.delta.-BHC Da"Y Mlcrqgrams Effluent 001 |Quarterly COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Chlordane (tech mix. and  |Daily Micrograms | Effluent
metabolites) Maximum per Liter Gross 001 |Quarterly COMPOS
(ug/L)
M&R
.beta.-Endosulfan Da"Y Mlcrqgrams Effluent 001 |Quarterly COMPOS
Maximum per Liter Gross
(ug/L)
M&R
beta.-BHC Daily Micrograms | Effluent | n; |5 aery  |coMPOS
Maximum per Liter Gross
(ug/L)
M&R
i Daily Micrograms | Effluent
.alpha.-Endosulfan Maximum per Liter Gross 001 |Quarterly COMPOS
(ug/L)
M&R
Daily Micrograms | Effluent
.alpha.-BHC Maximum per Liter Gross 001 |Quarterly COMPOS
(ug/L)
M&R
. Daily Micrograms | Effluent
Aldrin Maximum per Liter Gross 001 |Quarterly COMPOS
(ug/L)
M&R
4,4-DDT Daily Micrograms | Effluent | 55; |quarterly ~ [compos
Maximum per Liter Gross
(ug/L)
M&R
4,4-DDE Daily Micrograms | Effluent | 1 |5 aerly  |comPOs
Maximum per Liter Gross
(ug/L)
M&R
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PROPOSED DRAFT 2 Permit No. NV0021261

Discharge Limitations Table for Sample Location 001 (External Outfall) To Be Reported
Quarterlyll]

Discharge Limitations Monitoring Requirements
Parameter Base Quantity [Concentration MBI || SENiD C MESSUATMERTE | LNl
Loc Loc Frequency Type
4,4-DDD Da"Y Mlcrqgrams Effluent 001 |Quarterly COMPOS
Maximum per Liter Gross
(ug/L)
M&R
. . Daily Micrograms | Effluent
Vinyl chloride Maximum per Liter Gross 001 |Quarterly DISCRT
(ug/L)
M&R
. Daily Micrograms | Effluent
Trichloroethylene Maximum per Liter Gross 001 |Quarterly DISCRT
(ug/L)
M&R
Daily Micrograms | Effluent
Toluene Maximum per Liter Gross 001 |Quarterly DISCRT
(ug/L)
M&R
Benzidine Da"Y Mlcrqgrams Effluent 001 |Quarterly COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Anthracene Da“Y Mlcrqgrams Effluent 001 |Quarterly COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Bis(2- Daily Micrograms | Effluent
chloroethoxy)methane Maximum per Liter Gross 001 |Quarterly COMPOS
(ug/L)
M&R
Benzo(k)fluoranthene Da"Y Mlcrqgrams Effluent 001 |Quarterly COMPOS
Maximum per Liter Gross
(ug/L)
M&R
. Daily Micrograms | Effluent
Benzo(ghi)perylene Maximum per Liter Gross 001 |Quarterly COMPOS
(ug/L)
M&R
Benzo(b)fluoranthene Dally Mlcrqgrams Effluent 001 |Quarterly COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Daily Micrograms | Effluent
Benzo(a)pyrene Maximum oer Liter Gross 001 |Quarterly COMPOS
(ug/L)
M&R
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Discharge Limitations Table for Sample Location 001 (External Outfall) To Be Reported

Quarterlyll]

PROPOSED DRAFT 2 Permit No. NV0021261

Discharge Limitations

Monitoring Requirements

Parameter Base Quantity [Concentration MBI || SENiD C MESSUATMERTE | LNl
Loc Loc Frequency Type
Benzo(a)anthracene Da"Y Mmo_grams Effluent 001 |Quarterly COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Daily Micrograms | Effluent
Acenaphthylen 4 ; 1 rterl MP
cenaphthylene Maximum per Liter Gross 001 |Quarterly COMPOS
(ug/L)
M&R
Acenaphthene Dally Mlcrqgrams Effluent 001 |Quarterly COMPOS
Maximum per Liter Gross
(ug/L)
M&R
4-Chlorophenyl phenyl Dally Mlcrqgrams Effluent 001 |Quarterly COMPOS
ether Maximum per Liter Gross
(ug/L)
Notes (Discharge Limitations Table):
1. For monitor and report parameters, the Permittee shall report the maximum value, consistent with the measurement frequency.
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PROPOSED DRAFT 2 Permit No. NV0021261

Discharge Limitations Table for Sample Location 002 (External Outfall) To Be Reported Monthly

Discharge Limitations Monitoring Requirements
Parameter Base Quantity Concentration Monitoring Sample Measurement | Sample
Loc Loc Frequency Type
M&R
Million
Flow rate i(\)/eDrZye Gallons E(;f:lézgt 002 |[Continuous |METER
9 per Day
(Mgal/d)
M&R
Million
Flow rate Z\/Dea% e Gallons Eéf:lézgt 002 |Continuous |METER
g per Day
(Mgal/d)
M&R M&R
SSD,CS-day, 20 i(\)/eDr:ye P;Jru[r;(;s Milligrams per E(T;f:l;zgt 002 |Daily COMPOS
9: 9 b Yo lLiter (mg/L)
(Ib/d)
M&R
SSD’C5'day’ 20 ;\Z"’r‘g . Milligrams per Eg:‘;igt 002 |Daily COMPOS
g g Liter (mg/L)
M&R M&R
Solids, total 30 Day Pounds Milligrams per Effluent 002 |Daily COMPOS
suspended Average per Day . Gross
Liter (mg/L)
(Ib/d)
. M&R
fl:’;'d:’nfjoet? /Z\E)e?; . Milligrams per Eg:‘;igt 002 |Daily COMPOS
P g Liter (mg/L)
Monthly >=6.5
pH, minimuml! Average Standard Eéf:z(;gt 002 |Daily DISCRT
Minimum Units (SU)
Mabmum =9 Effluent
pH, maximum[!  [Monthly Standard Gross 002 |Daily DISCRT
Average Units (SU)
Minimum 7 >=6.5 Effluent
pH, minimumtt! Day Standard Gross 002 |Daily DISCRT
Average Units (SU)
Maximum 7 <=9 Effluent
pH, maximum@t! Day Standard Gross 002 |Dally DISCRT
Average Units (SU)
<= 400 Most
; Probable
Coliform, fecal _
) ?,?rzem“e Number per Eg:zzgt 002 |Daily DISCRT
genera 100ml T
(MPN/100mL)
M&R
Phosphorus, total - .
Pp[4] Z\Z’g . Milligrams per Eg:zigt 002 |Daily COMPOS
(as P) g Liter (mg/L)
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PROPOSED DRAFT 2 Permit No. NV0021261

Discharge Limitations Table for Sample Location 002 (External Outfall) To Be Reported Monthly

Discharge Limitations Monitoring Requirements
Parameter Base Quantity Concentration eI S MEZSTIETEE || SEnifp e
Loc Loc Frequency Type
M&R M&R
Nit : [ - .
rogen aTmonla 30 Day Pounds Milligrams per Effluent 002 |Dalily COMPOS
total (as N)I4 Average |per Day ) Gross
Liter (mg/L)
(Ib/d)
: - M&R
Nitrogen, ammonia . .
o Ig N4 Z\/Deag o Milligrams per Ecl;f:lézgt 002 |Daily COMPOS
otal (as N) 9 Liter (mg/L)
M&R M&R
Phosphate, ortho |30 Day Pounds Milligrams per Effluent 002 |Daily COMPOS
(as P) Average per Day : Gross
Liter (mg/L)
(Ib/d)
M&R
Phosphate, ortho |7 Day Milligrams per| Y€t 002 | Daily COMPOS
(as P) Average : Gross
Liter (mg/L)
M&R M&R
Nit [ [ -
I rogen, norganic 130 Day Pounds Milligrams per Effluent 002 [Weekly COMPOS
totall®! Average per Day Liter (mg/L) Gross
(Ib/d) 9
: . : M&R
Nitrogen, inorganic -
o I[g] g Z\Z"’r‘g . Milligrams per Eg:zigt 002 |Weekly COMPOS
ota g Liter (mg/L)
M&R M&R
Nitrogen, Kjeldahl, |30 Day Pounds Milligrams per Effluent 002 |Weekly COMPOS
total (as N) Average per Day , Gross
Liter (mg/L)
(Ib/d)
, . M&R
Nitrogen, Kjeldahl, |7 Day Milligrams per| ETMUeNt 1 565 lweekly COMPOS
total (as N) Average : Gross
Liter (mg/L)
M&R M&R
Nitrite plus nitrate |30 Day Pounds Milligrams per Effluent 002 |Weekly COMPOS
total 1 det. (as N) |Average per Day . Gross
Liter (mg/L)
(Ib/d)
- . M&R
Nitrite plus nitrate |7 Day Milligrams per Effluent 002 |Weekly COMPOS
total 1 det. (as N) |Average : Gross
Liter (mg/L)
M&R
Solids, total 30 Day Pounds M&R Effluent
_ 6 Milligrams per 002 [(Weekly COMPOS
dissolved!(®] Average |per Day ) Gross
Liter (mg/L)
(Ib/d)
, M&R
Solids, total -
dissolved!! Z\/Deegge Milligrams per Eéf:zzgt 002 [(Weekly COMPOS
ISsolve Liter (mg/L)
Temperature M&R
water deg. 30 Day Degrees Effluent 1 502 |weekly DISCRT
. Average Centigrade Gross
centigrade
(deg C)
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PROPOSED DRAFT 2 Permit No. NV0021261

Discharge Limitations Table for Sample Location 002 (External Outfall) To Be Reported Monthly

Discharge Limitations Monitoring Requirements
Parameter Base Quantity Concentration [/I(;):itoring fgtz:nple grzzsuugsgem ijg]eple
Temperature M&R
water deg. 7 Day Degrees Effluent 1 502 |weekly DISCRT
. Average Centigrade Gross
centigrade
(deg C)
. M&R
Oxygen, dissolved |30 Day Milligrams per Effluent 002 [Weekly DISCRT
(DO) Average . Gross
Liter (mg/L)
. M&R
Oxygen, dissolved |7 Day Milligrams per Effluent 002 [Weekly DISCRT
(DO) Average ) Gross
Liter (mg/L)
<= 200 Most
. L Probable
Coliform, fecal Logarithmic _
2] M J 3] Number per Eéf:z:t 002 |Daily DISCRT
genera ean 100ml T
(MPN/100mL)
M&R M&R
Phosph , total - .
osp4orus otal |30 Day Pounds Milligrams per Effluent 002 |Daily COMPOS
(as P)14 Average |per Day ) Gross
(Ib/d) Liter (mg/L)

Notes (Discharge Limitations Table):

.

Except as allowed in Part B.CH and Special Approvals/Conditions Table.

The discharge shall not exceed a log mean of 200 cfu or mpn per 100 ml over a 30 day period nor may more than 10 percent of the total samples
taken exceed 400 cfu or mpn per 100 ml.

Monthly Log Mean

See Part B.WLA and Special Approvals/Conditions Table.

See Special Approvals/Conditions Table.

See Part B.SC.

N

o0 khw
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PROPOSED DRAFT 2 Permit No. NV0021261

Discharge Limitations Table for Sample Location 002 (External Outfall) To Be Reported
Quarterly[l]

Discharge Limitations Monitoring Requirements
Parameter Base Quantity [Concentration SEHTEY [ SEAE W SITEES | SR
Loc Loc Frequency Type
M&R
. Daily Micrograms | Effluent
Cyanide, total (as CN) Maximum per Liter Gross 002 |Quarterly DISCRT
(ug/L)
. M&R Fibers
Asbestos Daily oer Milliiter | EMU€N 002 |Quarterly  |cOMPOS
Maximum : Gross
(Fib/mL)
2:3,7,8- Dail mi rams | Effluent
Tetrachlorodibenzo-p- y 9 002 |Quarterly COMPOS
dioxi Maximum per Liter Gross
ioxin
(ug/L)
M&R
Zinc, total recoverable Dally_/ 'V“"'gfams Effluent 002 |Quarterly COMPOS
Maximum per Liter Gross
(mglL)
M&R
Thallium, total recoverable Dally M'"'gfams Effluent 002 |Quarterly COMPOS
Maximum per Liter Gross
(mglL)
M&R
Silver total recoverable Da"Y 'V“"'gfams Effluent 002 |Quarterly COMPOS
Maximum per Liter Gross
(mglL)
M&R
Selenium, total recoverable Da"Y 'V“"'gfams Effluent 002 |Quarterly COMPOS
Maximum per Liter Gross
(mg/L)
M&R
Nickel, total recoverable Da"Y 'V“"'gfams Effluent 002 |Quarterly COMPOS
Maximum per Liter Gross
(mg/L)
M&R
Mercury, total recoverable Da“Y 'V“"'gfams Effluent 002 |Quarterly COMPOS
Maximum per Liter Gross
(mg/L)
M&R
Lead, total recoverable Da"Y 'V“"'gfams Effluent 002 |Quarterly COMPOS
Maximum per Liter Gross
(mg/L)
M&R
Daily Milligrams Effluent
Copper, total recoverable Maximum per Liter Gross 002 |Quarterly COMPOS
(mg/L)
M&R
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PROPOSED DRAFT 2 Permit No. NV0021261

Discharge Limitations Table for Sample Location 002 (External Outfall) To Be Reported

Quarterlyl]
Discharge Limitations Monitoring Requirements
Parameter Base Quantity [Concentration MBI SR E) MESSUETMERTE | LNl
Loc Loc Frequency Type
Chromium, total Dally_/ Mllllgrams Effluent 002 |Quarterly COMPOS
recoverable Maximum per Liter Gross
(mglL)
M&R
Cadmium, total recoverable Dally 'V“"'gfams Effluent 002 |Quarterly COMPOS
Maximum per Liter Gross
(mglL)
M&R
Beryllium, total recoverable |Daily Milligrams Effluent
(as Be) Maximum per Liter Gross 002 |Quarterly COMPOS
(mg/L)
M&R
Arsenic, total recoverable Da"Y 'V“"'gfams Effluent 002 |Quarterly COMPOS
Maximum per Liter Gross
(mg/L)
M&R
Antimony, total recoverable Da"Y 'V“"'gfams Effluent 002 |Quarterly COMPOS
Maximum per Liter Gross
(mg/L)
M&R
Daily Micrograms | Effluent
Phenol Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
Daily Micrograms | Effluent
Pentachlorophenol Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
: Daily Micrograms | Effluent
4-Nitrophenol Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
Daily Micrograms | Effluent
4-Chloro-3-methylphenol Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
: Daily Micrograms | Effluent
2-Nitrophenol Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
. Daily Micrograms | Effluent
2-Methyl-4,6-dinitrophenol Maximurm per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
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PROPOSED DRAFT 2 Permit No. NV0021261

Discharge Limitations Table for Sample Location 002 (External Outfall) To Be Reported
Quarterlyl]

Discharge Limitations Monitoring Requirements
Parameter Base Quantity [Concentration MBI SR E) MESSUETMERTE | LNl
Loc Loc Frequency Type
) Daily Micrograms | Effluent
2-Chlorophenol Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
) Daily Micrograms | Effluent
Indeno(1,2,3-cd)pyrene Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
Hexachloroethane Dally Mmo_grams Effluent 002 |Quarterly COMPOS
Maximum per Liter Gross
(ug/L)
M&R
: Daily Micrograms | Effluent
Hexachlorocyclopentadiene Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
Hexachlorobutadiene Da"Y Mlcrqgrams Effluent 002 |Quarterly COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Hexachlorobenzene Da“Y Mlcrqgrams Effluent 002 |Quarterly COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Fluorene Daily Micrograms | Effluent | > |5 aerly  |cOMPOS
Maximum per Liter Gross
(ug/L)
M&R
Methyl chloride Daily Micrograms | Effluent
(Chloromethane) Maximum per Liter Gross 002 |Quarterly DISCRT
(ug/L)
M&R
Methyl bromide Daily Micrograms | Effluent
(Bromomethane) Maximum per Liter Gross 002 |Quarterly DISCRT
(ug/L)
M&R
Daily Micrograms | Effluent
Ethylbenzene Maximum per Liter Gross 002 |Quarterly DISCRT
(ug/L)
M&R
Dichlorobromomethane Dally Mlcrqgrams Effluent 002 |Quarterly DISCRT
Maximum per Liter Gross
(ug/L)
M&R
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PROPOSED DRAFT 2 Permit No. NV0021261

Discharge Limitations Table for Sample Location 002 (External Outfall) To Be Reported
Quarterlyl]

Discharge Limitations Monitoring Requirements
Parameter Base Quantity [Concentration MBI SR E) MESSUETMERTE | LNl
Loc Loc Frequency Type
Dibromochloromethane Dally_/ Mlcrqgrams Effluent 002 |Quarterly DISCRT
Maximum per Liter Gross
(ug/L)
M&R
Chloroform Dally Mlcrqgrams Effluent 002 |Quarterly DISCRT
Maximum per Liter Gross
(ug/L)
M&R
Chloroethane Dally Mlcrqgrams Effluent 002 |Quarterly DISCRT
Maximum per Liter Gross
(ug/L)
M&R
Chlorobenzene Da"Y Mlcrqgrams Effluent 002 |Quarterly DISCRT
Maximum per Liter Gross
(ug/L)
M&R
Carbon tetrachloride Da"Y Mlcrqgrams Effluent 002 |Quarterly DISCRT
Maximum per Liter Gross
(ug/L)
M&R
Bromoform Da“Y Mlcrqgrams Effluent 002 |Quarterly DISCRT
Maximum per Liter Gross
(ug/L)
M&R
Daily Micrograms | Effluent
Benzene Maximum per Liter Gross 002 |Quarterly DISCRT
(ug/L)
M&R
- Daily Micrograms | Effluent
Acrylonitrile Maximum per Liter Gross 002 |Quarterly DISCRT
(ugiL)
M&R
. Daily Micrograms | Effluent
Acrolein Maximum per Liter Gross 002 |Quarterly DISCRT
(ug/L)
M&R
2-Chloroethyl vinyl ether, Daily Micrograms | Effluent
(mixed) Maximum per Liter Gross 002 |Quarterly DISCRT
(ug/L)
M&R
. Daily Micrograms | Effluent
1,3-Dichloropropene Maximunm per Liter Gross 002 |Quarterly DISCRT
(ug/L)
M&R
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PROPOSED DRAFT 2 Permit No. NV0021261

Discharge Limitations Table for Sample Location 002 (External Outfall) To Be Reported
Quarterlyl]

Discharge Limitations Monitoring Requirements
Parameter Base Quantity [Concentration MBI SR E) MESSUETMERTE | LNl
Loc Loc Frequency Type
trans-1,2-Dichloroethylene Dally_/ Mlcrqgrams Effluent 002 |Quarterly DISCRT
Maximum per Liter Gross
(ug/L)
M&R
. Daily Micrograms | Effluent
1,2-Dichloropropane Maximum per Liter Gross 002 |Quarterly DISCRT
(ug/L)
M&R
1,2-Dichloroethane Dally Mlcrqgrams Effluent 002 |Quarterly DISCRT
Maximum per Liter Gross
(ug/L)
M&R
A Daily Micrograms | Effluent
1,1-Dichloroethylene Maximum per Liter Gross 002 |Quarterly DISCRT
(ug/L)
M&R
1,1-Dichloroethane Da"Y Mlcrqgrams Effluent 002 |Quarterly DISCRT
Maximum per Liter Gross
(ug/L)
M&R
1,1,2-Trichloroethane Da"Y Mlcrqgrams Effluent 002 |Quarterly DISCRT
Maximum per Liter Gross
(ug/L)
M&R
1,1,2,2-Tetrachloroethane Da"Y Mlcrqgrams Effluent 002 |Quarterly DISCRT
Maximum per Liter Gross
(ug/iL)
M&R
1,1,1-Trichloroethane Daily Micrograms | Effluent | o> |oyarterly  |DISCRT
Maximum per Liter Gross
(ug/L)
M&R
Daily Micrograms | Effluent
Pyrene Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
Fluoranthene Dally Mlcrqgrams Effluent 002 |Quarterly COMPOS
Maximum per Liter Gross
(ug/L)
M&R
. Daily Micrograms | Effluent
Di-n-octyl phthalate Maximurm per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
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PROPOSED DRAFT 2 Permit No. NV0021261

Discharge Limitations Table for Sample Location 002 (External Outfall) To Be Reported
Quarterlyl]

Discharge Limitations Monitoring Requirements
Parameter Base Quantity [Concentration MBI SR E) MESSUETMERTE | LNl
Loc Loc Frequency Type
- Daily Micrograms | Effluent
Di-n-butyl phthalate Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
. Daily Micrograms | Effluent
Dimethyl phthalate Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
. Daily Micrograms | Effluent
Diethyl phthalate Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
Dibenzo(a,h)anthracene Da"Y Mlcrqgrams Effluent 002 |Quarterly COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Daily Micrograms | Effluent
Chrysene Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
Daily Micrograms | Effluent
Butyl benzyl phthalate Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
. Daily Micrograms | Effluent
Bis(2-ethylhexyl) phthalate Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/iL)
M&R
. . Daily Micrograms | Effluent
Bis(2-chloroisopropyl) ether Maximum per Liter Gross 002 |Quarterly COMPOS
(ugL)
M&R
. Daily Micrograms | Effluent
Bis(2-chloroethyl) ether Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
Bis(2- Daily Micrograms | Effluent
chloroethoxy)methane Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
Benzo(k)fluoranthene Dally Mlcrqgrams Effluent 002 |Quarterly COMPOS
Maximum per Liter Gross
(ug/L)
M&R
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PROPOSED DRAFT 2 Permit No. NV0021261

Discharge Limitations Table for Sample Location 002 (External Outfall) To Be Reported
Quarterlyl]

Discharge Limitations Monitoring Requirements
Parameter Base Quantity [Concentration MBI SR E) MESSUETMERTE | LNl
Loc Loc Frequency Type
. Daily Micrograms | Effluent
Benzo(ghi)perylene Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
Benzo(b)fluoranthene Daily Micrograms | Effluent | 5 |5 aterly  |cOMPOS
Maximum per Liter Gross
(ug/L)
M&R
Daily Micrograms | Effluent
Benzo(a)pyrene Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
Benzo(a)anthracene Da"Y Mlcrqgrams Effluent 002 |Quarterly COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Benzidine Da"Y Mlcrqgrams Effluent 002 |Quarterly COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Anthracene Da"Y Mlcrqgrams Effluent 002 |Quarterly COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Daily Micrograms | Effluent
Acenaphthylene Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
Daily Micrograms | Effluent
Acenaphthene Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
4-Chlorophenyl phenyl Dally Mlcrqgrams Effluent 002 |Quarterly COMPOS
ether Maximum per Liter Gross
(ug/L)
M&R
4-Bromophenyl phenyl Dally Mlcrqgrams Effluent 002 |Quarterly COMPOS
ether Maximum per Liter Gross
(ug/L)
M&R
3,3-Dichlorobenzidine Dally Mlcrqgrams Effluent 002 |Quarterly COMPOS
Maximum per Liter Gross
(ug/L)
M&R
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PROPOSED DRAFT 2 Permit No. NV0021261

Discharge Limitations Table for Sample Location 002 (External Outfall) To Be Reported
Quarterlyl]

Discharge Limitations Monitoring Requirements
Parameter Base Quantity [Concentration MBI SR E) MESSUETMERTE | LNl
Loc Loc Frequency Type
2-Chloronaphthalene Daily Micrograms | Effluent | 5 |5 aterly  |cOMPOS
Maximum per Liter Gross
(ug/L)
M&R
2.6-Dinitrotoluene Daily Micrograms | Effluent | 5 |5 aterly  |cOMPOS
Maximum per Liter Gross
(ug/L)
M&R
2.4-Dinitrotoluene Daily Micrograms | Effluent | 5 |5 aterly  |cOMPOS
Maximum per Liter Gross
(ug/L)
M&R
1,4-Dichlorobenzene Da"Y Mlcrqgrams Effluent 002 |Quarterly DISCRT
Maximum per Liter Gross
(ug/L)
M&R
1,3-Dichlorobenzene Da"Y Mlcrqgrams Effluent 002 |Quarterly DISCRT
Maximum per Liter Gross
(ug/L)
M&R
. , Daily Micrograms | Effluent
1,2-Diphenylhydrazine Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
1,2-Dichlorobenzene Da"Y Mlcrqgrams Effluent 002 |Quarterly DISCRT
Maximum per Liter Gross
(ug/L)
M&R
1,2,4-Trichlorobenzene Da"Y Mlcrqgrams Effluent 002 |Quarterly COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Phenanthrene Da")./ Mlcrqgrams Effluent 002 |Quarterly COMPOS
Maximum per Liter Gross
(ug/L)
M&R
: : : Daily Micrograms | Effluent
N-Nitrosodiphenylamine Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
: : . Daily Micrograms | Effluent
N-Nitrosodi-N-propylamine Maximurm per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
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Discharge Limitations Table for Sample Location 002 (External Outfall) To Be Reported
Quarterlyl]

Discharge Limitations Monitoring Requirements
Parameter Base Quantity [Concentration MBI SR E) MESSUETMERTE | LNl
Loc Loc Frequency Type
N-Nitrosodimethylamine Daily Micrograms | Effluent
(NDMA) Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
Nitrobenzene Daily Micrograms | Effluent | 0> |0 arterly  |comPos
Maximum per Liter Gross
(ug/L)
M&R
Daily Micrograms | Effluent
Naphthalene Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
Daily Micrograms | Effluent
Isophorone Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
i Daily Micrograms | Effluent
2,4-Dinitrophenol Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
A Daily Micrograms | Effluent
2,4-Dimethylphenol Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
I~ Daily Micrograms | Effluent
2,4-Dichlorophenol Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
2.4,6-Trichlorophenol Daily Micrograms | Effluent | > |5 aerly  |cOMPOS
Maximum per Liter Gross
(ug/L)
M&R
Daily Micrograms | Effluent
Toxaphene Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
PCB-1260 Daily Micrograms | Effluent | > |~ aerly  |cOMPOS
Maximum per Liter Gross
(ug/L)
M&R
PCB-1254 Daily Micrograms | Effluent | > |5 arery  |compOs
Maximum per Liter Gross
(ug/L)
M&R

901 S. Stewart Street, Suite 4001 « Carson City, Nevada 89701-5249 « p: 775.687.4670 ¢ f: 775.687.5856 * ndep.nv.gov Page 29 / 46



PROPOSED DRAFT 2 Permit No. NV0021261

Discharge Limitations Table for Sample Location 002 (External Outfall) To Be Reported
Quarterlyl]

Discharge Limitations Monitoring Requirements
Parameter Base Quantity [Concentration MBI SR E) MESSUETMERTE | LNl
Loc Loc Frequency Type
PCB-1248 Daily Micrograms | Effluent | 45 |5 aterly  |cOMPOS
Maximum per Liter Gross
(ug/L)
M&R
PCB-1242 Daily Micrograms | Effluent | o> |oarterly  |comPos
Maximum per Liter Gross
(ug/L)
M&R
PCB-1232 Daily Micrograms | Effluent | 5 |5 aterly  |cOMPOS
Maximum per Liter Gross
(ug/L)
M&R
PCB-1221 Daily Micrograms | Effluent | 5 |5 aterly  |cOMPOS
Maximum per Liter Gross
(ug/L)
M&R
PCB-1016 Daily Micrograms | Effluent | > |5 aerly  |cOMPOS
Maximum per Liter Gross
(ug/L)
M&R
. Daily Micrograms | Effluent
Heptachlor epoxide Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
Daily Micrograms | Effluent
Heptachlor Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
) Daily Micrograms | Effluent
.gamma.-BHC Maximunm per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
. Daily Micrograms | Effluent
Endrin aldehyde Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
. Daily Micrograms | Effluent
Endrin Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
Endosulfan sulfate Dally Mlcrqgrams Effluent 002 |Quarterly COMPOS
Maximum per Liter Gross
(ug/L)
M&R
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Discharge Limitations Table for Sample Location 002 (External Outfall) To Be Reported
Quarterlyl]

Discharge Limitations Monitoring Requirements
Parameter Base Quantity [Concentration MBI SR E) MESSUETMERTE | LNl
Loc Loc Frequency Type
Dieldrin Daily Micrograms | Effluent | o> |oarterly  |comPos
Maximum per Liter Gross
(ug/L)
M&R
delta.-BHC Daily Micrograms | Effluent | 5 |5 aerly  |cOMPOS
Maximum per Liter Gross
(ug/L)
M&R
Chlordane (tech mix. and |Daily Micrograms | Effluent
metabolites) Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
.beta.-Endosulfan Da"Y Mlcrqgrams Effluent 002 |Quarterly COMPOS
Maximum per Liter Gross
(ug/L)
M&R
beta.-BHC Daily Micrograms | Effluent | 5 |5 aterly  |cOMPOS
Maximum per Liter Gross
(ug/L)
M&R
i Daily Micrograms | Effluent
.alpha.-Endosulfan Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
i Daily Micrograms | Effluent
.alpha.-BHC Maximum per Liter Gross 002 |Quarterly COMPOS
(ugiL)
M&R
. Daily Micrograms | Effluent
Aldrin Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
4,4-DDT Daily Micrograms | Effluent | > |5 aerly  |cOMPOS
Maximum per Liter Gross
(ug/L)
M&R
4,4-DDE Daily Micrograms | Effluent | > |~ ey |cOMPOS
Maximum per Liter Gross
(ug/L)
M&R
4,4-DDD Daily Micrograms | Effluent | 5 |5 arery  |compOs
Maximum per Liter Gross
(ug/L)
M&R
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Discharge Limitations Table for Sample Location 002 (External Outfall) To Be Reported
Quarterlyl]

Discharge Limitations Monitoring Requirements
Parameter Base Quantity [Concentration MBI SR E) MESSUETMERTE | LNl
Loc Loc Frequency Type
. . Daily Micrograms | Effluent
Vinyl chloride Maximum per Liter Gross 002 |Quarterly DISCRT
(ug/L)
M&R
. Daily Micrograms | Effluent
Trichloroethylene Maximum per Liter Gross 002 |Quarterly DISCRT
(ug/L)
M&R
Daily Micrograms | Effluent
Toluene Maximum per Liter Gross 002 |Quarterly DISCRT
(ug/L)
M&R
Daily Micrograms | Effluent
Tetrachloroethylene Maximum per Liter Gross 002 |Quarterly DISCRT
(ug/L)
M&R
. Daily Micrograms | Effluent
Methylene chloride Maximum per Liter Gross 002 |Quarterly DISCRT
(ug/L)

Notes (Discharge Limitations Table):

1. For monitor and report parameters, the Permittee shall report the maximum value, consistent with the measurement frequency.
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Discharge Limitations Table for Sample Location Inf (Influent Structure) To Be Reported Monthly

Discharge Limitations Monitoring Requirements
Parameter Base Quantity Concentration Monitoring Sample |Measurement | Sample
Loc Loc Frequency Type
M&R
Flow, in conduit or |30 Day Million Raw Sewage :
' Gallons per INF |Continuous |METER
thru treatment plant |Average Day Influent
(Mgal/d)
M&R
Flow, in conduit or |7 Da Million Raw Sewage
' y Gallons per 9 INF |Continuous |METER
thru treatment plant |Average Day Influent
(Mgal/d)
M&R
BOD, 5-day, 20 30 Day Mllllgrams Raw Sewage INF | Daily COMPOS
deg. C Average per Liter Influent
(mg/L)
M&R
BOD, 5-day, 20 7 Day Mllllgrams Raw Sewage INF | Daily COMPOS
deg. C Average per Liter Influent
(mglL)
M&R
Solids, total 30 Day Mllllgrams Raw Sewage INF | Daily COMPOS
suspended Average per Liter Influent
(mglL)
M&R
Solids, total 7 Day Mllllgrams Raw Sewage INF | Daily COMPOS
suspended Average per Liter Influent
(mg/L)

901 S. Stewart Street, Suite 4001 « Carson City, Nevada 89701-5249 « p: 775.687.4670 ¢ f: 775.687.5856 * ndep.nv.gov Page 33 /46



PROPOSED DRAFT 2 Permit No. NV0021261

Discharge Limitations Table for Sample Location Sum (Sum) To Be Reported Monthly[l]

Discharge Limitations Monitoring Requirements
Parameter Base Quantity Concentration HoRlieinY SEIES LERSIEES el
Loc Loc Frequency Type
<=150
Million
30 Day Effluent
2
Flow ratel? Average Gallons per Gross SUM |Monthly CALCTD
Day
(Mgal/d)
M&R
Million
Flow rate 7 Day Gallons per Effluent SUM [Monthly CALCTD
Average Gross
Day
(Mgal/d)
<=37530 |[<=30
BOD, 5-day, 20 30 Day Pounds M|II|grams Effluent SUM |Monthly CALCTD
deg. C Average |per Day per Liter Gross
(Ib/d) (mg/L)
M&R <=45
BOD, 5-day, 20 7 Day Pounds Milligrams Effluent
deg. C Average |per Day per Liter Gross SUM | Monthly CALCTD
(Ib/d) (mg/L)
Monthly _
BOD, 5-day, Average >= 85 Percent | sum |Monthly CALCTD
percent removal L Percent (%) Removal
Minimum
<=37530 ([<=30
Solids, total 30 Day Pounds Mllllgrams Effluent SUM |Monthly CALCTD
suspended Average |per Day per Liter Gross
(Ib/d) (mg/L)
M&R <=45
Solids, total 7 Day Pounds M|II|grams Effluent SUM |Monthly CALCTD
suspended Average |per Day per Liter Gross
(Ib/d) (mg/L)
. Monthly _
Solids, suspended Average >=85 Percent SUM |Monthly CALCTD
percent removal . Percent (%) Removal
Minimum
M&R
Phosph , total
osp3orus otal |30 Day Pounds Effluent SUM |Monthly CALCTD
(as P)B! Average |per Day Gross
(Ib/d)
M&R
Nit : [
itrogen ar;moma 30 Day Pounds Effluent SUM |Monthly CALCTD
total (as N)I! Average |per Day Gross
(Ib/d)

Notes (Discharge Limitations Table):

This table is for the combined flow through Outfalls 001 and 002. Composite samples may be mathematically calculated.

When reporting mathematical composites, values reported shall be from simultaneous flow weighted samples.
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Where Q = Flow and C = Concentration [(QC; + Q,C, + Q,Cy +...)/(Q1+Qo+Qy+ )]

The 150 MGD limit applies to the sum of the Permittee's discharges through Outfall 001 and 002.
See Part B.WLA and Special Approvals/Conditions.
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Waste Load Allocation (WLA) Receiving Water Table

Receiving Water

LAS VEGAS WASH
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Permittee Waste Load Allocation (WLA) Outfall Tablelll

Qutfall

Outfall SUM Latitude: 36.1092500N Longitude: -115.023550W

Outfall 001 Latitude: 36.1117670N Longitude: -115.024005W

Outfall 002 Latitude: 36.1119840N Longitude: -115.034015W

Notes (Permittee Waste Load Allocation (WLA) Outfall Table):

1. The WLA applies to the combined loading from Outfalls 001 and 002.
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Waste Load Allocation (WLA) Dischargers Table

Dischargers Facility

NV0021261 - FLAMINGO WATER RESOURCE CENTER (04/01/2015 - 03/31/2020)

NV0020133 - CITY OF LAS VEGAS (04/01/2015 - 03/31/2020)

NV0022098 - KURT R. SEGLER WATER RECLAMATION FACILITY (04/01/2015 - 03/31/2020)

NV0023647 - CITY OF NORTH LAS VEGAS WATER RECLAMATION FACILITY (04/01/2015 -
03/31/2020)
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Cumulative Waste Load Allocation (WLA) Table

Constituent
(Ibs/day)

Start
Date

End
Date

Total Max
Daily Load
(TMDL)
Allowed

Discharger

Individual
Waste Load
Allocation
(IWLA)

SWLA

NV0020133 - CITY OF LAS VEGAS
(04/01/2015 - 03/31/2020)

NV0021261 - FLAMINGO WATER
RESOURCE CENTER (04/01/2015 -
03/31/2020)

NV0022098 - KURT R. SEGLER WATER
RECLAMATION FACILITY (04/01/2015 -
03/31/2020)

NV0023647 - CITY OF NORTH LAS
VEGAS WATER RECLAMATION
FACILITY (04/01/2015 - 03/31/2020)

NV0020133 - CITY OF LAS VEGAS
(04/01/2015 - 03/31/2020)

NV0021261 - FLAMINGO WATER
RESOURCE CENTER (04/01/2015 -
03/31/2020)

NV0022098 - KURT R. SEGLER WATER
RECLAMATION FACILITY (04/01/2015 -
03/31/2020)

NV0023647 - CITY OF NORTH LAS
VEGAS WATER RECLAMATION
FACILITY (04/01/2015 - 03/31/2020)

Phosphorus, 334

total (as P)

April,
2015

April,
2020

2
334[2 79

182

43

30

Nitrogen, 970
ammonia

total (as N)

April,
2015

April,
2020

1
970l 230

527

126

87

Notes (Cumulative Waste Load Allocation (WLA) Table):

1. This WLA only applies April 1 - September 30; no limit applies the rest of the year.
2. This WLA only applies March 1 - October 31; no limit applies the rest of the year.

Proposed Technology Based Effluent Limitations:

Federal regulations at 40 CFR section 133 require publicly owned treatment works to achieve specified
limits in discharged BOD, suspended solids, and pH.  The permit includes these limits. No changes are
proposed to the existing requirements.

Proposed Water Quality-Based Effluent Limitations:

The Nevada water guality standards require that point source discharges not cause a violation of any
applicable water quality standards in the receiving water, nor interfere with the attainment or maintenance of
beneficial uses. The following Water Quality-Based Effluent Limitations (WQBEL) requirements from NAC
445A.2156 are included in the permit to ensure that the discharge does not cause water quality standard
violations. In addition, the permit requires monitoring and reporting of constituents which are present in the
discharge and the subject of ambient water quality standards. = No changes are proposed to the existing
requirements.

Total Dissolved Solids: The permit includes the goal of not more than a 400 mg/L increase in TDS over the
drinking water supply, a goal established by the Colorado River Salinity Forum. The Permittee has
implemented the salinity public education required by the permit. This activity is a continuing requirement of
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the proposed permit. No changes are proposed from existing requirements.

Dissolved Oxygen: The WQBEL for dissolved oxygen (DO) includes the goal of establishing aerobic
conditions in the Las Vegas Wash rather than a standard. The goal of aerobic conditions is intended to
mean the absence of objectionable odors that may be caused by wastewater discharges in excess of
existing odors. The permit includes the monitoring and reporting of DO in the discharge. No changes are
proposed from existing requirements.

pH and Nitrogen Species: See special conditions section below.

Suspended Solids: See technology based effluent limitations section above.

Fecal Coliform: See fecal coliform section below.

Waste Load Allocation:

Phosphorus and Ammonia: The Permittee is authorized to discharge the waste loads listed in the Waste
Load Allocation (WLA) Table for Total Phosphorus as P and Total Ammonia as N to the Las Vegas Wash.
The WLA applies to the combined loading from Outfalls 001 and 002. This permit condition constitutes a
cooperative agreement between the City of Las Vegas, Clark County Water Reclamation District, City of
Henderson, and City of North Las Vegas (hereinafter Dischargers) to allow discharge flexibility. Each facility
has an Individual Waste Load Allocation (IWLA) and there is a Sum of Individual Waste Load Allocations
(SUM of IWLA) defined in the Waste Load Allocation table above.

Rationale for Permit Requirements:

The Permittee is proposing to continue to discharge treated wastewater that meets Water Quality Standards
identified in NAC 445A. Monitoring is required to assess the level of treatment being provided. The basic
limits for secondary treatment are included.

Fecal Coliform:

Water quality standards for the Las Vegas Wash specify fecal coliform requirements to be imposed on
discharges. Water quality standards for Lake Mead include standards for fecal coliform. These standards
have been imposed as effluent limits on discharges into the Wash and Lake Mead. No changes are
proposed to the existing requirements.

Total Residual Chlorine:

Water quality standards for the Las Vegas Wash prohibit the discharge of toxic substances in toxic
amounts. The Permittee dechlorinates the effluent to remove free chlorine. An excess of the dechlorinating
agent is used to ensure that no free chlorine remains. The effluent limit of 0.1 mg/L Total Residual Chlorine
is included in the permit as an indicator that no free chlorine is present in the effluent. No changes are
proposed to the existing requirements.

WET Testing:

Acute WET Testing: Acute whole effluent toxicity requirements have been imposed to prevent discharges
of toxic substances in toxic amounts. No changes are proposed to the existing requirements.
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Chronic WET Testing: The Permittee previously conducted a chronic whole effluent toxicity testing study
and determined that the effluent was not chronically toxic. The permit requires additional chronic WET
testing to ensure that chronic toxicity does not appear. No changes are proposed to the existing

requirements.
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Special Conditions:

In addition to the technology based effluent limitations and the water quality based effluent limitations, the
permit includes standard conditions required by 40 CFR section 122.41, including requirements on duty to
comply, duty to reapply, need to halt or reduce activity not a defense, duty to mitigate, proper operation and
maintenance, permit actions, property rights, duty to provide information, inspection and entry, monitoring
and records, signatory requirement, reporting requirements (including planned change, anticipated
noncompliance, transfers, monitoring reports, compliance schedules, 24-hour reporting, and other non-
compliance), bypass requirements, and upset requirements. In addition, the permit includes the following
special conditions. No changes are proposed to the existing requirements.

Total inorganic nitrogen and pH: The Dischargers are required to determine whether Las Vegas Wash
complies with the RMHQ criterion for total inorganic nitrogen and for the beneficial use standard for pH. If
the Permittee and other dischargers determine that the Wash has exceeded these criteria, they must
consider whether reasonable changes would result in compliance and report to the Division.

The Las Vegas Wash is highly buffered and alkaline. Nitrification (alone) lowers pH and alkalinity.

Specifically, while the table list's 6.5-9.0, NDEP has added language into the Special Approvals / Conditions
Table and a section concerning Chlorine Residual and pH Effluent Limitations requiring a Confirmation of
Standards of Compliance Report. These permit conditions are to ensure no reasonable potential for the pH
of the Wash to be outside the Water Quality Standard range.

Biosolids: The permit includes requirements on the disposal or reuse of biosolids. No changes are
proposed to the existing requirements.

Pretreatment: The permit includes requirements for a pretreatment program, which the Permittee has
established. No changes are proposed to the existing requirements.

Miscellaneous: The permit includes miscellaneous requirements for odors, fencing, fees, operator
qualifications, etc. No changes are proposed to the existing requirements.

Effluent Monitoring: The permit includes extensive effluent monitoring requirements for all substances
subject to effluent limitations or included in ambient water quality standards.

SA — Special Approvals / Conditions Table

Item

" Description

Confirmation of Standards of Compliance Report:

The Permittee shall coordinate with the other dischargers identified in the WLA table to determine
whether on an annual basis the 95th percentile of the monitoring data for the Las Vegas Wash complies
with the 20 mg/L total inorganic nitrogen (TIN) water quality standard at the control point, Las Vegas
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Wash 2 (LVW2, LW6.05), and whether the pH at LVW2 (LW6.05) complies with the water quality
standard of 6.5 - 9.0 standard units.

The results of these determinations shall be reported in the annual report.

If the Permittee finds the Las Vegas Wash is not in compliance with the water quality standards, the
Permittee shall:

(a) Consider whether reasonable changes in the Permittee’s discharge from any outfall would result in
compliance;

(b) Coordinate with the other dischargers identified in the WLA table to consider whether coordinated
reasonable changes would achieve compliance; and

(c) Submit a report to the Division explaining the analytical process and conclusions.

For those parameters sampled weekly or less frequently, the Permittee shall report the single value
instead of the 7-day or 30-day average.

The collection, treatment and disposal facilities shall be designed and constructed as required by NAC
445A.284, except as provided in the NDEP’s “Plan and Specification Review Policy for Collection and
Treatment Systems in Clark County” latest edition.

Ambient Water Quality

Lake Mead and Las Vegas Wash Monitoring:

The Dischargers shall jointly submit an annual plan for monitoring ambient water quality in Lake Mead
and the Las Vegas Wash during the following year. The Permittee shall implement its portion of the
plan beginning January 1st of each year. The joint monitoring plan shall include, as a minimum, the

following:

The identification of at minimum three locations in the Las Vegas Wash at which water quality will be
routinely monitored.

(a) The identification of at minimum five locations within Lake Mead at which water quality will be
routinely monitored, including at least one station near the mouth of the Las Vegas Wash.

(b) An identification of the depths at which each station will be sampled.

(c) An explanation of why the station locations and depths were chosen.

(d) A schedule for monitoring water quality at the selected stations, at minimum biweekly in the Las
Vegas Wash and, during April through September, in Lake Mead.

(e) A list of parameters to be monitored, including at minimum chlorophyll (in epilimnetic samples), total
phosphorus, ortho phosphorus, nitrate, ammonia, dissolved oxygen, conductivity, temperature, pH, and

fecal coliforms or E. coli.

(f) If the Permittee is unable to reach agreement with the other dischargers, the Permittee shall submit
an explanation and a proposed individual monitoring plan.

(g) An Ambient Water Quality Report shall be submitted to NDEP for review annually describing the
results of the previous calendar year.
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| 5 \Except as otherwise specified, the permittee shall report the Maximum 7-Day Average Value.

Reasonable Potential Analysis and Antidegradation Review:

An analysis was performed to determine whether there were any pollutants or pollutant parameters (either
conventional, nonconventional, or toxic pollutants) that are or may be discharged at a level which will cause,
have the reasonable potential to cause, or contribute to an excursion above any State water quality
standard, including State narrative criteria for water quality. No reasonable potential was found.

Flow:
The combined 30-day average Flow rate for outfalls 001 and 002 is limited to 150 MGD

Corrective Action Sites:

There is one remediation sites within one mile of the subject facility, site H-000843 - Clark County School
District. No significant impact on the remediation site activities is expected from the proposed discharge.

Wellhead Protection Program:

The facility is not within 6000" of a public water supply. A Wellhead Protection Area (WPA) has not been
established for this area.
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Schedule of Compliance:

SOC — Schedule of Compliance Table

Itim Description Due Date
1 The Permittee shall submit a revised Operation & Maintenance (O&M) Manual to the 4/28/2016
Nevada Division of Environmental Protection (NDEP) for review.
Results of the Confirmation of Standards of Compliance (TIN) determinations shall be
2 : 1/28/2016
reported in the annual report.
3 |Permittee shall submit an Ambient Water Quality Plan to NDEP for review!1] 10/28/2015
4 |The Ambient Water Quality Report shall be submitted to NDEP for review annually 4/28/2016
5 |Permittee shall submit an Chronic Toxicity Study Plan to NDEP for review. 7/28/2015
6 |Permittee shall submit an Chronic Toxicity Study Report to NDEP for review. 10/28/2016
7 The permittee shall evaluate their Pretreatment program once every permit cycle and 10/28/2016
provide a written technical evaluation to EPA and NDEP of the need to revise local limits
The Permittee shall submit annually a report to the NDEP and EPA describing its
8 . , 4/28/2016
pretreatment activities over the previous year.
The Permittee shall submit a Biosolids Monitoring Report (BMR) for the previous calendar
9 1/28/2016
year to NDEP.
The Permittee shall report all instances of noncompliance not reported under Section C
10 |(Noncompliance, Unauthorized Discharge, Bypassing and Upset) at the time monitoring ~ [7/28/2015
reports are submitted. (SSO Report).

Notes (Schedule of Compliance Table):

1. The Ambient Water Quality Plan is a joint submittal that includes the City of Henderson, City of Las Vegas, City of North Las Vegas, and Clark
County Major dischargers.
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Deliverable Schedule:

DLV- Deliverable Schedule for Reports, Plans, and Other Submittals

Item Description Interval AL TG
# Due Date
1 |Quarterly DMR and reports Quarterly|7/28/2015
Annual Report - Including Salinity Control, Confirmation of Standards of
2 Complianclz, (TIN), and VQ\JIET rep):)rts Annually \1/28/2016
3 |Ambient Water Quality Report Annually |4/28/2016
4 |IWLA Quarterly Report Quarterly|7/28/2015
5 |Annual Pretreatment Report Annually |1/28/2016
6 |[Annual BMR Report Annually |1/28/2016
7 |Quarterly SSO Report Quarterly|7/28/2015

Procedures for Public Comment:

The Notice of the Division's intent to issue a permit authorizing the facility to discharge to surface waters of
the State of Nevada subject to the conditions contained within the permit, is being senttothe  Las Vegas
Review Journal, Las Vegas Sun for publication. The notice is being mailed to interested persons on our
mailing list. Anyone wishing to comment on the proposed permit can do so in writing until 5:00 P.M.
2/18/2015 , a period of 30 days following the date of the public notice. The comment period can be
extended at the discretion of the Administrator.

A public hearing on the proposed determination can be requested by the applicant, any affected State, any
affected interstate agency, the Regional Administrator of EPA Region IX or any interested agency, person
or group of persons. The request must be filed within the comment period and must indicate the interest of
the person filing the request and the reasons why a hearing is warranted. Any public hearing determined by
the Administrator to be held must be conducted in the geographical area of the proposed discharge or any
other area the Administrator determined to be appropriate. All public hearings must be conducted to
accordance with NAC 445A.238.

The final determination of the Administrator may be appealed to the State Environmental Commission
pursuant to NRS 445A.605.

Proposed Determination:
The Division has made the tentative determination to issue / re-issue the proposed 5-year permit.

Prepared by: Clifford M. Lawson, P.E.
Date: 1/8/2015
Title: Supervisor Permits Branch
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