NEVADA DIVISION OF STATE OF NEVADA

Department of Conservation & Natural Resources

E NVI Ro N M E N TA L Brian Sandoval, Governor
PROT ECTI o N Leo M. Drozdoff, P.E., Director
David Emme, Administrator

FACTSHEET
(pursuant to NAC 445A.236)

Permittee Name: APEX INDUSTRIAL PROCESSING, LLC
7100 TRADING POST LANE
LAS VEGAS, NV - 89128

Permit Number: NS2016510

Location: APEX INDUSTRIAL PROCESSING, LLC, CLARK
13350 GRAND VALLEY PARKWAY, NORTH LAS VEGAS, NV - 89165
LATITUDE: 36.380995, LONGITUDE: -114.930786
TOWNSHIP: 18S, RANGE: 63E, SECTION: 15

Outfall / : Well -
Location Outfall|Outfall |Outfall[ Outfall . . Receiving
Well Outfall / Well Name Log . . Latitude|Longitude
Type City | State | Zip |County Water
Num Num
001 EVAPORATION POND B External LAS  Inv 89128 [CLARK [36.379732|-114.931190 [GROUNDWATER
Outfall VEGAS
002 EVAPORATION POND A External LAS  Inv 89128 |CLARK [36.3804 |-114.931234 |GROUNDWATER
Outfall VEGAS
TRUCK FILLING STATION FROM External LAS
003 TANK Outtall veEaas NV 80128 |CLARK [36.380865[-114.930630 |GROUNDWATER
TRUCK FILLING STATION FROM External LAS
004 POND B el veEaas NV 89128 |CLARK [36.380034[-114.930481 |GROUNDWATER
EVAPORATION POND A- BEFORE | . LAS
005 ANY NURSERY WATER IS outtal VEGAs NV 89128 |CLARK [36.3804 |-114.931234 |GROUNDWATER
ACCEPTED AT API
SUM OF DISCHARGES TO 001 AND [External LAS
SUM 002 Outtall vEaas NV 80128 |[CLARK [36.38 -114.93 GROUNDWATER
General:

Apex Industrial Processing, LLC (AIP) is planning to relocate MK Environmental's existing facility
(NS2011509, A Honey Wagon) at 11101 US Highway 93 North to a new location approximately 4,000 feet
southeast from the existing location and continue to process grease trap waste generated in municipal and
industrial food preparation facilities. AIP will also process grit trap waste from a variety of commercial and
light industrial facilities including but not limited to car washes, auto parts rebuilders, automotive service
shops, and truck maintenance facilities, as well as water generated at hydroponic farming, nursery, and
quarry operations. The facility will have two separate waste streams going to two separate outfalls.

Discharge Characteristics:

Grease trap and food waste process water will be separately processed from all other waste streams using
the existing equipment from A Honey Wagon. Grease trap and food waste process water received will be
processed using the existing filters, filter press, holding/treatment tanks and sand separators. The process
water from this waste stream will be discharged to the double-lined with leak detection Evaporation Pond B
(Outfall 001), sent to a truck fill station for reuse from the holding tank (Outfall 004), or sent from
Evaporation Pond B to a truck fill station for reuse (Outfall 003).

The facility for processing commercial and light industrial waste streams will be built in a second phase, and
will discharge to the double-lined with leak detection Evaporation Pond A (Outfall 002 and Outfall 005).
Plans and a process flow diagram for the commercial and light industrial treatment system will be submitted
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PROPOSED DRAFT 2 Permit No. NS2016510

to NDEP for approval prior to construction and this outfall will be added as a Minor Modification not requiring
public notice.

Receiving Water:

The receiving water is groundwater of the state of Nevada. Depth to groundwater is approximately 600 feet
below ground surface.

Summary of Changes From Previous Permit:
This new permit is for a new owner and location for A Honey Wagon, NS2011509.
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PROPOSED DRAFT 2 Permit No. NS2016510

NS OTHER - Discharge Limitations Table for Sample Location 003 (External Outfall) To Be
Reported Monthly

Discharge Limitations Monitoring Requirements
Parameter Base Quantity Concentration Monitoring Sl RIS et
Loc Loc Frequency Type
<=30.0
Solids, total Monthly Mllhgrams Prior to 003 |Monthly DISCRT
suspended Average per Liter Reuse
(mg/L)
Monthly >=6.0 Prior to
pH, minimum Average Standard Reuse 003 |Monthly DISCRT
Minimum Units (SU)
Maximum <=9.0 Prior to
pH, maximum Monthly Standard R 003 |Monthly DISCRT
. euse
Average Units (SU)
<= 200
Colony
Coliform, fecal Monthly - Formlng Prior to 003 |Monthly DISCRT
general Geometric Units per Reuse
100mI T
(CFU/100mL)
M&R
Flow rate Mon_thly Gallons Prior to 003 |Continuous |METER
Maximum |per Day Reuse
(gal/d)
M&R
Flow rate Monthly Gallons Prior to 003 |Continuous |METER
Average |per Day Reuse
(gal/d)
<=30.0
BOD, 5-day Monthly Milligrams Priorto 1 553 Ivonthly DISCRT
Average per Liter Reuse
(mg/L)
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PROPOSED DRAFT 2 Permit No. NS2016510

NS OTHER - Discharge Limitations Table for Sample Location 004 (External Outfall) To Be
Reported Monthly

Discharge Limitations Monitoring Requirements
Parameter Base Quantity Concentration Monitoring SR (EIERIEN | SElipl
Loc Loc Frequency Type
Monthly >=6.0 Prior to
pH, minimum Average Standard Reuse 004 [Monthly DISCRT
Minimum Units (SU)
Maximum <=9.0 Prior to
pH, maximum Monthly Standard 004 |Monthly DISCRT
. Reuse
Average Units (SU)
M&R
Flow rate Monthly Gallons Prior to 004 |Continuous |METER
Average |per Day Reuse
(gal/d)
M&R
Flow rate Mon_thly Gallons Prior to 004 |Continuous |METER
Maximum |per Day Reuse
(gal/d)
<=30.0
BOD, 5-day Monthly Milligrams Priorto 1 564 [Monthly DISCRT
Average per Liter Reuse
(mglL)
<=30.0
Solids, total Monthly Mllllgrams Prior to 004 |Monthly DISCRT
suspended Average per Liter Reuse
(mg/L)
<= 200
Colony
Coliform, fecal Monthly ' Formmg Prior to 004 |Monthly DISCRT
general Geometric Units per Reuse
100mI T
(CFU/100mL)
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PROPOSED DRAFT 2 Permit No. NS2016510

Ponds / Rapid Infiltration Basins for Sample Location 001 (External Outfall) To Be Reported
Monthly

Discharge Limitations Monitoring Requirements
Parameter Base Quantity Concentration Monitoring ST G PEEENLENCIE Sl
Loc Loc Frequency Type
M&R
Million
Flow rate Mon_thly Gallons per Effluent 001 |Continuous |METER
Maximum Gross
Day
(Mgal/d)
M&R
Million
Flow rate Monthly Gallons per Effluent 001 |Continuous |METER
Average Gross
Day
(Mgal/d)
>=6.0
pH, minimum Mpr_lthly Standard Effluent 001 [Monthly DISCRT
Minimum . Gross
Units (SU)
<=11.0
pH, maximum Monthly Standard Effluent 1551 [Monthly DISCRT
Maximum . Gross
Units (SU)
>=2.0
Oxygen, dissolved |Monthly Milligrams Effluent
(DO) Minimum per Liter Gross 001 |Monthly DISCRT
(mg/L)
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PROPOSED DRAFT 2 Permit No. NS2016510

Ponds / Rapid Infiltration Basins for Sample Location 001 (External Outfall) To Be Reported

Quarterly
Discharge Limitations Monitoring Requirements
Parameter Base Quantity Concentration |Monitoring Loc Sample |Measurement |Sample
Loc Frequency Type
<=1280
Monthly Gallons per See
Flow rate . 001 uarterl METER
Maximum |Day Footnotel? Q y
(gal/d)Bl
Quarterly >= 2.0 Feet See
Fr r . 1 rterl DISCRT
eeboard Ninimurm M Footnotel] 001 |Quarterly SC

Notes (Ponds / Rapid Infiltration Basins):

Staff gauge for Pond B.
Leak detection sump for Pond B.
Based on 500 gallons per acre per day for a 2.56-acre pond. See section B.PB.13.4.
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PROPOSED DRAFT 2 Permit No. NS2016510

Ponds / Rapid Infiltration Basins for Sample Location 001 (External Outfall) To Be Reported

Annually
Discharge Limitations Monitoring Requirements
Parameter Base Quantity Concentration Monitoring Sl RN eI
Loc Loc Frequency Type
<=1.0
Hydrocarbon | . Milligram Effluen
ydrocarbons, total |y, imum grams uent | oo1 |Annual DISCRT
petroleum per Liter Gross
(mg/L)
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PROPOSED DRAFT 2 Permit No. NS2016510

Ponds / Rapid Infiltration Basins for Sample Location 002 (External Outfall) To Be Reported
Monthly

Discharge Limitations Monitoring Requirements
Parameter Base Quantity Concentration Monitoring SIS RIS SRl
Loc Loc Frequency Type
M&R Million
Flow rate Monthly —Gallons per Effluent 1 502 |continuous  |METER
Maximum |Day Gross
(Mgal/d)
M&R Million
Flow rate Monthly - |Gallons per Effluent 1 502 |continuous  |METER
Average |Day Gross
(Mgal/d)
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PROPOSED DRAFT 2 Permit No. NS2016510

Ponds / Rapid Infiltration Basins for Sample Location 002 (External Outfall) To Be Reported
Quarterly

Discharge Limitations Monitoring Requirements
Parameter Base Quantity |Concentration ARG SRS IASEEEIEE S
Loc Loc Frequency Type
M&R
1,2, 4-Trichlorobenzene |22y Micrograms | Effluent |45 15 amerly  |compPOs
Maximum per Liter Gross
(ugiL)
M&R
1,2-Dichlorobenzene Daily Micrograms | Effluent | 45 |5 amerly  |DISCRT
Maximum per Liter Gross
(ug/L)
M&R
. . Daily Micrograms Effluent
1,2-Diphenylhydrazine Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
1,3-Dichlorobenzene Dally Mlcrqgrams Effluent 002 |Quarterly DISCRT
Maximum per Liter Gross
(ug/L)
M&R
1,4-Dichlorobenzene Da"}./ Mlcrqgrams Effluent 002 |Quarterly DISCRT
Maximum per Liter Gross
(ug/L)
M&R
2.4-Dinitrotoluene Daily Micrograms | Effluent |55 165 amerly  |compos
Maximum per Liter Gross
(ug/L)
M&R
2,6-Dinitrotoluene Daily Micrograms | Effluent |55 165 amerly  |compos
Maximum per Liter Gross
(ug/L)
M&R
2-Chloronaphthalene Daily Micrograms | Effluent |55 15 amerly  |compos
Maximum per Liter Gross
(ug/L)
M&R
3,3-Dichlorobenzidine Daily Micrograms | Effluent |55 15 amerly  |compos
Maximum per Liter Gross
(ug/L)
M&R
4-Bromophenyl phenyl Dally Mlcrqgrams Effluent 002 |Quarterly COMPOS
ether Maximum per Liter Gross
(ug/L)
M&R
4-Chlorophenyl phenyl Dally Mlcrqgrams Effluent 002 |Quarterly COMPOS
ether Maximum per Liter Gross
(ug/L)
M&R
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PROPOSED DRAFT 2 Permit No. NS2016510

Ponds / Rapid Infiltration Basins for Sample Location 002 (External Outfall) To Be Reported
Quarterly

Discharge Limitations Monitoring Requirements
Parameter Base Quantity |Concentration Monitoring ~ |Sample Measurement | Sample
Loc Loc Frequency Type
Daily Micrograms Effluent
Acenaphthene Maximum per Liter Gross 002 |Quarterly COMPOS
(ugiL)
M&R
Daily Micrograms Effluent
Acenaphthylene Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
Anthracene Daily Micrograms | Effluent |45 15 amerly  |compPOsS
Maximum per Liter Gross
(ug/L)
M&R
Benzidine Daily Micrograms | Effluent |45 16 amerly  |compOs
Maximum per Liter Gross
(ug/L)
M&R
Benzo(a)anthracene Dally Mlcrqgrams Effluent 002 |Quarterly COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Daily Micrograms Effluent
Benzo(a)pyrene Maximum oer Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
Benzo(b)fluoranthene Daily Micrograms | Effluent |55 15 amerly  |compos
Maximum per Liter Gross
(ug/L)
M&R
: Daily Micrograms Effluent
Benzo(ghi)perylene Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
Benzo(k)fluoranthene Daily Micrograms | Effluent |55 15 amerly  |compos
Maximum per Liter Gross
(ug/L)
M&R
Bis(2- Daily Micrograms Effluent
chloroethoxy)methane Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
. Daily Micrograms Effluent
Bis(2-chloroethyl) ether Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
. . Daily Micrograms Effluent
Bis(2-chloroisopropyl) ether Maximum per Liter Gross 002 |Quarterly COMPOS
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PROPOSED DRAFT 2 Permit No. NS2016510

Ponds / Rapid Infiltration Basins for Sample Location 002 (External Outfall) To Be Reported
Quarterly

Discharge Limitations Monitoring Requirements
Parameter Base Quantity |Concentration Monitoring ~ |Sample Measurement | Sample
Loc Loc Frequency Type
(ug/L)
M&R
. Daily Micrograms Effluent
Bis(2-ethylhexyl) phthalate Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
Daily Micrograms Effluent
Butyl benzyl phthalate Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
Daily Micrograms Effluent
Chrysene Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
Dibenzo(a,h)anthracene |22 Micrograms | Effluent |55 16 amerly  |compoOs
Maximum per Liter Gross
(ug/L)
M&R
. Daily Micrograms Effluent
Diethyl phthalate Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
. Daily Micrograms Effluent
Dimethyl phthalate Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
- Daily Micrograms Effluent
Di-n-butyl phthalate Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
- Daily Micrograms Effluent
Di-n-octyl phthalate Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
Fluoranthene Daily Micrograms | Effluent |45 16 amerly  |compoOs
Maximum per Liter Gross
(ug/L)
M&R
Fluorene Daily Micrograms | Effluent |45 16 amerly  |compOs
Maximum per Liter Gross
(ug/L)
M&R
Hexachlorobenzene Da")./ Mlcrqgrams Effluent 002 |Quarterly COMPOS
Maximum per Liter Gross
(ug/L)
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PROPOSED DRAFT 2 Permit No. NS2016510

Ponds / Rapid Infiltration Basins for Sample Location 002 (External Outfall) To Be Reported
Quarterly

Discharge Limitations Monitoring Requirements
Parameter Base Quantity |Concentration Monitoring ~ |Sample Measurement | Sample
Loc Loc Frequency Type
M&R
Hexachlorobutadiene Dally Mlcrqgrams Effluent 002 |Quarterly COMPOS
Maximum per Liter Gross
(ug/L)
M&R
. Daily Micrograms Effluent
Hexachlorocyclopentadiene Maximum oer Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
Hexachloroethane Dally Mmo_grams Effluent 002 |Quarterly COMPOS
Maximum per Liter Gross
(ug/L)
M&R
) Daily Micrograms Effluent
Indeno(1,2,3-cd)pyrene Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
Daily Micrograms Effluent
Isophorone Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
Daily Micrograms Effluent
Naphthalene Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
Nitrobenzene Da"Y Mlcrqgrams Effluent 002 |Quarterly COMPOS
Maximum per Liter Gross
(ug/L)
M&R
N-Nitrosodimethylamine Daily Micrograms Effluent
(NDMA) Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
N -~ . Daily Micrograms | Effluent
N-Nitrosodi-N-propylamine Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
i : , Daily Micrograms Effluent
N-Nitrosodiphenylamine Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
Phenanthrene Da"Y Mlcrqgrams Effluent 002 |Quarterly COMPOS
Maximum per Liter Gross
(ugiL)
M&R
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PROPOSED DRAFT 2 Permit No. NS2016510

Ponds / Rapid Infiltration Basins for Sample Location 002 (External Outfall) To Be Reported
Quarterly

Discharge Limitations Monitoring Requirements
Parameter Base Quantity |Concentration Monitoring ~ |Sample Measurement | Sample
Loc Loc Frequency Type
Daily Micrograms Effluent
Pyrene Maximum per Liter Gross 002 |Quarterly COMPOS
(ugiL)
M&R
1,1,1-Trichloroethane Daily Micrograms | Effluent | 45 |5 amery  |DISCRT
Maximum per Liter Gross
(ug/L)
M&R
1,1,2,2-Tetrachloroethane |22 Micrograms | Effluent | 45 |5 amery  [DISCRT
Maximum per Liter Gross
(ug/L)
M&R
1,1,2-Trichloroethane Daily Micrograms | Effluent | 45 15 amery  [DISCRT
Maximum per Liter Gross
(ug/L)
M&R
1,1-Dichloroethane Daily Micrograms | Effluent | o> |0 arterly  |DISCRT
Maximum per Liter Gross
(ug/L)
M&R
. Daily Micrograms Effluent
1,1-Dichloroethylene Maximurm per Liter Gross 002 |Quarterly DISCRT
(ug/L)
M&R
1,2-Dichloroethane Dally Mlcrqgrams Sl 002 |Quarterly DISCRT
Maximum per Liter Gross
(ug/L)
M&R
. Daily Micrograms Effluent
1,2-Dichloropropane Maximum per Liter Gross 002 |Quarterly DISCRT
(ug/L)
M&R
trans-1,2-Dichloroethylene Dally_/ Mlcrqgrams Effluent 002 |Quarterly DISCRT
Maximum per Liter Gross
(ug/L)
M&R
. Daily Micrograms Effluent
1,3-Dichloropropene Maximum per Liter Gross 002 |Quarterly DISCRT
(ug/L)
M&R
2-Chloroethyl vinyl ether, Daily Micrograms Effluent
(mixed) Maximum per Liter Gross 002 |Quarterly DISCRT
(ug/L)
M&R
. Daily Micrograms Effluent
Acrolein Maximum per Liter Gross 002 |Quarterly DISCRT
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PROPOSED DRAFT 2 Permit No. NS2016510

Ponds / Rapid Infiltration Basins for Sample Location 002 (External Outfall) To Be Reported
Quarterly

Discharge Limitations Monitoring Requirements
Parameter Base Quantity |Concentration Monitoring ~ |Sample Measurement | Sample
Loc Loc Frequency Type
(ug/L)
M&R
_ Daily Micrograms Effluent
Acrylonitrile Maximum per Liter Gross 002 |Quarterly DISCRT
(ug/L)
M&R
Daily Micrograms Effluent
Benzene Maximum per Liter Gross 002 |Quarterly DISCRT
(ug/L)
M&R
Bromoform Dally_/ Mlcrqgrams Effluent 002 |Quarterly DISCRT
Maximum per Liter Gross
(ug/L)
M&R
Carbon tetrachloride Dally M|crqgrams Effluent 002 |Quarterly DISCRT
Maximum per Liter Gross
(ug/L)
M&R
Chlorobenzene Da"Y Mlcrqgrams Effluent 002 |Quarterly DISCRT
Maximum per Liter Gross
(ug/L)
M&R
Chloroethane Da"Y Mlcrqgrams Effluent 002 |Quarterly DISCRT
Maximum per Liter Gross
(ug/L)
M&R
Chloroform Da"Y Mlcrqgrams Effluent 002 |Quarterly DISCRT
Maximum per Liter Gross
(ug/L)
M&R
Dibromochloromethane Da“Y Mlcrqgrams Effluent 002 |Quarterly DISCRT
Maximum per Liter Gross
(ug/L)
M&R
Dichlorobromomethane Da"Y Mlcrqgrams Effluent 002 |Quarterly DISCRT
Maximum per Liter Gross
(ug/L)
M&R
Daily Micrograms Effluent
Ethylbenzene Maximum per Liter Gross 002 |Quarterly DISCRT
(ug/L)
M&R
Methyl bromide Daily Micrograms Effluent
(Bromomethane) Maximum per Liter Gross 002 |Quarterly DISCRT
(ug/L)
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PROPOSED DRAFT 2 Permit No. NS2016510

Ponds / Rapid Infiltration Basins for Sample Location 002 (External Outfall) To Be Reported
Quarterly

Discharge Limitations Monitoring Requirements
Parameter Base Quantity |Concentration Monitoring ~ |Sample Measurement | Sample
Loc Loc Frequency Type
M&R
Methyl chloride Daily Micrograms Effluent
(Chloromethane) Maximum per Liter Gross 002 |Quarterly DISCRT
(ug/L)
M&R
. Daily Micrograms Effluent
Methylene chloride Maximurm per Liter Gross 002 |Quarterly DISCRT
(ug/L)
M&R
Daily Micrograms Effluent
Tetrachloroethylene Maximum per Liter Gross 002 |Quarterly DISCRT
(ug/L)
M&R
Daily Micrograms Effluent
Toluene Maximum per Liter Gross 002 |Quarterly DISCRT
(ug/L)
M&R
. Daily Micrograms Effluent
Trichloroethylene Maximum per Liter Gross 002 |Quarterly DISCRT
(ug/L)
M&R
. . Daily Micrograms Effluent
Vinyl chloride Maximum per Liter Gross 002 |Quarterly DISCRT
(ug/L)
M&R
4,4-DDD Daily Micrograms | Effluent |55 16 amerly  |compPOs
Maximum per Liter Gross
(ug/L)
M&R
4,4-DDE Daily Micrograms | Effluent |45 15 amerly  |compoOs
Maximum per Liter Gross
(ug/L)
M&R
4,4-DDT Daily Micrograms | Effluent | 455 |Quarterly ~ [comPOs
Maximum per Liter Gross
(ugl/L)
M&R
. Daily Micrograms Effluent
Aldrin Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
i Daily Micrograms Effluent
.alpha.-BHC Maximum per Liter Gross 002 |Quarterly COMPOS
(ugiL)
M&R
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PROPOSED DRAFT 2 Permit No. NS2016510

Ponds / Rapid Infiltration Basins for Sample Location 002 (External Outfall) To Be Reported
Quarterly

Discharge Limitations Monitoring Requirements
Parameter Base Quantity |Concentration Monitoring ~ |Sample Measurement | Sample
Loc Loc Frequency Type
i Daily Micrograms Effluent
.alpha.-Endosulfan Maximum per Liter Gross 002 |Quarterly COMPOS
(ugiL)
M&R
beta.-BHC Daily Micrograms | Effluent |45 16 amerly  |compOs
Maximum per Liter Gross
(ug/L)
M&R
beta.-Endosulfan Daily Micrograms | Effluent |45 15 amerly  |compPOsS
Maximum per Liter Gross
(ug/L)
M&R
Chlordane (tech mix. and  |Daily Micrograms Effluent
metabolites) Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
delta.-BHC Daily Micrograms | - Effluent | 5 |5 atery  |compos
Maximum per Liter Gross
(ug/L)
M&R
Dieldrin Daily Micrograms | Effluent | o> |6 aerly  |cOMPOS
Maximum per Liter Gross
(ug/L)
M&R
Endosulfan sulfate Dally Mmo_grams Effluent 002 |Quarterly COMPOS
Maximum per Liter Gross
(ug/L)
M&R
. Daily Micrograms Effluent
Endrin Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
. Daily Micrograms Effluent
Endrin aldehyde Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
) Daily Micrograms Effluent
.gamma.-BHC Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
Daily Micrograms Effluent
Heptachlor Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
. Daily Micrograms Effluent
Heptachlor epoxide Maximum per Liter Gross 002 |Quarterly COMPOS
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PROPOSED DRAFT 2 Permit No. NS2016510

Ponds / Rapid Infiltration Basins for Sample Location 002 (External Outfall) To Be Reported
Quarterly

Discharge Limitations Monitoring Requirements
Parameter Base Quantity |Concentration Monitoring ~ |Sample Measurement | Sample
Loc Loc Frequency Type
(ug/L)
M&R
PCB-1016 Daily Micrograms | Effluent |55 15 amerly  |compos
Maximum per Liter Gross
(ug/L)
M&R
PCB-1221 Daily Micrograms | - Effluent | 45 o arteny  |compos
Maximum per Liter Gross
(ug/L)
M&R
PCB-1232 Daily Micrograms | Effluent |55 15 amerly  |compoOs
Maximum per Liter Gross
(ug/L)
M&R
PCB-1242 Daily Micrograms | Effluent | 455 |Quarterly ~ [comPOs
Maximum per Liter Gross
(ug/L)
M&R
PCB-1248 Daily Micrograms | Effluent | 455 |Quarterly ~ [comPos
Maximum per Liter Gross
(ug/L)
M&R
PCB-1254 Daily Micrograms | Effluent |45 15 amerly  |compPOs
Maximum per Liter Gross
(ug/L)
M&R
PCB-1260 Daily Micrograms | Effluent |45 16 amerly  |compoOs
Maximum per Liter Gross
(ug/L)
M&R
Daily Micrograms Effluent
Toxaphene Maximum per Liter Gross 002 |Quarterly COMPOS
(ugiL)
M&R
2.4,6-Trichlorophenol Daily Micrograms | Effluent |45 16 amerly  |compPOs
Maximum per Liter Gross
(ug/L)
M&R
: Daily Micrograms | Effluent
2,4-Dichlorophenol Maximum per Liter Gross 002 |Quarterly COMPOS
(ugiL)
M&R
. Daily Micrograms | Effluent
2,4-Dimethylphenol Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
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PROPOSED DRAFT 2 Permit No. NS2016510

Ponds / Rapid Infiltration Basins for Sample Location 002 (External Outfall) To Be Reported
Quarterly

Discharge Limitations Monitoring Requirements
Parameter Base Quantity |Concentration Monitoring ~ |Sample Measurement | Sample
Loc Loc Frequency Type
M&R
- Daily Micrograms Effluent
2,4-Dinitrophenol Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
Daily Micrograms Effluent
2-Chlorophenol Maximum oer Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
) e i Daily Micrograms Effluent
2-Methyl-4,6-dinitrophenol Maximurm per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
N Daily Micrograms Effluent
2-Nitrophenol Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
i A Daily Micrograms Effluent
4-Chloro-3-methylphenol Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
N Daily Micrograms Effluent
4-Nitrophenol Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
Daily Micrograms Effluent
Pentachlorophenol Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
Daily Micrograms Effluent
Phenol Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
Antimony, total recoverable Da"Y Mlcrqgrams Effluent 002 |Quarterly COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Arsenic, total recoverable Da"Y Mlcrqgrams Effluent 002 |Quarterly COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Beryllium, total recoverable |Daily Micrograms Effluent
(as Be) Maximum per Liter Gross 002 |Quarterly COMPOS
(ugiL)
M&R
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PROPOSED DRAFT 2 Permit No. NS2016510

Ponds / Rapid Infiltration Basins for Sample Location 002 (External Outfall) To Be Reported

Quarterly
Discharge Limitations Monitoring Requirements
Parameter Base Quantity |Concentration Monitoring ~ |Sample Measurement | Sample
Loc Loc Frequency Type
Cadmium, total recoverable Da“Y Mlcrqgrams Effluent 002 |Quarterly COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Chromium, total Dally Mlcrqgrams Effluent 002 |Quarterly COMPOS
recoverable Maximum per Liter Gross
(ug/L)
M&R
Daily Micrograms Effluent
Copper, total recoverable Maximum per Liter Gross 002 |Quarterly COMPOS
(ug/L)
M&R
Lead, total recoverable Da")./ Mlcrqgrams Effluent 002 |Quarterly COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Mercury, total recoverable Dally Mlcrqgrams Effluent 002 |Quarterly COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Nickel, total recoverable Da")./ M|crqgrams Effluent 002 |Quarterly COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Selenium, total recoverable Da||y M|crqgrams Effluent 002 |Quarterly COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Silver total recoverable Dally Mmo_grams Effluent 002 |Quarterly COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Thallium, total recoverable Da||3_/ Mmo_grams Effluent 002 |Quarterly COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Zinc, total recoverable Dally_/ M|crqgrams Effluent 002 |Quarterly COMPOS
Maximum per Liter Gross
(ug/L)
2:3,7,8- Dail milr?o rams | Effluent
Tetrachlorodibenzo-p- y 9 002 |Quarterly COMPOS
Co Maximum per Liter Gross
dioxin
(ug/L)
. M&R Fibers
Asbestos Daily oer Milliiter | EMUE 1 002 |Quarterly  |COMPOS
Maximum . Gross
(Fib/mL)
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PROPOSED DRAFT 2 Permit No. NS2016510

Ponds / Rapid Infiltration Basins for Sample Location 002 (External Outfall) To Be Reported

Quarterly
Discharge Limitations Monitoring Requirements
Parameter Base Quantity |Concentration Monitoring ~ |Sample Measurement | Sample
Loc Loc Frequency Type
M&R
, Daily Micrograms | Effluent
Cyanide, total (as CN) Maximum per Liter Gross 002 |[Quarterly COMPOS
(ug/L)
M&R
Daily Milligrams Effluent
Phosphorus, total (as P) Maximum per Liter Gross 002 |Quarterly DISCRT
(mg/L)
M&R
. Daily Milligrams Effluent
Potassium, total (as K) Maximum per Liter Gross 002 |Quarterly DISCRT
(mg/L)
Quarterly >= 2.0 Feet See
Freeboard Minimurm (ft) Footnoteld 002 |Quarterly DISCRT
<=1345
Daily Gallons See
Flow rate Maximum | per Day Footnotel? 002 |Quarterly METER
(gal/d)Bl
M&R
Hydrocarbons, total Dally Mllllgrams Effluent 002 |Quarterly DISCRT
petroleum Maximum per Liter Gross
(mg/L)
M&R
. Daily Milligrams Effluent
Nitrogen, total Maximum per Liter Gross 002 |Quarterly DISCRT
(mg/L)
Notes (Ponds / Rapid Infiltration Basins):
1. Staff gauge for Pond A.
2. Leak detection sump for Pond A.
3. Based on 500 gallons per acre per day for a 2.69-acre pond. See section B.PB.13.4.
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PROPOSED DRAFT 2 Permit No. NS2016510

Ponds / Rapid Infiltration Basins for Sample Location 005 (External Outfall) To Be Reported
Monthly

Discharge Limitations Monitoring Requirements
Parameter Base Quantity Concentration Monitoring SR (FSERERIE | Simple
Loc Loc Frequency Type
M&R Million
Flow rate Monthly - Gallons per Effluent | 555 |continuous  |METER
Average |Day Gross
(Mgal/d)
M&R Million
Flow rate Monthly —Gallons per Effluent | 555 |continuous  |METER
Maximum |Day Gross
(Mgal/d)
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PROPOSED DRAFT 2 Permit No. NS2016510

Ponds / Rapid Infiltration Basins for Sample Location 005 (External Outfall) To Be Reported

Quarterly
Discharge Limitations Monitoring Requirements
Parameter Base Quantity Concentration Monitoring SRR MEEHIOWERT | SRl
Loc Loc Frequency Type
uarter >= 2.0 Feet See
Freeboard Q. ety 1 005 |Quarterly DISCRT
Minimum (ft) Footnotel!]
<= 1345
uarterly |Gallons See
Flow rate Q . 005 uarterl DISCRT
Maximum |per Day Footnotel?] Q y
(gal/d)Bl
<=1.0

Hydrocarbons, total rterl Milligram Effluent

ydrocarbons, total |Quarterly grams ue 005 |Quartery  |DISCRT
petroleum Maximum per Liter Gross

(mg/L)
Notes (Ponds / Rapid Infiltration Basins):
1. Staff gauge for Pond A.
2. Leak detection sump for Pond A.
3. Based on 500 gallons per acre per day for a 2.69-acre pond. See section B.PB.13.4.
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PROPOSED DRAFT 2 Permit No. NS2016510

Ponds / Rapid Infiltration Basins for Sample Location 005 (External Outfall) To Be Reported
Annually

Discharge Limitations Monitoring Requirements
Parameter Base Quantity [Concentration SIS || SElil)p.C MEZHNOMET | SElillo
Loc Loc Frequency Type
M&R
Fluorene Daily Micrograms | Effluent | 55 | Annyal COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Hexachlorobenzene Da")./ Mlcrqgrams Effluent 005 |Annual COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Hexachlorobutadiene Dally Mlcrqgrams Effluent 005 |Annual COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Hexachlorocyclopentadiene Dally Mlcrqgrams Effluent 005 |Annual COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Hexachloroethane Da"}./ Mmo_grams Effluent 005 |Annual COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Indeno(1,2,3-cd)pyrene Dally Mmo_grams Effluent 005 |Annual COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Isophorone Dally_/ M|crqgrams Effluent 005 |Annual COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Naphthalene Daily Micrograms | Effluent | 5 | o) COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Nitrobenzene Dally Mmo_grams Effluent 005 |Annual COMPOS
Maximum per Liter Gross
(ug/L)
M&R
N-Nitrosodimethylamine Daily Micrograms | Effluent
(NDMA) Maximum per Liter Gross 005 Annual COMPOS
(ug/L)
M&R
N-Nitrosodi-N-propylamine Da"Y Mlcrqgrams Effluent 005 |Annual COMPOS
Maximum per Liter Gross
(ug/L)
M&R
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PROPOSED DRAFT 2 Permit No. NS2016510

Ponds / Rapid Infiltration Basins for Sample Location 005 (External Outfall) To Be Reported
Annually

Discharge Limitations Monitoring Requirements
Parameter Base Quantity [Concentration Monitoring | Sample|Measurement | Sample
Loc Loc Frequency Type
N-Nitrosodiphenylamine Da“Y Mlcrqgrams Effluent 005 |Annual COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Phenanthrene Da"Y Mlcrqgrams Effluent 005 |Annual COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Pyrene Daily Micrograms | Effluent | n5 | opnyq) COMPOS
Maximum per Liter Gross
(ug/L)
M&R
1,1,1-Trichloroethane Daily Micrograms | Effluent | 45 | Anyyal DISCRT
Maximum per Liter Gross
(ug/L)
M&R
1,1,2,2-Tetrachloroethane | 221 Micrograms | Effluent | q55 | Anyyal DISCRT
Maximum per Liter Gross
(ug/L)
M&R
1,1,2-Trichloroethane Da")./ Mlcrqgrams Effluent 005 [Annual DISCRT
Maximum per Liter Gross
(ug/L)
M&R
1,1-Dichloroethane Da"}./ Mlcrqgrams Effluent 005 |Annual DISCRT
Maximum per Liter Gross
(ug/L)
M&R
1,1-Dichloroethylene Dally Mlcrqgrams Effluent 005 [Annual DISCRT
Maximum per Liter Gross
(ug/L)
M&R
1,2-Dichloroethane Dally_/ Mlcrqgrams Effluent 005 [Annual DISCRT
Maximum per Liter Gross
(ug/L)
M&R
1,2-Dichloropropane Dally_/ Mlcrqgrams Effluent 005 |Annual DISCRT
Maximum per Liter Gross
(ug/L)
M&R
trans-1,2-Dichloroethylene Dally Mlcrqgrams Effluent 005 |Annual DISCRT
Maximum per Liter Gross
(ug/L)
M&R
1,3-Dichloropropene Da"Y Mlcrqgrams Effluent 005 |Annual DISCRT
Maximum per Liter Gross
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PROPOSED DRAFT 2 Permit No. NS2016510

Ponds / Rapid Infiltration Basins for Sample Location 005 (External Outfall) To Be Reported
Annually

Discharge Limitations Monitoring Requirements
Parameter Base Quantity [Concentration Monitoring | Sample|Measurement | Sample
Loc Loc Frequency Type
(ug/L)
M&R
2—(_:h|oroethyl vinyl ether, Dally Mlcrqgrams Effluent 005 |Annual DISCRT
(mixed) Maximum per Liter Gross
(ug/L)
M&R
Acrolein Dally Mlcrqgrams Effluent 005 |Annual DISCRT
Maximum per Liter Gross
(ug/L)
M&R
Acrylonitrile Da")./ Mlcrqgrams Effluent 005 |Annual DISCRT
Maximum per Liter Gross
(ug/L)
M&R
Benzene Dally Mlcrqgrams Effluent 005 |Annual DISCRT
Maximum per Liter Gross
(ug/L)
M&R
Bromoform Dally Mlcrqgrams Effluent 005 |Annual DISCRT
Maximum per Liter Gross
(ug/L)
M&R
Carbon tetrachloride Da"Y Mlcrqgrams Effluent 005 |Annual DISCRT
Maximum per Liter Gross
(ug/L)
M&R
Chlorobenzene Da"Y Mlcrqgrams Effluent 005 |Annual DISCRT
Maximum per Liter Gross
(ug/L)
M&R
Chloroethane Da"Y Mlcrqgrams Effluent 005 |Annual DISCRT
Maximum per Liter Gross
(ug/L)
M&R
Chloroform Daily Micrograms | Effluent | 55 | Annyal DISCRT
Maximum per Liter Gross
(ug/L)
M&R
Dibromochloromethane Da"Y Mlcrqgrams Effluent 005 |Annual DISCRT
Maximum per Liter Gross
(ugiL)
M&R
Dichlorobromomethane Da")./ Mlcrqgrams Effluent 005 |Annual DISCRT
Maximum per Liter Gross
(ug/L)
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PROPOSED DRAFT 2 Permit No. NS2016510

Ponds / Rapid Infiltration Basins for Sample Location 005 (External Outfall) To Be Reported
Annually

Discharge Limitations Monitoring Requirements
Parameter Base Quantity [Concentration Monitoring | Sample|Measurement | Sample
Loc Loc Frequency Type
M&R
Ethylbenzene Daily Micrograms | Effluent | 5 | opnyq) DISCRT
Maximum per Liter Gross
(ug/L)
M&R
Methyl bromide Dally Mlcrqgrams Effluent 005 |Annual DISCRT
(Bromomethane) Maximum per Liter Gross
(ug/L)
M&R
Methyl chloride Daily Micrograms | Effluent
(Chloromethane) Maximum per Liter Gross 005 |Annual DISCRT
(ug/L)
M&R
Methylene chloride Dally Mlcrqgrams Effluent 005 |Annual DISCRT
Maximum per Liter Gross
(ug/L)
M&R
Tetrachloroethylene Da'b./ Mlcrqgrams Effluent 005 |Annual DISCRT
Maximum per Liter Gross
(ug/L)
M&R
Toluene Daily Micrograms | Effluent | q55 | Annual DISCRT
Maximum per Liter Gross
(ug/L)
M&R
Trichloroethylene Dally Mlcrqgrams Effluent 005 |Annual DISCRT
Maximum per Liter Gross
(ug/L)
M&R
Vinyl chloride Daily Micrograms | Effluent | 5 | opnyq) DISCRT
Maximum per Liter Gross
(ug/L)
M&R
4,4-DDD Daily Micrograms | Effluent | q55 | Annyal COMPOS
Maximum per Liter Gross
(ug/L)
M&R
4,4-DDE Daily Micrograms | Effluent | 55 | Annual COMPOS
Maximum per Liter Gross
(ug/L)
M&R
4,4-DDT Daily Micrograms | Effluent | 55 | Annyal COMPOS
Maximum per Liter Gross
(ug/L)
M&R
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PROPOSED DRAFT 2 Permit No. NS2016510

Ponds / Rapid Infiltration Basins for Sample Location 005 (External Outfall) To Be Reported
Annually

Discharge Limitations Monitoring Requirements
Parameter Base Quantity [Concentration Monitoring | Sample|Measurement | Sample
Loc Loc Frequency Type
Aldrin Daily Micrograms | Effluent | 55 | Annyal COMPOS
Maximum per Liter Gross
(ug/L)
M&R
.alpha.-BHC Daily Micrograms | Effluent | 5 | o) COMPOS
Maximum per Liter Gross
(ug/L)
M&R
.alpha.-Endosulfan Da"Y Mlcrqgrams Effluent 005 |Annual COMPOS
Maximum per Liter Gross
(ug/L)
M&R
beta.-BHC Daily Micrograms | Effluent | 55 | Anyyal COMPOS
Maximum per Liter Gross
(ug/L)
M&R
beta.-Endosulfan Daily Micrograms | Effluent | 45 | Annyal COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Chlordane (tech mix. and Dally Mlcrqgrams Effluent 005 |Annual COMPOS
metabolites) Maximum per Liter Gross
(ug/L)
M&R
delta.-BHC Daily Micrograms | Effluent | 45 | Aqnyal COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Dieldrin Dally Micrograms | Effluent | 55 | Annual COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Endosulfan sulfate Dally_/ Mmo_grams Effluent 005 |Annual COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Endrin Daily Micrograms | Effluent | 5 | opnya) COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Endrin aldehyde Daily Micrograms | Effluent | 5 | opnya) COMPOS
Maximum per Liter Gross
(ug/L)
M&R
.gamma.-BHC Daily Micrograms | Effluent | 5 | opnya) COMPOS
Maximum per Liter Gross
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PROPOSED DRAFT 2 Permit No. NS2016510

Ponds / Rapid Infiltration Basins for Sample Location 005 (External Outfall) To Be Reported
Annually

Discharge Limitations Monitoring Requirements
Parameter Base Quantity [Concentration Monitoring | Sample|Measurement | Sample
Loc Loc Frequency Type
(ug/L)
M&R
Heptachlor Daily Micrograms | Effluent | 5| Anal COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Heptachlor epoxide Dally Mmo_grams Effluent 005 |Annual COMPOS
Maximum per Liter Gross
(ug/L)
M&R
PCB-1016 Dally Micrograms | Effluent | 45 | Annual COMPOS
Maximum per Liter Gross
(ug/L)
M&R
PCB-1221 Daily Micrograms | Effluent | 55 | Annal COMPOS
Maximum per Liter Gross
(ug/L)
M&R
PCB-1232 Daily Micrograms | Effluent | 55 | Agnual COMPOS
Maximum per Liter Gross
(ug/L)
M&R
PCB-1242 Daily Micrograms | Effluent | 55 | Annal COMPOS
Maximum per Liter Gross
(ug/L)
M&R
PCB-1248 Daily Micrograms | Effluent | q55 | Annyal COMPOS
Maximum per Liter Gross
(ugiL)
M&R
PCB-1254 Daily Micrograms | Effluent | q55 | Annual COMPOS
Maximum per Liter Gross
(ug/L)
M&R
PCB-1260 Daily Micrograms | Effluent | q55 | Annyal COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Toxaphene Daily Micrograms | Effluent | n5 | opnyq) COMPOS
Maximum per Liter Gross
(ugiL)
M&R
2.4,6-Trichlorophenol Daily Micrograms | Effluent | 5 | opnyq) COMPOS
Maximum per Liter Gross
(ug/L)

901 S. Stewart Street, Suite 4001 « Carson City, Nevada 89701-5249 « p: 775.687.4670 ¢ f: 775.687.5856 * ndep.nv.gov Page 28 / 38



PROPOSED DRAFT 2 Permit No. NS2016510

Ponds / Rapid Infiltration Basins for Sample Location 005 (External Outfall) To Be Reported
Annually

Discharge Limitations Monitoring Requirements
Parameter Base Quantity [Concentration Monitoring | Sample|Measurement | Sample
Loc Loc Frequency Type
M&R
2,4-Dichlorophenol Daily Micrograms | Effluent | 0| Annal COMPOS
Maximum per Liter Gross
(ug/L)
M&R
2,4-Dimethylphenol Daily Micrograms | Effluent | o | gyl COMPOS
Maximum per Liter Gross
(ug/L)
M&R
2,4-Dinitrophenol Daily Micrograms | Effluent | o |\l COMPOS
Maximum per Liter Gross
(ug/L)
M&R
2-Chlorophenol Daily Micrograms | Effluent | o0 | Annal COMPOS
Maximum per Liter Gross
(ug/L)
M&R
2-Methyl-4,6-dinitrophenol | 22" Micrograms | Effluent | 5 | o) COMPOS
Maximum per Liter Gross
(ug/L)
M&R
2-Nitrophenol Daily Micrograms | Effluent | o0 | Annal COMPOS
Maximum per Liter Gross
(ug/L)
M&R
4-Chloro-3-methylphenol ~ |P31Y Micrograms | Effluent | 5 | opnyq) COMPOS
Maximum per Liter Gross
(ug/L)
M&R
4-Nitrophenol Daily Micrograms | Effluent | 5 | opnyq) COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Pentachlorophenol Da"Y Mlcrqgrams Effluent 005 |Annual COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Phenol Daily Micrograms | Effluent | q55 | Annyal COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Antimony, total recoverable Da"Y Mlcrqgrams Effluent 005 |Annual COMPOS
Maximum per Liter Gross
(ug/L)
M&R
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PROPOSED DRAFT 2 Permit No. NS2016510

Ponds / Rapid Infiltration Basins for Sample Location 005 (External Outfall) To Be Reported
Annually

Discharge Limitations Monitoring Requirements
Parameter Base Quantity [Concentration Monitoring | Sample|Measurement | Sample
Loc Loc Frequency Type
Arsenic, total recoverable Da“Y Mlcrqgrams Effluent 005 [Annual COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Beryllium, total recoverable Dally Mlcrqgrams Effluent 005 |Annual COMPOS
(as Be) Maximum per Liter Gross
(ug/L)
M&R
Cadmium, total recoverable Da"Y Mlcrqgrams Effluent 005 |Annual COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Chromium, total Dally Mlcrqgrams Effluent 005 |Annual COMPOS
recoverable Maximum per Liter Gross
(ug/L)
M&R
Copper, total recoverable Dally Mlcrqgrams Effluent 005 |Annual COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Lead, total recoverable Dally Mmo_grams Effluent 005 |Annual COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Mercury, total recoverable Da||y Mmo_grams Effluent 005 |Annual COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Nickel, total recoverable Dally Mmo_grams Effluent 005 |Annual COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Selenium, total recoverable Dally_/ Mmo_grams Effluent 005 |Annual COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Silver total recoverable Dally_/ Mmo_grams Effluent 005 |Annual COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Thallium, total recoverable Dally Mmo_grams Effluent 005 |Annual COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Zinc, total recoverable Da"Y Mlcrqgrams Effluent 005 |Annual COMPOS
Maximum per Liter Gross
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PROPOSED DRAFT 2 Permit No. NS2016510

Ponds / Rapid Infiltration Basins for Sample Location 005 (External Outfall) To Be Reported
Annually

Discharge Limitations Monitoring Requirements
Parameter Base Quantity [Concentration Monitoring | Sample|Measurement | Sample
Loc Loc Frequency Type
(ug/L)
2,3,7.,8- Dail mi rams | Effluent
Tetrachlorodibenzo-p- y 9 005 |Annual COMPOS
dioxi Maximum per Liter Gross
ioxin
(ug/L)
: M&R Fibers
Asbestos Dally_/ per Milliliter Effluent 005 |Annual COMPOS
Maximum : Gross
(Fib/mL)
M&R
Cyanide, total (as CN) Daily Micrograms | Effluent | n5 | opnq) COMPOS
Maximum per Liter Gross
(ug/L)
M&R
1,2,4-Trichlorobenzene Dally Mlcrqgrams Effluent 005 |Annual COMPOS
Maximum per Liter Gross
(ug/L)
M&R
1,2-Dichlorobenzene Da"}./ Mlcrqgrams Effluent 005 [Annual DISCRT
Maximum per Liter Gross
(ug/L)
M&R
1,2-Diphenylhydrazine |22 Micrograms | Effluent | o0 | Annal COMPOS
Maximum per Liter Gross
(ug/L)
M&R
1,3-Dichlorobenzene Dally_/ Mlcrqgrams Effluent 005 [Annual DISCRT
Maximum per Liter Gross
(ug/L)
M&R
1,4-Dichlorobenzene Dally_/ Mlcrqgrams Effluent 005 [Annual DISCRT
Maximum per Liter Gross
(ug/L)
M&R
2,4-Dinitrotoluene Dally Micrograms | Effluent | q55 | Annual COMPOS
Maximum per Liter Gross
(ug/L)
M&R
2,6-Dinitrotoluene Dally Micrograms | Effluent | 55 | Annal COMPOS
Maximum per Liter Gross
(ug/L)
M&R
2-Chloronaphthalene Da"Y Mlcrqgrams Effluent 005 |Annual COMPOS
Maximum per Liter Gross
(ug/L)
M&R
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PROPOSED DRAFT 2 Permit No. NS2016510

Ponds / Rapid Infiltration Basins for Sample Location 005 (External Outfall) To Be Reported
Annually

Discharge Limitations Monitoring Requirements
Parameter Base Quantity [Concentration Monitoring | Sample|Measurement | Sample
Loc Loc Frequency Type
3,3-Dichlorobenzidine Da“Y Mlcrqgrams Effluent 005 [Annual COMPOS
Maximum per Liter Gross
(ug/L)
M&R
4-Bromophenyl phenyl Dally Mlcrqgrams Effluent 005 |Annual COMPOS
ether Maximum per Liter Gross
(ug/L)
M&R
4-Chlorophenyl phenyl Dally Mlcrqgrams Effluent 005 |Annual COMPOS
ether Maximum per Liter Gross
(ug/L)
M&R
Acenaphthene Da")./ Mlcrqgrams Effluent 005 |Annual COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Acenaphthylene Dally Mlcrqgrams Effluent 005 |Annual COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Anthracene Dally Mlcrqgrams Effluent 005 |Annual COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Benzidine Daily Micrograms | Effluent | 55 |aqqal |compos
Maximum per Liter Gross
(ug/L)
M&R
Benzo(a)anthracene Dally Mmo_grams Effluent 005 |Annual COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Daily Micrograms | Effluent
Benzo(a)pyrene Maximum per Liter Gross 005 |Annual COMPOS
(ug/L)
M&R
Benzo(b)fluoranthene Dally_/ M|crqgrams Effluent 005 |Annual COMPOS
Maximum per Liter Gross
(ug/L)
M&R
. Daily Micrograms | Effluent
Benzo(ghi)perylene Maximum per Liter Gross 005 |Annual COMPOS
(ug/L)
M&R
Benzo(k)fluoranthene Da"Y Mlcrqgrams Effluent 005 |Annual COMPOS
Maximum per Liter Gross

901 S. Stewart Street, Suite 4001 « Carson City, Nevada 89701-5249 « p: 775.687.4670 ¢ f: 775.687.5856 * ndep.nv.gov Page 32 /38



PROPOSED DRAFT 2 Permit No. NS2016510

Ponds / Rapid Infiltration Basins for Sample Location 005 (External Outfall) To Be Reported
Annually

Discharge Limitations Monitoring Requirements
Parameter Base Quantity [Concentration Monitoring | Sample|Measurement | Sample
Loc Loc Frequency Type
(ug/L)
M&R
Bis(2- Daily Micrograms | Effluent
chloroethoxy)methane Maximum per Liter Gross 005 |Annual COMPOS
(ug/L)
M&R
Bis(2-chloroethyl) ether |21 Micrograms | Effluent | 5 | o) COMPOS
Maximum per Liter Gross
(ug/L)
M&R
. . Daily Micrograms | Effluent
Bis(2-chloroisopropyl) ether Maximum per Liter Gross 005 |Annual COMPOS
(ug/L)
M&R
. Daily Micrograms | Effluent
Bis(2-ethylhexyl) phthalate Maximum per Liter Gross 005 |Annual COMPOS
(ug/L)
M&R
Daily Micrograms | Effluent
Butyl benzyl phthalate Maximum per Liter Gross 005 |Annual COMPOS
(ug/L)
M&R
Chrysene Daily Micrograms | Effluent | 5 | opnyq) COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Dibenzo(a,h)anthracene Da"Y Mlcrqgrams Effluent 005 |Annual COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Diethyl phthalate Daily Micrograms | Effluent | 5 | o) COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Dimethyl phthalate Da"Y Mlcrqgrams Effluent 005 |Annual COMPOS
Maximum per Liter Gross
(ug/L)
M&R
Di-n-butyl phthalate Daily Micrograms | Effluent | n5 | opnyq) COMPOS
Maximum per Liter Gross
(ugiL)
M&R
Di-n-octyl phthalate Daily Micrograms | Effluent | 5 | opnyq) COMPOS
Maximum per Liter Gross
(ug/L)
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PROPOSED DRAFT 2 Permit No. NS2016510

Ponds / Rapid Infiltration Basins for Sample Location 005 (External Outfall) To Be Reported
Annually

Discharge Limitations Monitoring Requirements
Parameter Base Quantity [Concentration Monitoring | Sample|Measurement | Sample
Loc Loc Frequency Type
M&R
Fluoranthene Daily Micrograms | Effluent | 45 | Aqnyal COMPOS
Maximum per Liter Gross
(ug/L)
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PROPOSED DRAFT 2 Permit No. NS2016510

Ponds / Rapid Infiltration Basins for Sample Location Sum (External Outfall) To Be Reported
Monthly

Discharge Limitations Monitoring Requirements

Monitoring Sample [Measurement |Sample

Parameter Base Quantity Concentration Loc Loc Frequency Type

<=0.499

Million Effluent
Gallons per SUM |Continuous |METER
Day Gross

(Mgal/d)
<=0.499

Million Effluent
Gallons per SUM |Continuous |METER
Day Gross

(Mgal/d)

Monthly

Flow rate )
Maximum

Monthly

Flow rate
Average

Rationale for Permit Requirements:

Monitoring is required in order to characterize the water contained in the evaporation ponds.
pH- The facility is to maintain the proposed pH level and avoid a strong caustic level in the ponds.

Dissolved Oxygen (DO)- The Division's WTS-6 pond guidance indicates the maintenance of a minimum 2.0
mg/L dissolved oxygen level in wastewater ponds to prevent anaerobic conditions.

Freeboard- In accordance with calculations submitted by the permittee, 2 feet of freeboard is required for
the ponds.

Leak Detection Flow Rate- The leak detection systems will be inspected at least quarterly to measure the
accumulation of any seepage collected.

Total Petroleum Hydrocarbons (TPH)- The discharge to Outfall 001 shall be sampled for TPH and limited to
the Division's 1.0 mg/L standard for an effluent considered free of petroleum contaminants.

Priority Pollutants- In order to analyze the waste stream, priority pollutants will be sampled quarterly in the
industrial waste stream receiving pond (Outfall 002). After submitting eight consecutive quarterly samples,
the Permittee may submit for approval to NDEP a request to reduce the monitoring frequency for priority
pollutants from quarterly to annually. If approved, the change will be considered a minor modification not
requiring public notice.

Nitrogen, Phosphorus, and Potassium (NPK)- At a minimum, NPK are the main nutrients expected in a
waste stream from a nursery.
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PROPOSED DRAFT 2 Permit No. NS2016510

Special Conditions:
SA — Special Approvals / Conditions Table

Item

4 Description

The Permittee shall not discharge to Outfall 002 or Qutfall 005 until the Division has approved the
treatment plan and O&M Manual for the industrial waste stream treatment operations.

After submitting eight consecutive quarterly samples for Outfall 002, the Permittee may submit for

2 |approval to NDEP a request to reduce the monitoring frequency to annually. If approved, the change
will be considered a minor modification.

Both evaporation ponds shall be double-lined with leak detection and constructed in accordance with
the plans submitted to NDEP with the permit application.

Before the Permittee begins receiving water generated at hydroponic farming or other nursery
operations, the Permittee shall report discharges to Pond A using the monitoring requirements for

4 |Outfall 005. When the Permittee begins receiving water generated at hydroponic farming or other
nursery operations, the Permittee shall notify the Division in writing and begin reporting discharges to
Pond A using the monitoring requirements for Qutfall 002.

Per calculations submitted by the Permittee, the freeboard requirements for Pond A and Pond B will be
set at 2 feet.

Reasonable Potential Analysis and Antidegradation Review:
Discharges in accordance with the proposed permit are not anticipated to degrade groundwater of the
state.

Flow:
The daily maximum flow is limited to 0.499 million gallons per day (MGD) as requested by the Permittee.

Corrective Action Sites:
There are no Bureau of Corrective Actions sites within one mile of this facility.

Wellhead Protection Program:
This facility is not within a Drinking Water Protection Area or a Wellhead Protection Area.
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Schedule of Compliance:

SOC — Schedule of Compliance Table

PROPOSED DRAFT 2 Permit No. NS2016510

Itim Description Due Date
The Permittee shall submit two copies of a new Operations and Maintenance (O&M) Manual
1 . . 9/1/2016
to the Division for review and approval.

901 S. Stewart Street, Suite 4001 « Carson City, Nevada 89701-5249 « p: 775.687.4670 ¢ f: 775.687.5856 * ndep.nv.gov Page 37 /38



PROPOSED DRAFT 2 Permit No. NS2016510

Deliverable Schedule:

DLV- Deliverable Schedule for Reports, Plans, and Other Submittals

Item # Description Interval First Scheduled Due Date
1 Quartery DMR Quarterly 10/28/2016
2 Annual Report Annually 1/28/2017

Procedures for Public Comment:
The Notice of the Division's intent to issue a permit authorizing the facility to discharge to groundwater of the

State of Nevada subject to the conditions contained within the permit, is being sent to the Las Vegas
Review Journal for publication. The notice is being mailed to interested persons on our mailing list.
Anyone wishing to comment on the proposed permit can do so in writing until 5:00 P.M. 4/30/2016 ,a

period of 30 days following the date of the public notice. The comment period can be extended at the
discretion of the Administrator.

A public hearing on the proposed determination can be requested by the applicant, any affected State, any
affected interstate agency, the Regional Administrator of EPA Region IX or any interested agency, person
or group of persons. The request must be filed within the comment period and must indicate the interest of
the person filing the request and the reasons why a hearing is warranted. Any public hearing determined by
the Administrator to be held must be conducted in the geographical area of the proposed discharge or any
other area the Administrator determined to be appropriate. All public hearings must be conducted to
accordance with NAC 445A.238.

The final determination of the Administrator may be appealed to the State Environmental Commission
pursuant to NRS 445A.605.

Proposed Determination:
The Division has made the tentative determination to issue / re-issue the proposed 5-year permit.

Prepared by: Robert E. Wimer, Jr.

Date: 3/22/2016
Title: P.E.
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